
__________________________________________________________________________________________________________________________________________ 
SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is 
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.” 
SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and 
suggestions. 
Copyright © 2022 SAE International 
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying, 
recording, or otherwise, without the prior written permission of SAE. 
TO PLACE A DOCUMENT ORDER: Tel:        877-606-7323 (inside USA and Canada) 
 Tel:        +1 724-776-4970 (outside USA) 
 Fax:       724-776-0790 
 Email:    CustomerService@sae.org 
SAE WEB ADDRESS: http://www.sae.org 

 For more information on this standard, visit 
 https://www.sae.org/standards/content/AS5391A/ 
 

AEROSPACE 

STANDARD 
 

AS5391™ REV. A 

Issued 2002-12 
Revised 2016-06 
Reaffirmed 2022-03 
 
Superseding AS5391 

(R) Helicopter Health and Usage Monitoring System Accelerometer 
Interface Specification 

 
 RATIONALE 

This document defines interface requirements for accelerometers and associated interfacing electronics for use in a 
helicopter Health and Usage Monitoring System (HUMS).  The purpose is to standardize the accelerometer-to-electronics 
interface with the intent of increasing interchangeability among HUMS sensors/systems and reducing the cost of HUMS 
accelerometers as the result of economy of scale.  Additionally, the goal is to provide a set of high level requirements for 
HUMS accelerometers for system designers and integrators. 
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1. SCOPE 

Accelerometers are transducers, or sensors, that convert acceleration into an electrical signal that can be used for airframe, 
drive, and propulsion system vibration monitoring and analysis within vehicle health and usage monitoring systems. 

This document defines interface requirements for accelerometers and associated interfacing electronics for use in a 
helicopter Health and Usage Monitoring System (HUMS).  The purpose is to standardize the accelerometer-to-electronics 
interface with the intent of increasing interchangeability among HUMS sensors/systems and reducing the cost of HUMS 
accelerometers.  Although this interface was specified with an internally amplified piezoelectric accelerometer in mind for 
Airframe and Drive Train accelerometers, this does not preclude the use of piezoelectric accelerometer with remote charge 
amplifier or any other sensor technology that meets the requirements given in this specification. 

This SAE HUMS Accelerometer Interface Specification includes the minimal interface and performance requirements for 
commonality. Compliance with this Interface Specifications can be referenced in more comprehensive procurement and 
device specifications. 

1.1 Classification 

Accelerometers used in current HUMS fall into three distinct categories, they are: 

a. Airframe accelerometers (generally used for rotor track and balance performance),  

b. Drive train accelerometers, and  

c. Engine accelerometers.   

This document is divided into three sections in recognition of this common industry classification. 

 

Figure 1 – Example of accelerometers location 

1.2 Specification Terminology 

The terms "shall" and "should" within this specification observe the following rules: 

a. The word "shall" expresses a mandatory requirement of the specification. 

b. The word "should" expresses a recommendation or advice on implementing the specification or actions expected of 
users of the system. 
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2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications 
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the 
event of conflict between the text of this document and references cited herein, the text of this document takes precedence. 
Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption has been 
obtained. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org. 

ARP1839 

2.2 Definitions 

ACCELERATION - The rate of change of velocity with time, usually along a specific axis and normally expressed in ‘g’ or 
gravitational units, ft/sec2 or meters/sec2.   

ACCELEROMETER - A transducer which converts input accelerations into outputs (usually electrical) which are proportional 
to the input acceleration values. 

BASE STRAIN SENSITIVITY - The sensitivity to strains applied to the base by bending, stretching or flexing in the absence 
of any rigid body motion of the transducer.  Usually expressed in equivalent measurand units at 250 microstrain applied to 
the mounting surface. 

BIAS VOLTAGE - A DC voltage which is seen at the output of the transducer with no acceleration applied and superimposed 
on acceleration signal.  It is set by the transducer electronics (either internal or remote to transducer). 

CHARGE AMPLIFIER - A capacitive feedback amplifier that converts the high impedance output from a charge mode sensor 
to a low impedance voltage signal. 

CHARGE CONVERTER - Converts the high impedance output of a charge mode sensor to a low impedance voltage signal. 
This term is preferred to “charge amplifier”. 

CHARGE MODE ACCELEROMETER - A piezoelectric accelerometer that provides a high impedance charge output signal. 
As it lacks internal electronics, an external charge converter is required in the measurement chain to convert the charge 
signal into a voltage signal and to eliminate the cable capacitance effect.  

"g" - Standard unit of acceleration equal to one earth's gravity at mean sea level - one "g" equals 32.17 ft/sec2 (Imperial) or 
9.807 m/s2 (SI). 

GROUND ISOLATION - Refers to a condition when the signal ground is electrically isolated from the test structure.   

NATURAL FREQUENCY – The natural frequency of a spring-mass system is proportional to the square root of the ratio of 
the spring constant to the mass for each degree of freedom. 

RESONANCE, MECHANICAL – The condition that occurs when the frequency of an exciting force equals a natural 
frequency of a spring-mass system.  A frequency at which a structure readily vibrates, with no continuous excitation. 

RT&B - Rotor Track and Balance 

SENSITIVITY - The ratio of change in sensor output as a result of a unit change in acceleration 
  

Full document details: SAE AS5391A

http://www.sae.org/
http://avadocuments2026.com/doc/sae-as5391a
http://avadocuments2026.com/doc/sae-as5391a


 
SAE INTERNATIONAL AS5391™A Page 5 of 22 
 
 
SENSOR - A measurement device that detects a change in a physical stimulus and turns it into an electrical signal which 
can be measured or recorded.  Sensors are also referred to as transducer or pickup. 

TEMPERATURE SENSITIVITY - The change in sensor output due to the change in temperature.   

TRANSDUCER - See Sensor. 

TRANSVERSE SENSITIVITY - Signal output as a result of acceleration perpendicular to the sensitive axis. 

3.  REQUIREMENTS AND RECOMMENDATIONS 

The specific functional requirements for the three sensor categories are given in the following subparagraphs. 

3.1 HUMS Airframe Accelerometers 

3.1.1 Definition 

Airframe (i.e., rotor balance) accelerometers measure airframe vibration, which usually results from rotor imbalance 
conditions.  Rotor imbalance conditions cause rotor one per revolution disturbances in the airframe.  These disturbances 
result in airframe vibrations in the frequency range from two Hz to tens of Hz, depending on the rotor rpm.  The airframe 
measured acceleration is processed within rotor track and balance algorithms that, in some cases, utilize higher harmonic 
vibrations (2 per revolution up to 24 per revolution).  Airframe accelerometers can be single or multi-axis depending on the 
requirements of rotor track and balance (RT&B) algorithms.  

3.1.2 Characteristics 

HUMS airframe accelerometers shall have a low-impedance voltage output (i.e., internal conditioning), directly proportional 
to the acceleration as described in 3.1.2.2.6.   

 

Figure 2 – Airframe accelerometer  

Measurement of static (0 Hz) acceleration is not required for airframe vibration monitoring.  Experience has shown that the 
measurement of airframe acceleration is easily corrupted by strain in the mounting base of the accelerometer that results 
in unwanted output signal.  This vulnerability to strain on the accelerometer's mounting base requires the use of an 
accelerometer with low-base-strain sensitivity (given in 3.1.2.4.3).   

The accelerometer signal return should be isolated, internally, from case ground to reject the frame voltage effect.   
For some RT&B applications, precise measurement of relative signal phase is required to determine which blade or 
combination of blades is causing an out-of-balance condition. 
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3.1.2.1 Performance 

Performance requirements should be met using mounting hardware, cables and connectors as recommended in 3.1.2.3.  
Performance testing should be performed with cables tied down as specified in 4.1. 

3.1.2.1.1 Sensitivity 

The typical sensitivity to acceleration should be within 25…100 mV/g, ±5% when measured at its calibrating frequency of 
100 Hz ± 5 Hz or 120 Hz ± 5 Hz. 

3.1.2.1.2 Acceleration Range 

The typical acceleration range should be ± 50 …100 g. 

3.1.2.1.3 Dynamic Response 

3.1.2.1.3.1 Amplitude Response 

The amplitude response of the sensor should lie in the un-shaded region of the frequency response plot of Figure 3.  The 
y-axis is given in units of percent deviation as defined in Equation 1.   

 100%
120Hzor  Output@100Sensor 

120Hzor  Output@100Sensor  Output Sensor Deviation % ⋅






 −  =  (Eq. 1) 

 

Figure 3 – Allowable airframe accelerometer amplitude response 

3.1.2.1.3.2 Relative Phase Response 

The phase response of the sensor should lie in the un-shaded region of the phase response plot of Figure 4.  The y-axis 
(phase dispersion), in the figure below, is the phase of the sensor's output relative to a reference accelerometer and 
normalized to the value at 100 Hz ± 5 Hz or 120 Hz ± 5 Hz.  The phase data is normalized by removing the relative phase 
(phase difference between the sensor under test and the reference accelerometer) at 100 Hz ± 5 Hz or 120 Hz ± 5 Hz from 
the rest of the test data.  As a result, the curve in Figure 4 will always pass through the point of 0 degrees of phase dispersion 
at 100 Hz ± 5 Hz or 120 Hz ± 5 Hz. 
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Figure 4 – Allowable airframe accelerometer relative phase response 

3.1.2.1.3.3 Absolute Phase Lag 

The phase difference between the mechanical excitation of the sensor and the sensor's electrical output shall be 0 degrees ± 
5 degrees when excited with 2 Hz acceleration. This requirement is necessary only when precise phase measurement is 
needed by the processing algorithms. 

3.1.2.1.3.4 Mounted Resonance Frequency 

The mounted resonance frequency of the accelerometer should be high enough not to be excited by local forcing functions 
and compromise its acceleration measurements within the frequency range of interest. A resonance frequency greater than 
20 kHz can be used as a reference.   

3.1.2.1.4 Output Polarity 

Positive acceleration into the base of the accelerometer shall produce a positive output voltage. Positive acceleration shall 
be in the direction pointing through the accelerometer’s mounting base towards its mounting structural point. Neglecting the 
DC output bias, positive output voltage shall be defined as when the connector signal or power pin shall have a greater 
voltage than the signal common pin. 

3.1.2.1.5 Transverse Sensitivity 

The transverse sensitivity of the accelerometer shall be less than or equal to 5% of the sensitivity of the primary axis (given 
in 3.1.2.1.1). 

3.1.2.1.6 Temperature Sensitivity 

The sensitivity of the sensor to temperature should vary less than ±8%, with respect to the sensitivity at room temperature 
24 °C ± 2 °C (75 °F ± 4 °F), over the temperature range given in 3.1.2.4.1.  If lower temperature sensitivity is required, this 
can be achieved by a specific sensor adaptation.   

3.1.2.2 Electrical 

The accelerometer is a two-wire device.  The two-wire interface carries the electrical power to the accelerometer, as well 
as the converted acceleration signal to the interface electronics.  The accelerometer accepts electrical power from a 
constant current regulated DC voltage source. 
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