AEROSPACE AS5447™ REV. A
INTERNATIONALs STANDARD <sued 20001

Reaffirmed 2018-08
Stabilized 2024-04

Superseding AS5447

Acceptance Criteria for Nuts -
Magnetic Particle, Fluorescent Penetrant, and Visible Penetrant Examination

RATIONALE
This document has been determined to contain basic and stable technology which is not dynamic in nature.
STABILIZED NOTICE
This document has been declared “STABILIZED” by SAE E-25 General Standards for Aerospace and Propulsion Systems

Committee and will no longer be subjected to periodic reviews for currency. Users are responsible for verifying references
and continued suitability of technical requirements. Newer technology may exist.

SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.

Copyright © 2024 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, or used for text and data mining, Al training, or similar technologies, without the prior written permission of SAE.

TO PLACE A DOCUMENT ORDER:  Tel:  877-606-7323 (inside USA and Canada) AVA
Tel:  +1724-776-4970 (outside USA) For more information on inis stapdsrd)wisit Sharing [Hub
Fax:  724-776-0790
Email: CustomerService@sae.org https://www.sae.org/standards/content/AS5447A/

SAE WEB ADDRESS: http:/lwww.sae.org

Full document details: SAE AS5447A


https://www.sae.org/standards/content/PRODCODE/
http://www.avadocuments.com/doc/sae-as5447a
http://www.avadocuments.com/doc/sae-as5447a

SAE INTERNATIONAL AS5447™A Page 1 of 8

1. SCOPE:
1.1 Type:

This standard establishes the acceptance criteria for surface discontinuities as revealed by magnetic
particle or liquid penetrant examination of nuts.

1.2 Application:

Primarily for use on aerospace propulsion system free running and self-locking nuts, including the
plate and channel for plate and channel nuts. Discontinuities revealed by nondestructive test
methods other than those in this standard shall have the acceptance criteria specified on the part
drawing or other definition document.

2. REFERENCES:
2.1 Applicable Documents:

The following publications form a part of this document to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other publications shall be the issue in
effect on the date of the purchase order. In the event of conflict between the text of this document
and references cited herein, the text of this document takes precedence. Nothing in this document,
however, supersedes applicable laws and regulations unless a specific exemption has been
obtained.
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2.1.1 ASTM Publications: Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA
19428-2959.

ASTM E 1417 Liquid Penetrant Examination
ASTM E 1418 Visible Penetrant Examination Using the Water-Washable Process
ASTM E 1444 Magnetic Particle Examination

2.2 Definitions:

BURR: A rough edge or ridge left on the metal due to cutting, grinding, piercing, or blanking.

CIRCULAR INDICATION: Any rateable discontinuity in the general direction around the thread axis
(transverse), see Figure 1.

CRACK: A crystalline fracture passing through or across grain boundaries without inclusion of
foreign elements. Cracks are normally caused by overstressing the metal during forming, or during
heat treatment.

DISCONTINUITY: An interruption in the normal physical structure or configuration of the part; such
as a crack, inclusion, machining tear, lap, seam, or stringer.

FORMING TEARS: Pattern of short, jagged individual slits, generally at right angles to the direction
of metal working, see Figure 2.

GRINDING CHECK: Fine thermal cracks that develop from overheating of the area being ground.
Such cracks are generally at right angles to the direction of grinding but may appear as a complete
network.

INCLUSION: Nonmetallic particles inherent in the material when it was made. These particles may
be isolated or distributed in the form of longitudinal stringers.

INDICATION: An indication is visual evidence of a discontinuity, as revealed by magnetic particle or
liquid penetrant examination.

LAMINATIONS: Found only in plate steel, and are thin flat discontinuities seen only at the edge of
the plate.

LAP: A surface imperfection appearing as a seam or crack, caused by folding of the material during
operations as forming, forging, rolling, or drawing.

LINEAR INDICATION: Any rateable discontinuity in the general direction of the thread axis
(longitudinal), see Figure 3.

MACHINING TEAR: A pattern of short, jagged individual cracks, generally at right angles to the
direction of machining. Frequently the result of improperly set cutting tools, or dull cutting tools.
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