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ADD OPTION FOR SAFETY WIRE HOLES. WHEN RE-DRAWING FIGURE, NUT WAS RE-DRAWN SHOWING THE
OPTIONAL WIRED ON CONFIGURATION PER AS4370.
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TABLE 2 - ASSEMBLY LENGTH TOLERANCE

HOSE ASSEMBLY LENGTH LENGTH TOLERANCE
UNDER 10 INCHES +.062 INCH

10 TO 36 INCHES EXCLUSIVE +.125 INCH

36 TO 50 INCHES EXCLUSIVE +.250 INCH

50 INCHES AND OVER 1%

TABLE 3 - HOSE ASSEMBLY ROOM TEMPERATURE PHYSICAL CHARACTERISTIC (REF) /5/

HOSE OPERATING PROOF BURST

SIZE PRESSURE PRESSURE PRESSURE

CODE PSI NOM PSI MIN PSI MIN
04 2000 3000 8000
05 1800 2700 7200
06 1600 2400 6400
08 1400 2100 5600
10 1200 1800 4800
12 1050 1575 4200
16 800 1200 3200
20 550 825 2200

TABLE 4 - SPHERICAL BALL SIZE
FOR DETERMINING MINIMUM

HOSE ASSEMBLY ID /8/
HOSE SIZE STRAIGHT FITTING ELBOW FITTING
04 27 120
05 A77 167
06 225 212
08 .324 .306
10 410 .387
12 511 483
16 .684 .646
20 .828 .782

TABLE 5 - WEIGHTS (MAX)

HOSE HOSE STANDARD FITTING (LB) STANDARD FITTING (LB)
SIZE LB/IN STRAIGHT 90° ELBOW
04 .016 .05 .05
05 .018 .07 .08
06 .020 .08 .09
08 .028 13 14
10 .038 .18 22
12 .042 .29 .33
16 .058 44 .61
20 .072 .62 .84
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