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RATIONALE 

The purpose of the annexes in this document are: 

• The ARINC653 annex: provide modeling guidelines to specify avionics architectures, as the ones used by the 
ARINC653 standard. This annex replaces the existing ARINC653 AADL annex published in AS5506/2. 

• The Code Generation Annex: define a binding between the AADL notations and existing programming languages 
used to develop safety-critical systems (such as Ada and C). This is a new annex to the AADL standard. 

• The Error Model Annex: extend the core language in order to provide the ability to to specify error propagations and 
error behavior in the architecture. This annex replaces the existing Error-Model annex published in the first revision of 
AS5506/1. 

The other annexes from the existing AS5506/1 document (Graphical AADL Notation, AADL Meta-Model and Interchange 
Formats, Language Compliance and Application Program Interface) are deprecated and not updated in this new revision. 

The Architecture Analysis and Design Language (AADL) standard document AS5506B was prepared by the SAE AS-2C 
Architecture Description Language Subcommittee, Embedded Computing Systems Committee, Aerospace Avionics 
Systems Division and revised by SAE in September, 2012. The Annexes presented herein have also been developed under 
the auspices of the SAE AS-2C Subcommittee. 

AS5506/1A has been reaffirmed to comply with the SAE Five-Year Review policy. 
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FOREWORD 

This standard was prepared by the Society of Automotive Engineers (SAE) Avionics Systems Division (ASD) Embedded 
Computing Systems Committee (AS-2) Architecture Description Language (AS-2C) subcommittee. 

This AADL standard document replaces the initial Error-Model Annex specified in the Annex Collection Volume 1 AS5506/1 
published in 2006. It also replaces the ARINC653 annex defined in AS5506/2 and introduces the Code Generation Annex. 

This AADL standard document defines an Error Model language that extends the AADL core language with a state machine-
based notation. This notation allows for specification of different types of faults, fault behavior of individual system 
components, fault propagation affecting related components in terms of peer to peer interactions and deployment 
relationship between software components and their execution platform, aggregation of fault behavior and propagation in 
terms of the component hierarchy. The notation also allows for specification fault mitigation strategies expected to be 
implemented in the health monitoring and fault management component of the actual system – also known as Fault 
Detection, Isolation, and Recovery (FDIR). The actual design of this component is expressed in the AADL core model. 

This AADL standard document contains an Annex (the ARINC653 Annex) that defines modeling guidelines that use and 
extend the AADL core language – as defined in AS5506B – to Integrated Modular Avionics Architectures (IMA), such as 
ARINC653. 

This AADL standard document contains an Annex (Code Generation Annex) that defines the bindings between the core 
language – as defines in AS5506B – and existing programming languages (such as Ada or C). 
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INTRODUCTION 

The SAE Architecture Analysis and Design Language (referred to in this document as AADL) is a modeling language used 
to design and analyze the software and hardware architecture of performance-critical real-time systems.  These are systems 
whose operation strongly depends on meeting non-functional system requirements such as reliability, availability, timing, 
responsiveness, throughput, safety, and security.  The AADL is used to describe the structure of such systems as an 
assembly of software components mapped onto an execution platform.  It can be used to describe functional interfaces to 
components (such as data inputs and outputs) and performance-critical aspects of components (such as timing).  The AADL 
can also be used to describe how components interact, such as how data inputs and outputs are connected or how 
application software components are allocated to execution platform components.  The language can also be used to 
describe the dynamic behavior of the runtime architecture by providing support to model operational modes and mode 
transitions.  The language is designed to be extensible to accommodate analyses of the runtime architectures that the core 
language does not completely support.  Extensions can take the form of new properties and analysis specific notations that 
can be associated with components. 

The AADL was developed to meet the special needs of performance-critical real-time systems, including embedded real-
time systems such as avionics, automotive electronics, or robotics systems.  The language can describe important 
performance-critical aspects such as timing requirements, fault and error behaviors, time and space partitioning, and safety 
and certification properties. Such a description allows a system designer to perform analyses of the composed components 
and systems such as system schedulability, sizing analysis, and safety analysis.  From these analyses, the designer can 
evaluate architectural tradeoffs and changes. 

Since the AADL supports multiple and extensible analysis approaches, it provides the ability to analyze the cross cutting 
impacts of change in the architecture in one specification using a variety of analysis tools.  The AADL specification language 
is designed to be used with analysis tools that support the automatic generation of the source code needed to integrate the 
system components and build a system executive.  Since the models and the architecture specification drive the design 
and implementation, they can be maintained to permit model driven architecture based changes throughout the system 
lifecycle.  

This document includes three annexes to the SAE AADL standard AS5506B to extend the AADL core language with error 
modeling support, define modeling patterns to specify ARINC653 architectures and define a mapping between the AADL 
core language and existing programming languages such as Ada or C. 
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INFORMATION AND FEEDBACK 

The website at http://www.aadl.info is an information source regarding the SAE AADL standard. It makes available papers 
on the AADL, its benefits, and its use.  Also available are papers on MetaH, the technology that demonstrated the practicality 
of a model-based system engineering approach based on architecture description languages for embedded real-time 
systems.  

The website provides links to three SAE AADL related discussion forums: 

1. The SAE AADL User Forum to ask questions and share experiences about modeling with SAE AADL,  

2. The AADL Toolset User Forum to ask questions and share experiences with the AADL Open Source Toolset 
Environment, and 

3. The SAE Standard Document Corrections and Improvements Forum that records errata, corrections, and improvements 
to the current release of the SAE AADL standard.  

The website provides information and a download site for the Open Source AADL Tool Environment.  It also provides links 
to other resources regarding the AADL standard and its use. 

Questions and inquiries regarding the annexes contained in this document,  working versions of annexes, and future 
versions of the standard can be addressed to info@aadl.info. 

Informal comments on this standard may be sent via e-mail to errata@aadl.info. If appropriate, the defect correction 
procedure will be initiated. Comments should use the following format: 

!topic Title summarizing comment 
!reference AADL_A1-ss.ss(pp) 
!from Author Name yy-mm-dd 
!discussion 
text of discussion 

where ss.ss is the section, clause or subclause number, pp is the paragraph or line number where applicable, and yy-mm-
dd is the date the comment was sent. The date is optional, as is the !keywords line. 

Multiple comments per e-mail message are acceptable. Please use a descriptive “Subject” in your e-mail message. 

When correcting typographical errors or making minor wording suggestions, please put the correction directly as the topic 
of the comment; use square brackets [  ] to indicate text to be omitted and curly braces {  } to indicate text to be added, and 
provide enough context to make the nature of the suggestion self-evident or put additional information in the body of the 
comment, for example: 

!topic [c]{C}haracter 
!topic it[']s meaning is not defined 
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1. SCOPE 

(1) This document contains three annexes to the SAE AS5506B Standard - the SAE Architecture Analysis and Description 
Language.   

(2) The first annex, the Error-Model Language extends the AADL core language with a state machine-based notation. This 
notation allows for specification of different types of faults, fault behavior of individual system components, fault propagation 
affecting related components in terms of peer to peer interactions and deployment relationship between software 
components and their execution platform, aggregation of fault behavior and propagation in terms of the component 
hierarchy. The notation also allows for specification fault mitigation strategies expected to be implemented in the health 
monitoring and fault management component of the actual system – also known as Fault Detection, Isolation, and Recovery 
(FDIR). The actual design of this component is expressed in the AADL core model. 

(3) The second annex, the ARINC653 Annex defines modeling patterns to use the AADL core language for the specification of 
Integrated Modular Avionics Architectures (IMA), as defined by the ARINC653 standard. It also introduces a dedicated 
property set to capture specific requirements of such architectures. 

(4) The third annex, the Code Generation Annex, defines a mapping between the AADL core language and programming 
languages. It specifies, for each AADL component type, how to map it into executable code. As the AADL language targets 
safety-critical systems, the annex focuses on defining such a mapping for programming languages that are typically used 
to implement such systems. However, mapping rules and principles defined in this annex can be translated to other 
programming languages. 

1.1 Purpose 

(1) The purpose of this document is to supply the information needed to integrate the SAE AADL notation with tools that enable 
the production of high quality, safety-critical, real-time, embedded systems from AADL specifications.  The material 
contained in this standard may be used to facilitate the development of graphical tools that may be used to generate 
graphical representations of AADL specifications.  This document also includes the specification of the models needed to 
allow the contents of AADL specifications to be transformed into representations that are interchangeable with other tools. 
Finally, this document contains guidelines that supplement the transition between AADL models and software source code. 

2. REFERENCES 

(2) This section lists all of the pertinent and reference documents.  The first section will identify the SAE documents.  Followed 
by other documents grouped by publisher and information on where to obtain documents, when available.  

2.1 Applicable Documents 

(3) The following publications form a part of this document to the extent specified herein.  The latest issue of SAE publications 
shall apply.  The applicable issue of other publications shall be the issue in effect of the date of issue of this document.  In 
the event of conflict between the text in this document and references cited herein, the text of this document takes 
precedence.  Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption 
has been obtained. 

2.1.1 SAE Publications 

(4) Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside 
USA and Canada) or 724-776-4970 (outside USA), www.sae.org. 

(5) SAE AS-5506B:2012, Architecture Analysis & Design Language (AADL), Sept 2012 [AS5506B]. 

(6) SAE AS-5506/1:2006, Architecture Analysis & Design Language (AADL) Annex Volume 1, June 2006. 

(7) SAE AS-5506/2:2011, Architecture Analysis & Design Language (AADL) Annex Volume 2, Jan 2011. 

(8) ARP4761  Guidelines and Methods for Conducting the Safety Assessment Process on Civil Airborne Systems and 
Equipment, December 1996 [ARP4761]. 
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(9) SAE ARP-4754A, Guidelines for Development Of Civil Aircraft and Systems, December 2010. 

(10) SAE ARP-4761, Guidelines and Methods for Conducting the Safety Assessment Process on Civil Airborne Systems 
and Equipment, December 1996. 

(11) SAE ARP-5580, Recommended Failure Modes and Effects Analysis (FMEA) Practices for Non-Automobile 
Applications, July 2001. 

2.1.2 Radio Technical Commission for Aeronautics Publications 

(12) Available from RTCA, Inc., 1828 L Street, NW, Suite 805, Washington DC 20036, Tel: 202-833-9339, www.rtca.org. 

(13) DO-178B  Software Considerations in Airborne Systems and Equipment Certification, December 1992 [DO178B]. 

(14) DO-254  Design Assurance Guidance for Airborne Electronic Hardware, April 2000 [DO254]. 

2.1.3 ARINC Standards 

(15) Available from the ARINC Standards order. SAE-ITC, ARINC Industry Activities, 16701 Melford Blvd, Suite 120 – 
Bowie, MD 20715 

(16) Avionics Application Software Standard Interface, Part 1, Required Services [ARINC653-P1-3] 

2.1.4 Military Standards and Handbooks 

(17) Available from the Document Automation and Production Service (DAPS), Building 4/D, 700 Robbins Avenue, 
Philadelphia, PA 19111-5094, Tel: 215-697-6257, http://assist.daps.dla.mil/quicksearch/ 

(18) MIL-HDBK-217F  Reliability Prediction of Electronic Equipment, December 1991. 

(19) MIL-STD-882D Standard Practice for System Safety, February 2000. 

2.1.5 IEEE Publications 

(20) Available from IEEE, 445 Hoes Lane, Piscataway, NJ  08854-1331, Tel: 732-981-0060, www.ieee.org. 

(21) IEEE Standard 1003.1-2001  Information Technology - Portable Operating System Interface (POSIX). Institute of 
Electrical and Electronic Engineers [IEEE 2001]. 

(22) IEEE Standard 1003.13-1998  Information Technology - Standardized Application Environment Profile - POSIX 
Realtime Application Support (AEP). The Institute of Electrical and Electronics Engineers [IEEE 1998]. 

(23) IEEE Standard 1003.5b-1996  Information Technology - POSIX Ada Language Interfaces - Part 1: Binding for System 
Application Program Interface (API) - Amendment 1: Realtime Extensions. The Institute of Electrical and Engineering 
Electronics [IEEE 1996]. 

2.1.6 ISO Publications 

(24) Available from ISO, 1, rue de Varembe, Case postale 56, CH-1211 Geneva 20, Switzerland, Tel: +41 22 749 01 11, 
www.iso.org. 

(25) ISO/IEC 8652:1995 (E) International Organization for Standardization, Information Technology - Programming 
Languages - Ada [ISO 1995] 

(26) ISO/IEC 8652:1995/COR.1:2001 International Organization for Standardization, Technical Corrigendum to 
Information Technology - Programming Languages - Ada [ISO 2001] 
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(27) ISO/IEC 9899:1999 International Organization for Standardization, Information Technology - Programming 

Languages - C [ISO 1999] 

(28) ISO/IEC TR 15942:2000 International Standards Organization, Guide for the Use of the Ada Programming Language 
in High Integrity Systems [ISO 2000] 

(29) ISO/IEC/IEEE 24765:2010 Systems and software engineering — Vocabulary, Dec 2010. 

2.1.7 Applicable References 
 

(1) Laprie, J.-C., editor, “Dependability: Basic Concepts and Terminology,” Dependable Computing and Fault Tolerance, 
volume 5, Springer-Verlag, Wien, New York, 1992. Prepared by IFIP Working Group 10.4 on Dependable Computing and 
Fault Tolerance. [LAP 1992] 

(2) IFIP WG10.4 on Dependable Computing and Fault Tolerance, 1992, J.-C. Laprie, editor, “Dependability: Basic Concepts 
and Terminology,” Dependable Computing and Fault Tolerance, volume 5, Springer-Verlag, Wien, New York, 1992. [IFIP 
WG10.4-1992] 

(3)  “A Guide to Hazard and Operability Studies”, The Chemical Industry Safety and Health Council of the Chemical Industries 
Association Ltd., 1977. [CISHEC 1977] 

(4) T. Kletz, “Hazop and Hazan: Identifying and Assessing Process Industry Hazards”, Institution of Chemical Engineers, third 
edition, 1992. [HAZOP 1992] 

(5) J. A. McDermid and D. J. Pumfrey, “A development of hazard analysis to aid software design”, in COMPASS ’94: 
Proceedings of the Ninth Annual Conference on Computer Assurance. IEEE / NIST, Gaithersburg, MD, June 1994, pp. 17–
25. [SHARD 1994] 

(6) A. Bondavalli and L. Simoncini, Failure Classification with respect to Detection, Specification and Design for Dependability, 
Esprit Project N°3092 (PDCS: Predictably Dependable Computing Systems), First Year Report, May 1990. [Bondavalli 
1990] 

(7) D. Powell, “Failure Mode Assumptions and Assumption Coverage”, Twenty-Second International Symposium on Fault-
Tolerant Computing, 1992. FTCS-22.  [Powell 1992] 

(8) Bernardi, S., Merseguer, J., Petriu, D.: “An UML profile for Dependability Analysis and Modeling of Software Systems”. 
Technical Report RR-08-05, Universidad de Zaragoza, Spain (2008) http://www.di.unito.it/~bernardi/DAMreport08.pdf. 
[DAM 2008] 

(9) Walter C., Suri, N., The Customizable Fault/Error Model for Dependable Distributed Systems, Theoretical Computer Science 
290 (2003) 1223–1251. [Walter 2003] 

(10) Miller S., Whalen M., O’Brien D., Heimdahl M., and Joshi A., A Methodology for the Design and Verification of Globally 
Asynchronous/Locally Synchronous Architectures, NASA/CR-2005-213912, Sept 2005. [Miller 2005] 

(11) Ana-Elena Rugina, Karama Kanoun, and Mohamed Kaaniche. 2007. A system dependability modeling framework using 
AADL and GSPNs. In Architecting dependable systems IV, Rogrio de Lemos, Cristina Gacek, and Alexander Romanovsky 
(Eds.). Lecture Notes In Computer Science, Vol. 4615. Springer-Verlag, Berlin, Heidelberg 14-38.  [Rugina 2007 
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Annex A   ARINC653 Annex 

A.1 Rationale 

(1) This annex has been defined to support the modeling, analysis and automated integration of ARINC 653 and derived or 
similar partitioned architectures. It provides AADL architectural style guidelines and AADL defined ARINC 653 oriented 
properties to define a common approach to use AADL standardized components to express ARINC 653 architectures. 
Without the annex defined framework, modelers would need to define their own AADL ARINC 653 oriented properties and 
select their own approach to representing ARINC 653 with AADL components.   

(2) This annex was made to help the system designers in the modeling of partitioned architectures, especially ARINC 653 
compliant systems. AADL models can be checked and verified using various tools. Consequently, the modeling of 
partitioned architectures will help system designers to verify and validate their models.This document does not provide any 
guidance for the verification of AADL models except to provide a means for common specification. 

(3) By providing a common framework for partitioned system expression, distributed development and common analysis tools 
are supported. Code generators to auto integrate ARINC 653 systems based on AADL ARINC 653 annex compliant models 
are supported. The code generation annex of the AADL provides sufficient information to map most of AADL/ARINC 653 
modeling patterns (processes, inter and intra communication channels, shared data) into C or Ada code. However, 
configuration of ARINC 653 operating systems is not detailed in the code generation annex. 

(4) The ARINC 653 standard contains several parts, defining required and extended services. This document provides the 
mapping between the AADL and the required services of the ARINC 653 standard. 

(5) The current document provides a mapping for services defined in the ARINC 653 PART1 standard. Mapping of other 
services are beyond the scope of this annex. 

(6) The avionics-specific terms used in the annex are defined below: 

a. Integrated Modular Avionics:  A shared set of flexible, reusable, and interoperable hardware and software resources that, 
when integrated, form a platform that provides services, designed and verified to a defined set of safety and performance 
requirements, to host applications performing aircraft functions. 

b. Module: A component or collection of components that may be accepted by themselves or in the context of an IMA system. 
A module may also comprise other modules. A module may be software, hardware, or a combination of hardware and 
software, which provides resources to the IMA system hosted application. 

c. Application: Software and/or application-specific hardware with a defined set of interfaces that when integrated with a 
platform(s) performs a function. 

d. Application software: The part of an application implemented through software. It may be allocated to one or more 
partitions.  

e. Partition: An allocation of resources whose properties are guaranteed and protected by the platform from adverse 
interaction or influences from outside the partition. 

f. Application-specific hardware: Hardware dedicated to one application. 

g. Cabinet: A physical package containing one or more IMA components or modules, that provides partial protection from 
environmental effects (shielding) and may enable installation and removal of those component(s) or module(s) from the 
aircraft without physically altering other aircraft ystems or equipment. 

h. Core Software: The operating system and support software that manage platform resources to provide an environment in 
which an application can execute. 

i. Component:  A self-contained hardware or software part, database, or combination thereof that may be configuration 
controlled. 
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A.2 ARINC 653 partition management (ARINC 653 Module) 

(7) In ARINC 653, partitions are managed by the core software with a dedicated kernel that ensures time and space isolation. 
It schedules partitions using a static timeline scheduling algorithm repeated at a given rate, the major time frame. Each 
partition has at least one time frame to execute its tasks (called processes in the ARINC 653 standard). 

(8) The ARINC 653 core software and its associated physical processor core are modeled with AADL using the processor 
component. This approach is consistent with the AADL concept of a processor to include the operating evironment. The 
processor component is used to specifiy partition management properties which express its requirements. 

a. The AADL processor component models the ARINC 653 core software.  ARINC 653 modules contain partitions. In AADL, 
these partitions are modeled with AADL virtual processor components that are either contained in or bound to an 
AADL processor component. These virtual processors subcomponents model partitions runtimes. 

b. ARINC 653 module time slots are modeled with the ARINC653::Module_Schedule property attached to an AADL 
processor component. The property is a list that defines window schedules. List elements contains the following attributes: 

i. Duration: The time slot duration. 

ii. Partition: reference to the partition (virtual processor) associated with this slot. 

iii. Periodic_Periodic_Start: specifies if all periodic tasks should start at the beginning of the partition execution. 

c. The ARINC653::Module_Major_Frame property is associated with an AADL processor component and specifies the 
major time frame of an ARINC 653 module. 

d. The Process_Swap_Execution_Time property from the core language specifies the time needed to switch from one 
partition to another. The value represents the time required to clean a partition and activate another (cache flush, memory 
segments change). 

e. The ARINC653::Module_Version and ARINC653::Module_Identifier properties aim at adding a version to the 
module (potentially similar to the one used in the system configuration) as well as a textual description or other comments. 

f. The ARINC 653 health monitoring properties usable at the module level are covered in the health monitoring section (A.13). 

ARINC 653 entity AADL entity Properties 

Module Processor 

 ARINC653::Module_Major_Frame 

 ARINC653::Module_Schedule 

 ARINC653::HM_Error_ID_Levels 

 ARINC653::HM_Error_ID_Actions 

 ARINC653::Module_Version 

 ARINC653::Module_Identifier 

 Process_Swap_Execution_Time 

 

 

Figure 1 - Graphic representation 
of an ARINC 653 module (without partition runtime) 
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A.3 ARINC 653 partitions modeling 

(9) An ARINC 653 partition conceptually consists of a separated address space and a specific runtime. This runtime manages 
resources within the partition and schedules ARINC 653 processes (that correspond to AADL thread components) that 
are executed in its address space. An ARINC 653 partition hosts the application software to be executed. 

(10) Each ARINC 653 partition is represented by an AADL process component component bound to a virtual processor 
and one or several memory components. In AADL, process components are used to indicate address space protection 
for threads. The AADL process component and its association to a memory component model the partition address space. 
The AADL virtual processor component models the partition specific runtime environment provided by the core 
software. 

a. The memory requirements of the ARINC 653 partition are specified by adding the Data_Size and Code_Size properties. 
They are added to the AADL process component that models the partition. In addition, process components are bound 
to the physical memory using the AADL Actual_Memory_Binding property. 

b. The virtual processor component describes the partition-level scheduler and runtime requirements using AADL 
properties. Within each AADL virtual processor component, the property Scheduling_Protocol defines the 
scheduling policy used inside each ARINC 653 partition. 

c. The Actual_Processor_Binding AADL property associates the components (virtual processor and process) 
that represent a partition. Each AADL process component (that contains the application software components) must be 
bound to an AADL virtual processor (that specified the partition runtime provided by the core software). 

d. Partitions space isolation is specified by associating an AADL process component with one or several AADL memory 
components with the Actual_Memory_Binding property. 

e. AADL virtual processor components (partition runtime) must be contained in or bound to AADL processor 
components (core software). In case one partition (AADL virtual processor) can be associated with several core 
modules (AADL processor), users must associate them using the property Actual_Processor_Binding. 

f. The Activate_Entrypoint_Source_Text property specifies the name of a subprogram used to initialized the partition. 

g. The Development Assurance Level (DAL) of the application software executed within a partition the ARINC653::DAL on 
its associated virtual processor component. It represents the DAL is the application software executed by the partition, 
not the DAL of the core software. Thus, all the software components contained in a partition should have a DAL value 
greater or equal to the one of the partition. 

h. The Thread_Swap_Execution_Time specifies the potential cost of process switching inside a partition. When partition-
level scheduler switches from one process to another, there is a potential switching time that should be taken in account for 
analysis. This property was designed to specify this overhead time so that system designers can specify scheduler overhead 
for each partition. 

i. The ARINC653::Error_Handling property specifies the ARINC 653 process (AADL thread component) used to 
recover error raised at the partition level. 

j. The ARINC653::Partition_Id defines an identifier that potentially corresponds to the one used by the underlying 
Operating System. The ARINC653::Partition_Name defines a partition name with a string that potentially uses natural 
language. 

k. The ARINC653::System_Partition property indicates if the partition is an ARINC 653 system partition. A system 
partition is allowed to perform some specific operations (such as processing input/output) 

l. The ARINC 653 health monitoring properties usable at the ARINC 653 partition level are covered in the health monitoring 
section (A.13). 
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ARINC  653 entity AADL entities Properties 

Partition Runtime Virtual Processor 

 Scheduling_Protocol 

 Activate_Entrypoint_Source_Text 

 ARINC653::DAL 

 ARINC653::Partition_Name 

 ARINC653::Partition_Identifier 

 ARINC653::System_Partition 

 ARINC653::Error_Handling 

 ARINC653::HM_Error_ID_Actions 

 Thread_Swap_Execution_Time 

Partition Software 
 

Process 
 Data_Size 

 Code_Size 
 

 

 

Figure 2 - Graphic representation of a partition 
and its association to partition runtime 

 

A.4 Multi processors architectures 

(11) Multi-processor partitioned systems in ARINC 653 are represented by multiple physical processors, each with an ARINC 
653 module defined to schedule the partitions on that processor. The AADL system component is a hierarchical component 
to integrate software and hardware components.  It is used to model the multi-processor system with its partitions.   

(12) Each node of the multi-processor is specified within an AADL system component. This top system component contains 
AADL processor, virtual processor and process with at least: one AADL processor (the ARINC module), one 
AADL virtual processor (the partition-level scheduler), one AADL process (the partition address space), one AADL 
memory component to bind it to, and one AADL thread within the AADL process component (the ARINC 653 process 
executed in a partition). 

(13) A higher level AADL system component is used to contain multiple system components reflecting a multiprocessor system. 

(14) Communication between ARINC 653 modules is modeled with event data ports and data ports. In ARINC653, it corresponds 
to inter-partitions communications through different processors. See section A.6 for modeling of inter-partitions 
communication channels. 
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A.5 ARINC 653 processes modeling 

(15) ARINC 653 processes execute the application software that consists in code in their partition’s address space. Each ARINC 
653 process is associated with a set of requirements: entry point, stack size, period, priority, time capacity and deadline 
type. List of relevant properties properties are listed in the table below. 

(16) ARINC 653 processes are mapped to AADL with the AADL thread component. 

a. The ARINC 653 base priority concept is mapped to the AADL Priority property from the standard AADL property set. 
The meaning of priority is dependent on the scheduling algorithm used. 

b. The ARINC 653 stack size concept is mapped in AADL using the Stack_Size property from the standard property set. 

c. The ARINC 653 entrypoint concept is mapped in AADL using the Initialize_Entrypoint property from the standard 
property set. 

d. The ARINC 653 period concept is mapped in AADL using the Period property from the standard property set. 

e. The ARINC 653 deadline concept is mapped in AADL using the Deadline property from the standard property set. 

f. The ARINC 653 time capacity concept is specified with AADL using the ARINC653::Time_Capacity property from the 
AADL standard property set 

g. The ARINC 653 deadline type concept (soft or hard) is specified with the AADL enumeration Deadline_Type associated 
to an AADL thread. The value can be either soft or hard. 
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h. The ARINC 653 health monitoring properties usable at the ARINC 653 process level are covered in the health monitoring 
section (A.13).  

i. The core AADL property Dispatch_Protocol specifies the type of process (periodic, aperiodic, sporadic). 

ARINC 653 entity AADL entity Properties 

Process Thread 

 ARINC653::HM_Error_ID_Actions 

 Code_Size 

 Data_Size 

 Heap_Size 

 Stack_Size 

 Initialize_Entrypoint 

 Dispatch_Protocol 

 Compute_Execution_Time 

 Deadline 

 Period 

 Priority 

 Deadline_Type 

 Time_Capacity 
 

 

Figure 3 - Graphic representation of  
an ARINC 653 process inside a partition 

 

A.6 ARINC 653 inter-partition communication modeling 

(17) In ARINC 653, inter-partition communication represents data exchange across partitions (one partition sends data to other 
partitions). The ARINC 653 standard defines two kinds of inter-partition communication: queuing ports and sampling ports. 
ARINC 653 queuing ports store and queue each instance of data so that receivers can read each queued data element. 
ARINC 653 sampling ports keep the most recent value (latest data instance replaces prior values). Both ARINC 653 queuing 
and sampling ports have timing requirements (refresh of data, queuing policy, etc.).  

(18) ARINC 653 inter-partition communications are specified using AADL ports connected between AADL process 
components. 

(19) Identifiers for ARINC 653 inter-partitions may be defined in AADL in one of two ways: 

a. Identifiers of the ARINC 653 sampling and queuing ports are derived from the name of the AADL features inside the 
AADL process component. 

b. Identifiers are explicitly defined by the system designer using the AADL Source_Name property. In that case, the 
Source_Name property is added on AADL data ports or event data ports. 
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(20) ARINC 653 sampling ports are specified using AADL data ports inside an AADL process component, originating at an 
AADL thread component (ARINC 653 process). 

a. The size of ARINC 653 sampling ports (AADL data ports) is deduced from the size the AADL data component 
associated with the port. It corresponds to the maximum message size option of an ARINC 653 sampling port. 

b. The refresh period of ARINC 653 sampling ports is specified with the ARINC653::Sampling_Refresh_Period property. 
This property is only relevant on AADL in data port since the refresh period is only used on the receiver side. 

(21) The modeling of ARINC 653 queuing ports is made with the declaration of event data ports in an AADL process 
component, 

a. Size of ARINC 653 queuing ports (AADL event data ports) is deduced from the size of its associated data component 
and the port’s queue size. The size of the queue (number of elements that can be stored) is specified with the property 
Queue_Size. It corresponds to the size used when the port is created. 

b. The timeout of ARINC 653 queuing ports is modeled using the ARINC653::Timeout property. It is used for sending data 
(a sender process sending the data may be blocked until there is enough space to store its message) and receiving (a 
receiver process may be blocked until there is some data to read in the queue) data. 

c. The modeling of queuing discipline of ARINC 653 queuing ports is achieved with the ARINC653::Queueing_Discipline 
property. Supplied values for this property are FIFO and By_Priority. 

(22) In ARINC 653, ports are connected through channels. A channel connects one source port to at least one destination port 
(section 2.3.5.1 of the ARINC 653 standard). AADL can connect one source port to several destination ports (section 9.2.2 
of the AADL standard). Thus, AADL connections fit with the semantics of ARINC 653 channels. In consequence, the 
modeling of ARINC 653 channels is specified by connecting one AADL [event] data port to at least another  AADL 
data port or event data port. 

ARINC 653 entity AADL entity Properties 

Queuing ports 
Connection of event data ports 

between process components 

 Queue_Size 

 ARINC653::Queueing_Discipline 

 ARINC653::Timeout 

 Source_Name 

Sampling ports 
Connection of data ports  

between process components 
 ARINC653::Sampling_Refresh_Period 

 Source_Name 
 

 

Figure 4 - Graphic representation of an ARINC 653 queuing port 
connected through two partitions 

 

Figure 5 - Graphic representation of an ARINC 653 sampling port 
connected through two partitions 
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A.7 ARINC 653 intra-partition communication modeling 

(23) In the ARINC 653 standard, processes contained within the same partition can exchange data using intra-partition 
communications. The ARINC 653 standard defines four mechanisms of intra-partition communications: buffer, blackboard, 
event and semaphore. 

(24)  ARINC 653 intra-partition communication is specified in AADL models using connections and data accesses between AADL 
thread components. Communication is considered as intra-partition communication as long as it is contained within the 
AADL process and involves only thread components located in the same process. 

(25) ARINC 653 intra-partition ports identifiers may be defined in AADL in one of two ways:  

a. The identifier can be deduced from the name of its corresponding AADL entity (shared data component, [event] data 
port). 

b. System designers can specify another name for the port using the Source_Name property. This property is added to AADL 
ports or data and designate. 

A.8  ARINC 653 buffers modeling 

(26) ARINC 653 buffers provide a mechanism to exchange data across ARINC 653 processes located in the same partition. 
Values are put in a queue and the receiver receives each queued value. 

(27) ARINC 653 buffers are modeled in AADL with event data ports in thread components 

a. The numbers of elements in the queue is specified using the Queue_Size property associated with the AADL port. 

b. The max size of an element in the queue is deduced from the data classifier associated with the AADL port. 

c. The AADL ARINC653::Queueing_Discipline property indicates what kind of queuing protocol is used. This property 
is associated with an AADL event data port. Supplied values for this property are FIFO and By_Priority. 

ARINC 653 entity AADL entity Properties 

Buffers 
Connection of event data ports between 

thread components located  
in the same process. 

 Queue_Size 

 ARINC653::Queueing_Discipline 

 Source_Name 

 

 

Figure 6 - Graphic representation of an  
ARINC 653 buffer communication channel 

 

A.9 ARINC 653 blackboards modeling 

(28) ARINC 653 blackboards enable data sharing across ARINC 653 processes located in the same ARINC 653 partition. Unlike 
ARINC 653 buffers, ARINC 653 blackboards do not keep each instance of the data and only store the most recent received 
value. Designers can specify a timeout when an ARINC 653 process reads data on a blackboard: a reading process can 
wait for data until a specified timeout. 
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(29) ARINC 653 blackboards can be specified with AADL using data ports or shared data components. The following 
paragraphs detail both modeling patterns. 

(30) ARINC 653 blackboards can be specified with AADL using a shared data component across several AADL thread 
components. 

a. When shared data is used to model an ARINC 653 blackboard, the size of the ARINC 653 blackboard is deduced from the 
size of the shared AADL data component. 

b. The AADL ARINC653::Timeout property is associated with an AADL data access to specify the timeout used to read 
the ARINC 653 blackboard.  

c. Modeling ARINC 653 blackboard usage by an ARINC 653 process is achieved by an AADL data access feature in an 
AADL thread component. 

(31) ARINC 653 blackboards can also be specified with AADL using data ports. These AADL data ports are connected 
between AADL thread components located in the same partition. 

a. When using AADL data port to represent ARINC 653 blackboard, the size of the specified ARINC 653 blackboard is 
deduced from the size of the data type associated with the AADL data port. 

b. The AADL ARINC653::Timeout property is associated with the data port to model the timeout used to read a 
blackboard. 

c. Modeling ARINC 653 blackboard sharing across several threads is achieved by connecting data ports between AADL 
thread components. 

ARINC 653 entity AADL entity Properties 

Blackboard 

 Data component shared between thread 
components located in the same process. 

 Data ports connected between thread 
components located in the same process.  

 ARINC653::Timeout 

 Source_Name 
 

 

 

Figure 7 - Graphic representation of an  
ARINC 653 blackboard communication channel 

A.10 ARINC 653 events modeling 

(32) ARINC 653 events are used to synchronize ARINC 653 processes (AADL thread components) located in the same ARINC 
653 partition (AADL process component). They support control flow between processes by notifying occurrences of 
conditions to awaiting ARINC 653 processes. 

(33) ARINC 653 events are mapped using AADL event ports between processes. 

a. The ARINC653::Timeout property is used on in event ports to model timeout used by an ARINC 653 process (AADL 
thread component) when it is waiting for the event. 
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ARINC 653 entity AADL entity Properties 

Events 
Connection of event ports between thread 

components located in the same process. 

 ARINC653::Timeout 

 Source_Name 
 

 

 

Figure 8 - Graphic representation of an 
ARINC 653 event communication channel 

 

A.11 ARINC 653 semaphores modeling 

(34) ARINC 653 semaphores synchronize ARINC 653 processes located in the same partition and provide controlled access to 
resources. Unlike ARINC 653 events, ARINC 653 semaphores can have a queuing discipline that defines queuing 
mechanisms for waiting processes.  

(35) In ARINC 653, semaphores are used to protect resources from concurrent access. In AADL, resources are modeled using 
the data component. The use of shared data is achieved using data access features. The use of a semaphore is modeled 
using the property Concurrency_Control_Protocol with the value set to Protected_Access. 

a. AADL shared data components that use ARINC 653 semaphores to avoid concurrent access must be contained in a 
process component in order to be shared with several threads. The access to the data is achieved with AADL data access 
features. 

b. The AADL ARINC653::Queueing_Discipline property indicates what kind of queuing protocol is used to dispatch 
tasks waiting on the semaphore. This property is associated with an AADL data access. Supplied values for this property 
are FIFO and By_Priority. 

ARINC 653 entity AADL entity Properties 

Semaphore 
Data inside process and data  

access for each thread that needs it. 

 ARINC653::Timeout 

 ARINC653::Queueing_Discipline 

 Source_Name 

 

 

Figure 9 - Graphic representation of an ARINC 653 semaphore usage 
across two ARINC 653 processes 
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A.12 ARINC 653 memory requirements modeling 

(36) System designers may want to model partitions isolation in different memory segments. To do that, memory components 
that represent physical memory contain several memory subcomponents (add other memory components as 
subcomponents). In this hierarchy of AADL memory components, the root memory component models the hardware 
memory whereas the AADL memory subcomponents model logical separation of the memory (memory segments where 
partitions store code and data). 

(37) Requirements of memory component that models memory segments are specified with AADL using the Base_Address 
property (which correspond to the base address of the segment in the ARINC 653 architecture) and the Memory_Size 
property (which correspond to the size of the word in this memory component). 

(38) Each AADL process component (part of the modeling of ARINC 653 partitions) is associated (bound) with an AADL 
memory component using the Actual_Memory_Binding property from the standard property set. It specifies the 
deployment of ARINC 653 partitions (AADL process component) on physical memory (AADL memory component). 

(39) The ARINC 653 standard uses space isolation across partitions. Consequently, the binding rule between partitions and 
memory implies that an AADL memory component is bounded to exactly one partition (AADL process). 

(40) ARINC 653 defines three memory access types: read, write and execute. ARINC 653 memory accesses and permissions 
are specified with AADL by associating the Memory_Protocol property with an AADL memory component. 

(41) ARINC 653 requires that memory content is explicitly specified (if a memory contains code, data or both). This requirement 
is specified by adding the ARINC653::Memory_Kind property on an AADL memory component. 

ARINC 653 entity AADL entity Properties 

Memory 
Requirements 

Describe memory requirements for  
process components and specify  
the allocation of partitions (AADL  
process component) on hardware  

memory (AADL memory component). 

 Actual_Memory_Binding 

 Memory_Size 

 Base_Address 

 Memory_Protocol 

 ARINC653::Memory_Kind 

 

 

Figure 10 - Graphic representation of memory segments 
inside the main memory and process binding to memory segments 

 

A.13 ARINC Health Monitor (HM) modeling 

(42) In ARINC 653, errors can be managed at different levels: module level, partition level and process level. These levels 
correspond to the following AADL components: processor, virtual processor and thread. Moreover, this is the 
responsibility of the system integrator to indicate which error is handled at each level. The actual ARINC 653 enumerates 
faults that can be raised in each level of an ARINC 653 architecture. 
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(43) The AADL property ARINC653::HM_ID_Levels specifies the list of all potential errors that can be triggered within an 
ARINC 653 modules (AADL processor). This list contains information for these errors using an AADL record type 
(HM_Error_Level_Type) that specifies 

a. the error identifier (using the ErrorIdentifier field) 

b. the error description (using the Description field) 

c. the containment level of the error (Module_Level, Partition_Level or Processor_Level – as defined by the 
Error_Level_Type AADL type.) 

d. the ARINC 653 related error code (ErrorCode) specified by an ARINC653::Supported_Error_Code value. 

(44) The AADL property ARINC653::HM_Error_ID_Actions specifies health-monitoring actions at each level. This property 
is added on AADL processor (ARINC 653 module level), AADL virtual processor (ARINC 653 partition) or AADL 
thread (ARINC 653 process). The ARINC653::HM_Error_ID_Actions specifies a list that contains informations for 
error handling: 

a. the error identifier (using the ErrorIdentifier field) related to the action. This value is a reference to an existing identifier 
used by the ARINC653::HM_ID_Levels property 

b. the action description (using the Description field) that details the action using natural language. 

c. the undertaken action performed (using the Action field) to recover the error. This can be a textual description or a 
reference to the name of the procedure provided by the underlying ARINC 653 runtime. 

(45) The ARINC 653 standard states that list of errors and actions are defined by the operating system provider. In consequence, 
users of the ARINC 653 annex can redefine the list of possible errors in the property set as in the property set values. To 
do so, users can extend the list of errors specified by the AADL type ARINC653::Supported_Error_Code. 

(46) In addition, system designers may want to model errors detection and recovery mechanisms to analyze error impact or fault 
propagation. Modeling of faults or errors and their impact is beyond the scope of this annex. However, errors and recovery 
procedures can be specified using the Error Modeling Annex of the AADL. This annex provides a suitable semantics to 
model errors and their propagation in a layered architecture. 

A.14 ARINC 653 modes/states modeling 

(47) The ARINC 653 standard describes four operational modes for partitions (COLD START, WARM START, NORMAL and 
IDLE) as well as several states for the system (Module Init, Module Function, Partition Init, etc.). This list of states might be 
extended on a user and implementation basis. 

(48) ARINC 653 modes and states could be mapped to AADL modes. To do so, the State_Information property provides a 
way to establish a connection between this two concepts. The State_Information is added to an AADL model and 
contains 

a. An identifier (field Identifier) that references the related ARINC 653 mode identifier 

b. A description (field Description) that describes the ARINC 653/AADL mode using natural language. 

A.15 ARINC 653 application-specific Hardware & Device Drivers 

(49) In ARINC 653, application-specific hardware is controlled by device drivers that reside in core software. The device driver 
can be located either at the kernel or partition level. Therefore, they can be located within main module functionalities or 
isolated in a distinct partition that has its own resources and services. In ARINC 653, such a partition is called system 
partition, because it provides dedicated services and functions to communicate with the hardware although it is contrained 
by time and space partitioning. Consequently, system designers and operating system providers can have different 
implementation strategies to implement device drivers in ARINC 653 systems. 
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(50) These implementation strategies impact system functionalities and performances. Our modeling patterns are designed for 
the specification of these two different implementation strategies so that system designers can precisely describe their 
system and analyze impact of their implementations strategies. 

(51) Application-specific hardware (network interface, sensor, etc.) is specified with the AADL device hardware component. 
On the other hand, the device driver (software that controls the device) is described by adding an AADL abstract 
implementation component and associated with the AADL device component using Device_Driver property. 

(52) The abstract component associated with the AADL device component contains all the necessary components to control 
the application-specific hardware. It is composed by AADL components (thread, data, etc.) with their properties and 
requirements (timing, memory, etc.). Modeling of device drivers internals describe the underlying operating system and 
thus, allow system designer to analyze their impact on the overall system (in terms of performance, latency, etc.) 

(53) AADL device components must be associated with an AADL processor (an ARINC 653 module) or an AADL virtual 
processor (an ARINC 653 partition). 

a. If the AADL device component is bound to an AADL processor, it means that the device driver resides in the ARINC 
653 module. 

b. If the device component is bound to an AADL virtual processor, it means that the device driver resides in a system 
partition and uses time and space isolation mechanisms of the partition. In this case, the partition is considered as a system 
partition. 

These two binding mechanisms illustrate the different implementation strategies for device drivers in ARINC 653 systems 
and thus, ease the analysis of their impact on the overall architecture. 

ARINC 653 entity AADL entity Properties 

Device drivers 

AADL device component. The associated device 
driver is described using the Device_Driver 
property of the standard property set. This device 
component is bound to AADL processor or AADL 
virtual processor components. 

 Device_Driver 

 Actual_Processor_Binding 

 
 

 

Figure 11 - Graphic representation of device modeling in 
ARINC 653 architectures with both different binding strategies 
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A.16 Summary of modeling rules 

 
ARINC 653 

entity 
AADL entity Properties 

Module Processor 

 ARINC653::Module_Major_Frame 

 ARINC653::Module_Schedule 

 ARINC653::HM_Error_ID_Levels 

 ARINC653::HM_Error_ID_Actions 

 ARINC653::Module_Version 

 ARINC653::Module_Identifier 

 Process_Swap_Execution_Time 

 Scheduling_Protocol 

Partition 

Virtual Processor 

 Scheduling_Protocol 

 ARINC653::DAL 

 ARINC653::Partition_Name 

 ARINC653::Partition_Identifier 

 ARINC653::System_Partition 

 ARINC653::Error_Handling 

 ARINC653::HM_Error_ID_Actions 

 Activate_Entrypoint_Source_Text 

 Thread_Swap_Execution_Time 

 
Process 

 Data_Size 

 Code_Size 

Process Thread 

 ARINC653::HM_Error_ID_Actions 

 Code_Size 

 Data_Size 

 Heap_Size 

 Stack_Size 

 Initialize_Entrypoint 

 Compute_Execution_Time 

 Deadline 

 Period 

 Priority 

 Proprity_Type 

 Time_Capacity 

 Dispatch_Protocol 

Queuing ports 
Connection of event data ports between 

process components 

 Queue_Size 

 ARINC653::Queueing_Discipline 

 ARINC653::Timeout 

 Source_Name 

Sampling ports 
Connection of data ports  

between process components 
 ARINC653::Sampling_Refresh_Period 

 Source_Name 

Buffers 
Connection of event data ports between 

threads components located  
in the same process. 

 Queue_Size 

 ARINC653::Queueing_Discipline 

 Source_Name 

Blackboards 
 Data component shared between thread 

components located in the same process.

 ARINC653::Timeout 

 Source_Name 
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 Data ports connected between thread 
components located in the same process. 

Semaphore 
Data contained in a process component and 
shared between several thread components. 

 ARINC653::Timeout 

 Source_Name 

 ARINC653::Queueing_Discipline 

Events 
Connection of event ports between 
thread components located in the same 

process. 

 ARINC653::Timeout 

 Source_Name 
 

Memory 
Requirements 

Describe memory requirements for ARINC 653 
process (AADL thread components) and 

specify  the allocation of ARINC653 partitions 
(AADL process component) on hardware  

memory (AADL memory component). 

 Actual_Memory_Binding 

 Memory_Size 

 Base_Address 

 Memory_Protocol 

 ARINC653::Memory_Kind 

Device drivers 

AADL device component. The associated 
device driver is described using the 

Device_Driver property of the standard 
property set. This device component is bound 

to AADL processor or AADL virtual 
processor components. 

 Device_Driver 

 Actual_Processor_Binding 

Mode 
AADL mode. The mode can then represent an 

ARINC 653 mode. 
 ARINC653::State_Information 
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A.17 ARINC 653 Property Set 

property set ARINC653 is 

Module_Major_Frame : Time 

  applies to ( processor ); 

The Module_Major_Frame property specifies the major frame for the ARINC 653 module (AADL 
processor component). 

Sampling_Refresh_Period : Time 

  applies to ( data port ); 

The Sampling_Refresh_Period property indicates data arrival rate for an in data port. It 
corresponds to the concept of refresh time of ARINC 653 sampling port. 

Supported_Error_Code: type enumeration  
              (Module_Config, Module_Init, Module_Scheduling,   
               Partition_Scheduling, Partition_Config,  
               Partition_Handler, Partition_Init, Deadline_Miss,  
               Application_Error, Numeric_Error,  
               Illegal_Request, Stack_Overflow,  
               Memory_Violation, Hardware_Fault, Power_Fail);  

The Supported_Error_Code enumeration corresponds to the possible Error code that can be raised at 
the different levels of an ARINC 653 architecture (module, partition, process). The list of possible values is 
implementation dependent and can be modified by the system designer. 

Supported_Memory_Kind : type enumeration
   (memory_data, memory_code); 

The Supported_Memory_Kind enumeration describes possible content of an AADL memory component.

Memory_Kind : list of (Supported_Memory_Kind)

  applies to ( memory ); 

The Memory_Kind property describes the content of an AADL memory component. 

Timeout : Time 

  applies to (event data port,data port,event port,access connection); 

The Timeout property specifies the timeout used by an ARINC 653 process when sending/receiving a data. 
Depending on which component it is used, it could be useful for sender or receiver side. 

Supported_DAL_Type : type enumeration
   (LEVEL_A, LEVEL_B, LEVEL_C, LEVEL_D, LEVEL_E); 
The Supported_DAL_Type enumeration corresponds to the different Development Assurance Levels supported 
by the ARINC 653 standard. 

DAL : Supported_DAL_Type 

  applies to (virtual processor, process, thread, subprogram); 

The DAL property defines the Development Assurance Level of a component. It is associated to software 
component to capture their associated DAL. When applied to a virtual processor, this is a requirement for this 
partition and all software components associated by this partition must have at least the same or higher DAL 
value. 

Module_Version : aadlstring applies to (processor);

The Module_Version property adds a description to the ARINC 653 module (textual comments using natural 
language). 

Module_Identifier: aadlstring applies to (processor);

The Module_Identifier property specifies the ARINC 653 identifier for a module specifies with an AADL 
processor component. 
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Partition_Name: aadlstring applies to (virtual processor);

The Partition_Name property defines the name for a specific partition with natural language. 

Partition_Identifier: aadlinteger applies to (virtual processor); 

The Partition_Identifier property defines the identifier of the partition that potentially corresponds to the 
one used by the execution platform. 

System_Partition: aadlboolean applies to (virtual processor); 

The System_Partition property specifies if a given partition is operating as a system partition (performing 
I/O or other operations requiring special privileges). 

Error_Handling: reference (thread) applies to (virtual processor); 

The Error_Handling property specifies the ARINC 653 process (AADL thread) operating within the partition 
as the error handler. This ARINC 653 process is then supposed to receive notification of errors and take 
appropriate actions to recover them. 

Error_Level_Type: type enumeration 
                   (Module_Level, Partition_Level, Process_Level); 

The Error_Level_Type type lists all potential error levels: in a module (AADL processor), partition (AADL 
virtual processor) or process (AADL thread). 

HM_Error_ID_Level_Type: type record (
      ErrorIdentifier : aadlinteger; 
      Description     : aadlstring; 
      ErrorLevel      : ARINC653::Error_Level_Type; 
      ErrorCode       : ARINC653::Supported_Error_Code;); 

The HM_Error_ID_Level_Type property records all information related to a fault that may occur within a 
module. ErrorIdentifier is unique and is then re-used by the HM_Error_ID_Actions property. The 
Description provides a basic description using natural language. The ErrorLevel indicates at which level 
the error occurs while the ErrorCode designates the related error (such as scheduling error). 

HM_Error_ID_Levels: list of ARINC653::HM_Error_ID_Level_Type  
                                     applies to (processor); 

The HM_Error_ID_Levels property lists all errors that may occurs within a module using the 
HM_Error_ID_Level_Type type. 

HM_Error_ID_Action_Type : type record (
      ErrorIdentifier : aadlinteger; 
      Description     : aadlstring; 
      Action          : aadlstring;); 

The HM_Error_ID_Action_Type type lists all useful information related to error recovery. The 
ErrorIdentifier is the unique identifier for an error and is one included with the HM_Error_ID_Levels 
property. The Description is a textual description of the error using natural language. The Action is a string 
describing the action, potentially the name of a function used in the underlying ARINC 653 runtime to recover 
the error. 

HM_Error_ID_Actions: list of ARINC653::HM_Error_ID_Action_Type  
                 applies to (processor, virtual processor, thread); 

The HM_Error_ID_Actions is a list of action used to recover an error, either at the module (AADL 
processor), partition (AADL virtual processor) or process (AADL thread) level. 

State_Information_Type: type record (
      Identifier      : aadlinteger; 
      Description     : aadlstring;); 

The State_Information_Type type contains all information related to an ARINC 653 mode: an 
Identifier (that is potentially similar to the one of the ARINC 653 implementation) and a Description that 
uses natural language. 
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State_Information: ARINC653::State_Information_Type applies to (mode); 

The State_Information property associates an ARINC 653 mode with an AADL mode. 

Queueing_Discipline_Type: type enumeration (Fifo, By_Priority); 

The Queueing_Discipline_Type type lists all potential queueing discipline on ARINC 653 communication 
mechanisms (such as ARINC 653 queueing ports or ARINC 653 buffers). 

Queueing_Discipline: ARINC653::Queueing_Discipline_Type  
                                applies to (port); 

The Queueing_Discipline property reflects the queueing discipline of the ARINC 653 runtime for a given 
port. It indicates the dispatching policy for an ARINC 653 process (AADL thread component) waiting for a new 
value on a port. 

Schedule_Window : type record (
   Partition : reference (virtual processor, processor); 
   Duration  : time; 
   Periodic_Processing_Start : aadlboolean; 
); 

The Schedule_Window type specifies a time slot of the ARINC 653 module. The Partition attribute 
represents the partition assigned to this slot. The Duration attribute capture the time allocated to the partition. 
The Periodic_Processing_Start specifies if all periodic tasks should start when the partition is activated. 

Module_Schedule : list of ARINC653::Schedule_Window

  applies to ( processor, virtual processor ); 

The Module_Schedule property the schedule time slots in the module. This is a list of all time slots assigned 
for each partition. 

Deadline_Type : enumeration (soft, hard)

  applies to ( thread ); 

The Deadline_Type property specifies the kind of deadline associated for a task. It corresponds to the same 
attribute associated to an ARINC 653 process. 

Time_Capacity : Time 

  applies to ( thread ); 

The Time_Capacity represents the time allocated to each task. 

 

end ARINC653; 
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APPENDIX A - INFORMATIVE SECTION 
 
This informative section illustrates ARINC 653 systems modeling by providing examples and validation examples. 

A.18 System validation using the ARINC 653 annex 

(54) The ARINC 653 standard defines an XML-style notation to describe system requirements and deployment of an ARINC 653 
architecture. 

(55) Here is a partial list of what could be validated from the AADL model: 

a. Scheduling of each ARINC 653 module. AADL models describe partitions content, including threads (ARINC 653 processes) 
and intra-partition communication. Thanks to this finer-grain modeling, the user can verify partition-level scheduling, as well 
as the scheduling of the overall system. 

b. Bus load. With AADL, system designers can precisely specify which connections use a bus. Thus, the user can verify the 
bus loading and if data might be delayed, due to various issues (overload, …) 

(56) In general, modeling ARINC 653 systems with AADL would offer many benefits, because the language models the complete 
runtime system with its requirements, not just a subset of the system. Thus, using a model-based approach to design ARINC 
653 systems with AADL can provide useful verification features. 

(57) The definition of the verification rules is beyond the scope of this annex. Readers would refer to the toolset that supports 
this AADL ARINC 653 annex.   
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A.19 Example with one module 

(58) The following example shows a system with two partitions. It shows the components involved in the modeling of ARINC 653 
system and illustrates the mapping of ARINC 653 concepts to the AADL. 

a. The first ARINC 653 partition is modeled with the AADL process partition1_process (which models the space isolation) 
bound to the AADL virtual processor part1 (which models intra-partition runtime).  

b. In the same way, the second partition is modeled with the process partition2_process and the virtual processor part2. 

c. The scheduling algorithm used in each partition is specified in the virtual processor component that models the 
runtime within each partition. 

d. The main memory (mem) is divided into two memory components (part1em and part2em). Each partition process 
(partition1_process and partition2_process) is bound to a memory component. 

e. The ARINC 653 module (kernel) schedules the partitions on the processor and therefore provides the runtime at the 
processor level.  In AADL, the processor concept includes the runtime environment.  Therefore, the ARINC 653 kernel 
and the physical processor itself are specified with the AADL processor component. It contains properties 
(ARINC653::Module_Schedule, ARINC653::Module_Major_Frame) that describe scheduling requirements (major 
time frame, window slots and their allocation). 

f. In the first partition (partition1_process), an intra-partition communication that uses ARINC 653 buffers is specified 
(AADL event data ports). This communication is made between AADL thread components representing ARINC 653 
processes (order and temperature). 

g. In the second partition (partition2_process), an intra-partition communication that corresponds to blackboards is 
added (AADL shared data component). This communication is made between the two threads of the partition (printer 
and receiver). 

h. In the second partition (partition2_process), a communication using AADL event ports between two AADL thread 
components (ARINC 653 processes) is added. 

i. A shared data component between the two threads (printer and receiver) of the second partition is added. The shared 
data is protected from concurrent accesses using ARINC 653 semaphores. 

(59) There is the graphical representation of our example. 
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Graphic representation of our example 

 

(60) There is the textual representation of our example. The textual representation includes properties on each component. 

package arincexample1 
public 
 
with ARINC653; 
 
data integer 
end integer; 
 
data ordercmd 
end ordercmd; 
 
data protected_data 
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properties 
   Concurrency_Control_Protocol => Protected_Access; 
end protected_data; 
 
‐‐ Now, declare the virtual processors that model 
‐‐ partition runtime. 
virtual processor partition1_rt 
properties 
      Scheduling_Protocol => (RMS); 
end partition1_rt; 
 
virtual processor implementation partition1_rt.impl 
end partition1_rt.impl; 
 
virtual processor partition2_rt 
properties 
      Scheduling_Protocol => (RMS); 
end partition2_rt; 
 
virtual processor implementation partition2_rt.impl 
end partition2_rt.impl; 
 
subprogram  sensor_temperature_spg 
end         sensor_temperature_spg; 
 
subprogram  sensor_receiveinput_spg 
end         sensor_receiveinput_spg; 
 
subprogram  commandboard_receiveinput_spg 
end         commandboard_receiveinput_spg;  
 
subprogram  commandboard_printinfos_spg 
end         commandboard_printinfos_spg; 
 
‐‐ Threads for the first partition 
thread sensor_temperature_thread 
features 
   tempout: out data port integer; 
   order: in event data port ordercmd; 
properties 
   Initialize_Entrypoint => 
classifier (arincexample1::sensor_temperature_spg); 
   Priority => 42; 
   Stack_Size => 100 Kbyte; 
   Period => 20 ms; 
   Compute_Execution_Time => 10 ms .. 12 ms; 
   Deadline => 40 ms; 
end sensor_temperature_thread; 
 
thread implementation   sensor_temperature_thread.impl 
end                     sensor_temperature_thread.impl; 
 
thread sensor_receiveinput_thread 
features 
   commandin: in event data port integer; 
   order: out event data port ordercmd; 
properties 
   Initialize_Entrypoint => 
classifier (arincexample1::sensor_receiveinput_spg); 
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   Priority => 10; 
   Stack_Size => 100 Kbyte; 
   Period => 20 ms; 
   Compute_Execution_Time => 8 ms .. 10 ms; 
   Deadline => 40 ms; 
end sensor_receiveinput_thread; 
 
thread implementation   sensor_receiveinput_thread.impl 
end                     sensor_receiveinput_thread.impl; 
 
‐‐  Threads for the second partition 
thread commandboard_receiveinput_thread 
features 
   temp: in data port integer; 
   tempavg : requires data access integer {ARINC653::Queueing_Discipline => FIFO;}; 
   newavg: out event port; 
   need_semaphore : requires data access protected_data  {ARINC653::Queueing_Discipline => FIFO;}; 
properties 
   Initialize_Entrypoint =>  
classifier (arincexample1::commandboard_receiveinput_spg); 
   Priority => 42; 
   Stack_Size => 100 Kbyte; 
   Period => 20 ms; 
   ARINC653::Time_Capacity => 7 ms; 
   Compute_Execution_Time => 5 ms .. 7 ms; 
   Deadline => 40 ms; 
end commandboard_receiveinput_thread; 
 
thread commandboard_printinfos_thread 
features 
   ordersensor: out event data port integer; 
   tempavg : requires data access integer  {ARINC653::Queueing_Discipline => FIFO;}; 
   newavg: in event port; 
   need_semaphore : requires data access protected_data  {ARINC653::Queueing_Discipline => FIFO;}; 
properties 
   Initialize_Entrypoint => 
classifier (arincexample1::commandboard_printinfos_spg); 
   Priority => 43; 
   Stack_Size => 100 Kbyte; 
   Period => 20 ms; 
   ARINC653::Time_Capacity => 6 ms; 
   Compute_Execution_Time => 2 ms .. 6 ms; 
   Deadline => 40 ms; 
end commandboard_printinfos_thread; 
 
‐‐ Now, declare process that model partition address space 
process partition1_process 
features 
   queueingin: in event data port integer 
{Queue_Size => 4; 
                             ARINC653::Timeout => 5ms;  
                             ARINC653::Queueing_Discipline => FIFO;}; 
   samplingout: out data port integer; 
end partition1_process; 
 
process implementation partition1_process.impl 
subcomponents 
   temperature : thread sensor_temperature_thread.impl; 
   order       : thread sensor_receiveinput_thread.impl; 
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connections 
  bufferconnectionexample: port order.order ‐> temperature.order; 
   c1 : port queueingin ‐> order.commandin; 
   c2 : port temperature.tempout ‐> samplingout; 
end partition1_process.impl; 
 
process partition2_process 
features 
   queueingout: out event data port integer {ARINC653::Timeout => 10ms;}; 
   ‐‐  In the context of a event data port, the ARINC653::Timeout property 
   ‐‐  is the timeout we used in the APEX functions.  
   samplingin: in data port integer  
{ARINC653::Sampling_Refresh_Period => 10ms;}; 
   ‐‐  The ARINC653::Timeout apply only to in data port. It is the refresh 
   ‐‐  period for sampling ports. 
end partition2_process; 
 
process implementation partition2_process.impl 
subcomponents 
   receiver   : thread commandboard_receiveinput_thread; 
   printer    :  thread commandboard_printinfos_thread; 
   sem        : data protected_data; 
   blackboard : data integer; 
connections 
   ‐‐  example of intra‐partition communication with data ports (blackboards) 
   blackboardconnection1: data access blackboard ‐> printer.tempavg; 
   blackboardconnection2: data access blackboard ‐> receiver.tempavg; 
   ‐‐  example of intra‐partition communication with event port (events) 
   eventconnectionexample: port receiver.newavg ‐> printer.newavg; 
   c0 : port printer.ordersensor ‐> queueingout; 
   c1 : port samplingin ‐> receiver.temp;  
   c2 : data access sem ‐> receiver.need_semaphore {ARINC653::Timeout => 20 ms;};  
   c3 : data access sem ‐> printer.need_semaphore {ARINC653::Timeout => 10 ms;}; 
end partition2_process.impl; 
 
‐‐ Main runtime 
 
processor powerpc 
end powerpc; 
 
processor implementation powerpc.impl 
subcomponents 
   part1:   virtual processor partition1_rt.impl; 
   part2:   virtual processor partition2_rt.impl; 
properties 
   ARINC653::Module_Major_Frame => 50ms; 
 
ARINC653::Module_Schedule =>  
    ( [Partition => reference (part1); 
      Duration  => 10 ms; 
      Periodic_Processing_Start => false;], 
      [Partition => reference (part2); 
      Duration  => 10 ms; 
      Periodic_Processing_Start => false;], 
      [Partition => reference (part1); 
      Duration  => 30 ms; 
      Periodic_Processing_Start => false;] 
    ); 
end powerpc.impl; 
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‐‐ Memory 
memory partition1_memory 
properties 
   Base_Address => 0; 
   ARINC653::Memory_Type => (Code_Memory); 
end partition1_memory; 
 
memory partition2_memory 
properties 
   Base_Address => 100; 
   ARINC653::Memory_Type => (Code_Memory); 
end partition2_memory; 
 
memory main_memory 
end main_memory; 
 
memory implementation main_memory.impl 
subcomponents 
   part1mem: memory partition1_memory; 
   part2mem: memory partition2_memory; 
end main_memory.impl; 
 
system arincsystem 
end arincsystem; 
 
system implementation arincsystem.impl 
subcomponents 
   mem            : memory main_memory.impl; 
   cpu            : processor powerpc.impl; 
   partition1_pr  : process partition1_process.impl; 
   partition2_pr  : process partition2_process.impl; 
connections 
   samplingconnection: port partition1_pr.samplingout ‐> 
 partition2_pr.samplingin; 
   queueingconnection: port partition2_pr.queueingout ‐>  
partition1_pr.queueingin; 
properties 
   ‐‐  bind partition process to their associated        
   ‐‐  runtime (virtual processor) 
   Actual_Processor_Binding => 
(reference (cpu.part1)) applies to partition1_pr; 
   Actual_Processor_Binding => 
(reference (cpu.part2)) applies to partition2_pr; 
 
   ‐‐  bind partition process to their address spaces        
   ‐‐  (memory components) 
   Actual_Memory_Binding => 
(reference (mem.part1mem)) applies to partition1_pr; 
   Actual_Memory_Binding => 
(reference (mem.part2mem)) applies to partition2_pr; 
end arincsystem.impl; 
 
 
end arincexample1; 
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A.20 Example with two modules 

(61) The following example illustrates the modeling of a distributed ARINC 653 system with two modules. This example illustrates 
the modeling of a communication between two ARINC 653 modules with AADL. 

a. In the first module, three partitions are defined. One partition communicates (it sends data) ; the second does not 
communicate. The third contains the device driver for the network interface. Since the third partition contains a device driver 
it is considered in ARINC 653 to be a system partition. 

b. Device drivers are specified using the Device_Driver property in the textual representation. Driver internal are not 
represented in the graphic version since there is no standardized way to represent properties in the graphic notation of 
AADL. 

c. Each partition (even system partitions that execute device drivers) is bound to a part of the main memory (modeling of 
different address spaces). 

d. The second module, contains two partitions : one communicates and the second contains the device driver for the network 
interface. 

e. These two ARINC 653 modules communicate through AADL event data ports. It maps the concept of ARINC 653 queueing 
ports between two ARINC653 modules. 

f. Notice that the ARINC 653 modules communicate across a bus named rtbus. The association between the bus and its 
driver is modeled with an access connection.  

(62) There is the graphical representation of this example 

 
 
 

(63) There is the textual representation of this example 

package arincexample2 
public 
with ARINC653; 
 
‐‐ First, define generic component 
data integer 
end integer; 
 
memory memchunk 
end memchunk; 

Full document details: SAE AS5506_1A

http://www.avadocuments.com/doc/sae-as5506-1a
http://www.avadocuments.com/doc/sae-as5506-1a


 
SAE INTERNATIONAL AS5506/1A Page 37 of 134 
 
 
memory mainmemory 
end mainmemory; 
 
bus anybus 
end anybus; 
 
bus implementation anybus.i 
end anybus.i; 
thread network_driver_thread 
properties 
   Stack_Size => 4 Bytes; 
   Code_Size => 10 Bytes; 
   Period => 200 ms; 
   Compute_Execution_Time => 5 ms .. 10 ms;  
end network_driver_thread; 
 
thread implementation network_driver_thread.i 
end network_driver_thread.i; 
 
abstract network_driver_partition 
end network_driver_partition; 
 
abstract implementation network_driver_partition.i 
subcomponents 
   thr : thread network_driver_thread.i; 
end network_driver_partition.i; 
 
device network_interface 
features 
   thebus: requires bus access anybus.i; 
properties 
Device_Driver => classifier (arincexample2::network_driver_partition.i); 
end network_interface; 
 
device implementation network_interface.i 
end network_interface.i; 
 
virtual processor partition_runtime 
properties 
      Scheduling_Protocol => (RMS); 
end partition_runtime; 
 
processor arinckernel 
end arinckernel; 
 
‐‐ Then, we define the first module and its subcomponents. 
 
processor implementation arinckernel.module1 
subcomponents 
   part1 : virtual processor partition_runtime 
{ARINC653::DAL => LEVEL_A;}; 
   part2 : virtual processor partition_runtime 
{ARINC653::DAL => LEVEL_B;}; 
   part3 : virtual processor partition_runtime 
{ARINC653::DAL => LEVEL_C;}; 
properties 
   ARINC653::Module_Major_Frame => 40ms; 
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ARINC653::Module_Schedule =>  
    ( [Partition => reference (part1); 
      Duration  => 10 ms; 
      Periodic_Processing_Start => false;], 
      [Partition => reference (part2); 
      Duration  => 10 ms; 
      Periodic_Processing_Start => false;], 
      [Partition => reference (part3); 
      Duration  => 20 ms; 
      Periodic_Processing_Start => false;] 
    ); 
end arinckernel.module1; 
 
memory implementation mainmemory.module1 
subcomponents 
   mem1 : memory memchunk; 
   mem2 : memory memchunk; 
   mem3 : memory memchunk; 
end mainmemory.module1; 
 
thread module1_thread_part1 
features 
   sensorout : out event data port integer; 
end module1_thread_part1; 
 
‐‐ Thread for the first partition 
 
thread module1_thread_part2 
end module1_thread_part2; 
 
‐‐ Thread for the second partition 
 
process module1_process_part1 
features 
   sensorout : out event data port integer{Queue_Size => 1; 
                                          ARINC653::Timeout => 5ms;  
                                          ARINC653::Queueing_Discipline => FIFO;}; 
end module1_process_part1; 
 
process implementation module1_process_part1.impl 
subcomponents 
   mythread : thread module1_thread_part1; 
connections 
   c0 : port mythread.sensorout ‐> sensorout; 
end module1_process_part1.impl; 
 
‐‐ Process for the first partition 
 
process module1_process_part2 
end module1_process_part2; 
 
process implementation module1_process_part2.impl 
subcomponents 
   mythread : thread module1_thread_part2; 
end module1_process_part2.impl; 
 
‐‐ Process for the second partition 
 
system module1_system 
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features 
   thebus: requires bus access anybus.i; 
   sensorout : out event data port integer; 
end module1_system; 
 
system implementation module1_system.impl 
subcomponents 
   netif : device network_interface.i; 
   mainmemory : memory mainmemory.module1; 
   cpu : processor arinckernel.module1; 
   process_part1 : process module1_process_part1; 
   process_part2 : process module1_process_part2; 
connections 
   c0 : port process_part1.sensorout ‐> sensorout; 
   c1 : bus access thebus ‐> netif.thebus; 
properties 
   Actual_Processor_Binding   => (reference (cpu.part1)) applies to process_part1; 
   Actual_Processor_Binding   => (reference (cpu.part2)) applies to process_part2; 
   Actual_Processor_Binding   => (reference (cpu.part2)) applies to netif; 
   Actual_Memory_Binding  => (reference (mainmemory.mem1)) applies to process_part1; 
   Actual_Memory_Binding  => (reference (mainmemory.mem2)) applies to process_part2; 
   Actual_Memory_Binding  => (reference (mainmemory.mem3)) applies to netif; 
end module1_system.impl; 
 
‐‐ System that contain everything for the first module 
 
‐‐ Now, we declare the second module 
 
processor implementation arinckernel.module2 
subcomponents 
   part1 : virtual processor partition_runtime; 
properties 
   ARINC653::Module_Major_Frame => 40ms; 
ARINC653::Module_Schedule =>  
    ( [Partition => reference (part1); 
      Duration  => 20 ms; 
      Periodic_Processing_Start => false;], 
      [Partition => reference (part1); 
      Duration  => 20 ms; 
      Periodic_Processing_Start => false;] 
    );    
end arinckernel.module2; 
 
thread module2_thread_part1 
features 
   sensorin : in event data port integer; 
end module2_thread_part1; 
 
process module2_process_part1 
features 
   sensorin : in event data port integer{Queue_Size => 1; 
                                         ARINC653::Timeout => 5ms;  
                                         ARINC653::Queueing_Discipline => FIFO;}; 
end module2_process_part1; 
 
process implementation module2_process_part1.impl 
subcomponents 
   thread_part1 : thread module2_thread_part1; 
connections 
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   c0 : port sensorin ‐> thread_part1.sensorin; 
end module2_process_part1.impl; 
 
memory implementation mainmemory.module2 
subcomponents 
   mem1 : memory memchunk; 
   mem2 : memory memchunk; 
end mainmemory.module2; 
 
system module2_system 
features 
   thebus   : requires bus access anybus.i; 
   sensorin : in event data port integer; 
end module2_system; 
 
system implementation module2_system.impl 
subcomponents 
   mainmemory     : memory mainmemory.module2; 
   cpu            : processor arinckernel.module2; 
   process_part1  : process module2_process_part1.impl; 
   netif          : device network_interface.i; 
connections 
   c0 : port sensorin ‐> process_part1.sensorin; 
   c1 : bus access thebus ‐> netif.thebus; 
properties 
   Actual_Processor_Binding   => (reference (cpu.part1)) applies to process_part1; 
   Actual_Processor_Binding   => (reference (cpu.part1)) applies to netif; 
   Actual_Memory_Binding  => (reference (mainmemory.mem1)) applies to process_part1; 
   Actual_Memory_Binding  => (reference (mainmemory.mem2)) applies to netif; 
end module2_system.impl; 
 
 
‐‐ Now, we declare the main system that contains both modules 
 
system arinc653system 
end arinc653system; 
 
system implementation arinc653system.impl 
subcomponents 
   module1  : system module1_system.impl; 
   module2  : system module2_system.impl; 
   rtbus    : bus anybus.i; 
connections 
   conn1 : port module1.sensorout ‐> module2.sensorin; 
   busaccess_module1 : bus access rtbus ‐> module1.thebus; 
   busaccess_module2 : bus access rtbus ‐> module2.thebus; 
properties 
   Actual_Connection_Binding => (reference (rtbus)) applies to conn1; 
end arinc653system.impl; 
end arincexample2; 
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Annex C   Code Generation Annex 

C.1 Scope 

(1) The AADL allows the end user to model Distributed Real-Time and Embedded systems. Such systems would run atop an 
AADL runtime, eventually built over a complete runtime system (Ada, Java), or a real-time operating system or RTOS (with 
a C/POSIX API, etc.). Services provided by the AADL runtime can be manipulated by model entities (like subprogram 
implementation). In this context, guidelines and specifications are required to build the code referenced by such entities. 

(2) The purpose of this annex is to enable the mapping of AADL model entities onto programming languages, and the mapping 
of the AADL runtime services onto these languages. 

(3) This document targets the Ada and C languages. Other languages are expected to be regular and to follow similar 
considerations. We retained Ada 2012 and C11 language specifications, as they are the latest revisions of these two ISO 
standards and use their corresponding short name, without mention of the actual version being used. 

(4) This document only addresses how the user can insert its own code to interact with the AADL runtime and elements from 
the models. It details how to map AADL identifiers (section C.3Error! Reference source not found.), packages (section 
0), data types (section C.5), subprograms (section C.6), AADL runtime services (section C.7) 

(5) It addresses neither the actual implementation of the AADL runtime nor the use of actual underlying operating system 
services made by the AADL runtime. 

(6) Different methods of implementation can be contemplated for supporting AADL concepts at source-code level. Among the 
solutions, one can pick: “manual coding” where the designer does AADL-to-code translation manually; “API based”, where 
the designer manipulates an API representing the AADL runtime; “compilation based”, where part of the code is generated 
from the AADL model. In this document, we aim at being generic to let implementation decide how to combine code and 
the AADL runtime, and perform specific optimizations. 

(7) The objective of this document is to provide a portable definition of coding guidelines to map AADL concepts and model 
entities onto a programming language, so that source code can be included and manipulated by different tools. 

C.2 Structure of the document 

(8) The document is structured as follows: for each AADL concept, a mapping is proposed for both the Ada and C languages.  

(9) The definition of the following rules obeys to the following rationale: 

a. Naming/Mapping: one needs to name the AADL entities of its model in the target programming language. This is presented 
in section C.3.2 that lists naming conventions for mapping AADL identifiers, and in section 0 that lists how to map an AADL 
hierarchy of packages. 

b. Data consistency: one needs to manipulate data types. This document relies on the Data modeling annex to provide 
support for data types. Section C.5 illustrates how to map AADL data types definition onto the target language. 

c. Functional routines execution: one needs to execute subprograms. Section C.6 illustrates how AADL subprograms are 
mapped. 

d. Interaction within distributed environments: one needs to interact with other entities. Section C.7 shows how to use 
AADL runtime services. 
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