FEDERAL SUPPLY CLASS
4730
RATIONALE
AS5531 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
WARNING
-
3 THIS DOCUMENT INCLUDES CADMIUM AS A PLATING MATERIAL. THE USE OF CADMIUM HAS BEEN RESTRICTED
Lo AND/OR BANNED FOR USE IN MANY COUNTRIES DUE TO ENVIRONMENTAL AND HEALTH CONCERNS. THE USER
(<,E) SHOULD CONSULT WITH LOCAL OFFICIALS ON THE ENVIRONMENTAL AND HEALTH REGULATIONS REGARDING
g ITS USE.
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TABLE 1A - DIMENSIONS A - H AND THREADS

BASIC NO.
AS5531 TUBE TTHREAD D
SIZE CODE SIZE CLASS 3A +.015
N (NOM) PER AS8879 A B C -.000 E F G H aY
20 1.250 1.5625-12 UNJ 1470 | .892 | 578 .200 448 470 613 763 [1442
24 1.500 1.8125-12 UNJ 1520 | 942 | 578 .200 448 470 613 763 [1.692
TABLE 1A - DIMENSIONS J - AC AND WEIGHTS
BASIC NO. WEIGHT
AS5531 2N ap W LB/EA LB/EA
SIZE CODE K +000 | +003 R U +.0025 APPROX | APPROX
ni J +002 | M | -005 | -000 | +002 | +01 -0040 ZAA | AB | AC [ CRES ALUM
20 913 019 1445 | 1351 | 1257 | .015 30 |1.613-1.630 072 | as50 | 077 | 243 084
24 913 019 1720 | 1608 | 1512 | .015 30 [1.863-1.880 072 | 350 | 077 | .29 103
NOTES:
1.  MATERIAL:

a. CODELETTER "V"-TYPE 15-5PH CONDITION H1075 CORROSION RESISTANT STEEL PER AMS 5659.

b. CODE LETTER "W" - TYPE 7075-T73 ALUMINUM ALLOY FORGING PER AMS 4141 OR TYPE 7075-T73
ALUMINUM ALLOY PER AMS-QQ-A-225/9 OR TYPE 7075-T7351 ALUMINUM ALLOY PER AMS 4124.

2.  HEAT TREATMENT:
a. CODE "V" CRES PARTS - AGE TO CONDITION H1075 PER AMS-H-6875 OR AMS 2759/3.
b. CODE "W" ALUMINUM PARTS - NONE.
3. FINISH:
a. CODE LETTER "V" - PASSIVATE PER AMS-QQ-P-35, TYPE Il OR VIII.
b. CODE LETTER "W" - ANODIZE PER MIL-A-8625, TYPE II, CLASS 2, COLOR GOLD.

/4/ PROCUREMENT SPECIFICATION: AS18280 EXCEPT AS SPECIFIED ON THIS STANDARD. THIS PRODUCT
SHALL BE QUALIFIED IN ACCORDANCE WITH SPECIFICATION AS18280. USERS OF THIS STANDARD SHALL
PROCURE THE PRODUCT FROM ACCREDITED MANUFACTURER(S) OR ACCREDITED DISTRIBUTOR(S) AS
LISTED IN THE PERFORMANCE REVIEW INSTITUTE (PRI) QUALIFIED PRODUCTS LIST (QPL) PRI-QPL-AS18280
FOR THIS STANDARD. SEE http://www.pri.sae.org/QPL/as18280.pdf FOR CURRENT QPL ON LINE.

5. IDENTIFICATION AT THE LOCATION SHOWN: MARK PER AS478 CLASS C OR D OR METHOD 7A3, 15A3, OR
15B. MARKING SHALL BE ON THE HEX FLATS.

FOR SIZE 06 AND SMALLER: MANUFACTURER'S NAME, CAGE CODE OR TRADEMARK, LETTERS "AS" AND
MATERIAL CODE LETTER AS APPLICABLE.

FOR SIZE 08 AND LARGER: MANUFACTURER'S NAME, CAGE CODE OR TRADEMARK, BASIC PART NUMBER
AND MATERIAL CODE LETTER AS APPLICABLE.

6. INTERPRETATION OF DRAWING PER ARP4296.

7. SURFACE TEXTURE: SYMBOLS PER ASME Y14.36M; REQUIREMENTS PER ASME B46.1 UNLESS OTHERWISE
SPECIFIED, MACHINED SURFACES TO BE 125 pin Ra.
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