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RATIONALE 

This SAE Aerospace Standard (AS) establishes the minimum standard requirements for message boards (MBs) utilized at 
designated deicing facilities (central deicing facilities/remote deicing areas). This AS also defines the minimum content and 
appearance of the display, functional capabilities, design requirements, and inspection and testing requirements of MBs. 

FOREWORD 

A visual message display system is intended to improve deicing facility safety and operations management. 

The primary intent of the MB is to safely enhance all aircraft movements on a specific designated deicing facilities (DDF). 
The secondary intent of the MB is to enhance communication and provide information to the pilot related to deicing 
operations.  

This SAE Aerospace Standard (AS) covers message boards for DDF.  

NOTE: Electronic message boards (EMB) will fall under the message board category unless specified. 
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1. SCOPE 

This SAE Aerospace Standard (AS) establishes the minimum standard requirements for message boards (MBs) at 
designated deicing facilities. 

The design of aircraft deicing facilities is covered by ARP4902.  

Standards for the deicing facility management system are outside the scope of this document. 

1.1 Equipment Classification 

The MB system may incorporate additional features not addressed in this AS (such as the ability to display quantity or brand 
of deicing/anti-icing icing fluids). The incorporation of such additional features, which are not considered essential for system 
functioning, shall not compromise the system’s intended purpose. 

1.2 Field of Application 

1.2.1 Applicable Airplanes 

The MB system is applicable to all classes of aircraft using designated deicing facilities.  

1.2.2 Applicable Airports 

The message board system shall be compatible with airport ground operations operating under ICAO Standards. 

1.3 System Elements 

1.3.1 Message Boards 

MBs display variable information that supports the deicing process; these may also include information on aircraft guidance 
and positioning. 

1.3.2 MB Controls 

Control of the messages on the boards can be either manual and/or automatically operated.  

Through the integration of additional tecnology, the system may be further enhanced to include resource management, data 
archiving, retrival, and recording. 

1.3.3 Alternative Applications for MBs 

MB technologies may have alternative applications for airport operations (e.g., aircraft/vehicle movement 
instruction/information). 

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications 
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the 
event of conflict between the text of this document and references cited herein, the text of this document takes precedence. 
Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption has been 
obtained. 
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2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org. 

ARP4902 Design of Aircraft Deicing Facilities 

ARP5660 Deicing Facility Operational Procedures 

AS6285 Aircraft Ground Deicing/Anti-Icing Processes 

2.1.2 MB Manufacturers’ and Operators’ Documentation 

Installation, operation, maintenance, and training manuals are available from vendors and operators. 

2.1.3 RTCA Publications 

Available from RTCA, Inc., 1150 18th Street, NW, Suite 910, Washington, DC 20036, Tel: 202-833-9339, www.rtca.org. 

DO-216 General Specifications for Ground-Based Equipment 

2.1.4 FAA Publications 

Available from Federal Aviation Administration, 800 Independence Avenue, SW, Washington, DC 20591, 
Tel: 866-835-5322, www.faa.gov. 

CS-Definitions Definitions and Abbreviations for Certification Specifications 

CS-ETSO Certification Specifications for European Technical Standard Orders 

FAA Aircraft Icing Handbook 

2.1.5 Transport Canada Publications 

Transport Canada documents are available from Transport Canada, Tower C, Place de Ville, 330 Sparks Street Ottawa, 
Ontario K1A 0N5, Tel: 1-800-305-2059, www.tc.gc.ca. 

CARs 602.11 Canadian Aviation Regulations 

CARs 622.11 General Operating and Flight Rules 

TP14052 Guidelines for Aircraft Ground Icing Operations 

TP312  Aerodrome Standards and Recommended Practices 

2.1.6 ICAO Documents 

Available from International Civil Aviation Organization, 999 University Street, Montreal, Quebec H3C 5H7, Canada, 
Tel: +1 514-954-8219, http://www.icao.int/.  

Aerodromes Annex 14 to the Convention on International Civil Aviation - Volume 1 - Aerodrome Design and Operations 
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