
__________________________________________________________________________________________________________________________________________ 
SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is 
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.” 
SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and 
suggestions. 
Copyright © 2021 SAE International 
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying, 
recording, or otherwise, without the prior written permission of SAE. 
TO PLACE A DOCUMENT ORDER: Tel:        877-606-7323 (inside USA and Canada) 
 Tel:        +1 724-776-4970 (outside USA) 
 Fax:       724-776-0790 
 Email:    CustomerService@sae.org 
SAE WEB ADDRESS: http://www.sae.org 

 For more information on this standard, visit 
 https://www.sae.org/standards/content/AS567L/ 
 

AEROSPACE 

STANDARD 
 

AS567™ REV. L 

Issued 1959-02 
Reaffirmed 2006-05 
Revised 2021-09 
 
Superseding AS567K 

(R) Safety Cable, Safety Wire, Key Washers, and Cotter Pins for 
Propulsion Systems, General Practices for Use of 

RATIONALE 
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1. SCOPE 

This SAE Aerospace Standard (AS) covers devices whose primary function is the retention of fasteners, except for such 
devices that are integral with the item being retained. 

1.1 The practices cover the types of retaining devices described in the following sections: 

a. Section 3: Safety Cable and Safety Wire 

b. Section 4: Key Washers 

c. Section 5: Cotter Pins 

1.2 Purpose 

The purpose of this document is to establish the requirements and basic principles for retaining fasteners and other parts 
in aerospace propulsion systems. 

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications 
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the 
event of conflict between the text of this document and references cited herein, the text of this document takes precedence. 
Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption has been 
obtained. 
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2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.  

AMS5687 Nickel Alloy, Corrosion and Heat-Resistant, Wire, 74Ni - 15.5Cr - 8.0Fe, Annealed 

AMS5689 Steel, Corrosion and Heat Resistant, Wire, 18Cr - 10.5Ni - 0.40Ti (321), Solution Heat Treated 

AS462 Shafts for Ball Bearing Retaining Spanner Nuts and Key Washers 

AS919 Shallow Groove Shafts and Locking Devices for Bearing Retaining Spanner Nuts 

AS3618 Cable, Safety, Ferrule, Elongated, Corrosion Resistant Steel, UNS S32100 

AS3619 Cable, Safety, Ferrule, Elongated, Nickel Alloy, UNS N06600 

AS4536 Safety Cable Kit Procurement Specification and Requirement for Use 

AS7210 Pins, Cotter, Steel, Corrosion Resistant, UNS S30200, Procurement Specification for 

AS7211 Pins, Cotter, Steel, Corrosion and Heat Resistant UNS S32100 Procurement Specification 

AS9245 Pin, Cotter - CRES, AMS7211 

AS9276 Washer, Key - 180 DEG, Locking, Cres, UNS S32100 

AS9581 Washer, Key - 90 DEG, Locking, Cres, UNS S32100 

AS9582 Washer, Key - 270 DEG, Locking, Cres, UNS S32100 

AS9676 Bolt, Machine - Double Hexagon Extended Washer Head, PD Shank, Cup Washer Locked, Cres, 
UNS S66286, 130 ksi min, .1900-32 UNJF-3A 

AS9677 Bolt, Machine - Double Hexagon Extended Washer Head, PD Shank, Cup Washer Locked, Cres, 
UNS S66286, 130 ksi min, .2500-28 UNJF-3A 

AS9678 Bolt, Machine - Double Hexagon Extended Washer Head, PD Shank, Cup Washer Locked, Cres, 
UNS S66286, 130 ksi min, .3125-24 UNJF-3A 

AS9679 Bolt, Machine - Double Hexagon Extended Washer Head, PD Shank, Cup Washer Locked, Cres, 
UNS S66286, 130 ksi min, .3750-24 UNJF-3A 

AS123751-AS123850 Pin, Cotter - CRES, UNS S30200, AS7210 

AS172201-AS172235 Washer, Key-Single, Bearing Retaining, AMS8350 

AS172236-AS172270 Nut, Spanner, Bearing Retaining, Aeronautical, UNS G41400 

AS172271-AS172320 Washer, Key-Single, AMS6350  

AS172321-AS172370 Nut, Spanner, Aeronautical, UNS G41400 
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2.1.2 U.S. Government Publications 

Copies of these documents are available online at https://quicksearch.dla.mil. 

MS9081 Washer, Key-Double, Bearing Retaining, AMS6350 

MS9274 Washer, Key-Double, Bearing Retaining, AMS5510 

MS9684 Washer, Cup, Lock - CRES AMS 5510 

MS9766 Nut, Double Hexagon, Cupwasher Locked, AMS5737, CRES 

2.2 Definitions 

2.2.1 SAFETY WIRE 

Safety wiring is the securing together of two or more parts with a wire. The wire shall be installed so that any tendency for 
a part to loosen will cause an additional tightening of the safety wire. Safety wire is not a means of obtaining or maintaining 
torque, but a safety device used to prevent disengagement of the part. See Figure 1 for standard configurations and terms. 

2.2.2 SAFETY CABLE 

Safety cabling is the securing together of two or more parts with a cable and crimped ferrule which shall be installed so that 
any tendency for a part to loosen will cause an additional tightening of the safety cable. Safety cable is not a means of 
maintaining torque but a safety device used to prevent disengagement of the part. Refer to AS4536 for definitions and terms 
for safety cable. 

2.2.3 ABRASION 

Material worn, ground, or rubbed away from surface by frictional means. There is no sharp notch present; however, surface 
finish may be smooth or rough, raised material may or may not be visible. 

2.2.4 KINK 

Permanent deformation in the wire having a sharp radius less than or equal to the wire diameter and locally forming an 
angle less than 160 degrees. See Figure 2. 

2.2.5 NICK 

A surface impression that is greater than 0.003 inch in depth having a sharp notch at bottom. 

2.2.6 PART 

Parts or units that are bound by the safety cable or wire. 

2.2.7 SCRATCH 

A surface impression that is less than 0.003 inch in depth. 

2.2.8 PIGTAIL 

Termination point of safety wire. See Figure 3. 
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Figure 1 - Basic safety wire configuration 
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Figure 2 - Kink  

 

Radius at deformation “R” to be equal to or less than wire radius. 

Angle at deformation to be less than 60 degrees. 
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Figure 3 - Pigtail termination and orientation 
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3. SAFETY WIRE AND SAFETY CABLE 

3.1 Basic Requirements for Installation of Safety Wire (for Safety Cable see 3.4) 

3.1.1 For general purpose safety wiring, use the preferred sizes shown in Table 1. Use smaller diameter wire where parts 
are too small to permit a hole diameter to accommodate the preferred sizes, or where space limitations preclude 
the use of the preferred sizes. The larger sizes are used where stronger wire is required. Wire size shall be specified 
on the assembly drawing or parts list by part number. 

Table 1 - Safety wire hole data 

Wire 
Diameter 
Inches 

Preferred 
Twists 

per Inch 
 

Preferred 
Hole Diameter 

Inches 
/1/ /2/ 

Preferred 
Chamfer 
Diameter 

(90 degrees ± 5 degrees, incl) 
Inches /3/ 

0.015-0.017 10-15 0.037-0.057 0.070-0.090 
0.019-0.021   8-14 0.037-0.057 0.070-0.090 
0.024-0.026   8-14 0.060-0.080 0.090-0.110 
0.030-0.034   6-11 0.060-0.080 0.090-0.110 

    
0.038-0.042   6-11 0.060-0.080 0.090-0.110 
0.049-0.053   4-  9 0.060-0.080 0.090-0.110 
0.061-0.065   4-  9 0.070-0.090 0.100-0.120 
0.089-0.093   4-  8 0.100-0.120 0.140-0.160 

/1/ Where safety wire is used to secure a castellated nut on a threaded item, selection of 
hole diameter for the item shall be based on cotter pin requirements. 

/2/ Where parts cannot accommodate the recommended hole size, it is permissible to use a 
smaller hole provided a minimum diameter clearance of 0.003 inch is maintained 
between the wire and the hole (except on the two largest wire sizes). 

/3/ 0.005 inch maximum edge break on chamfer. 

3.1.2 The safety wire material for use up to 1200 °F (649 °C) shall be corrosion resistant steel such as AMS5689, and for 
use up to 1800 °F (982 °C), a corrosion and heat resistant alloy such as AMS5687 shall be used. Where AMS or 
other material specifications are used, the specified diameter tolerances in Table 1 shall supersede those in the 
material specifications. 

3.1.3 The common method of installing safety wire shall consist of two strands of wire twisted together (double twist 
method) where one twist is defined as being produced by twisting the wires through an arc of 180 degrees and is 
equivalent to half of a complete turn. The single strand method of safety wiring may be used, when specified on the 
drawing, such as in a closely spaced, closed geometrical pattern (triangle, square, rectangle, circle, etc.), or parts 
in electrical systems, and in places that would make the single strand method more advisable. In such cases the 
single strand wire shall be limited to the pattern or group of similar parts. 

3.1.4 The maximum span of safety wire (between tension points) shall be 6 inches. The wire shall be taut within the 
requirements of 3.3.1.5. 

3.1.5 Where multiple groups are safety wired by either the double twist or the single strand method, the maximum number 
in a series shall be determined by the number of units that can be safety wired by a 24 inch length of wire. 

3.1.6 Caution must be exercised during the twisting operation to keep the wire taut. Gripping surfaces of pliers shall have 
edges sufficiently rounded to preclude nicks. Abrasions and scratches are allowed; however, nicks are not allowed. 

3.1.7 Exercise caution when installing safety wire on parts subject to relative movement such that the wire itself is not 
chafed, fatigued through vibration, installed over radii less than 0.005 inch, or given additional tension other than 
tension imposed on the wire to prevent loosening. 
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3.1.8 In all cases wiring must be done through the holes provided. In the event that no wire hole is provided, wiring should 

be to a convenient neighboring part in a manner so as not to interfere with the function of the parts and in accordance 
with the basic principles described herein (see Figures 20 and 24). 

3.1.9 Safety wire shall not be reused. 

3.1.10 Examples of safety wiring are shown in Figures 5 through 32. Although not every possible combination is shown, 
any combination used must adhere to the basic rules outlined in this specification. Figure 16 shows the single strand 
method, while the other figures show the double twist method. Figures are for reference only. 

3.1.11 When drawing specifies a safety wiring seal, it may be applied to the load bearing or pigtail portion of the wire and 
crimped to the safety wire as shown in Figures 17, 18, or 19. Figures 18 and 19 show the seal application at the 
end of a series, where the safety wire beyond seal is twisted and secured to safety wire between units and to an 
unused safety wire hole in the last unit. When sealing is required for the single strand method, apply and crimp the 
seal to the twisted wire at the end of the series as represented by Figure 18 except that twisted wire beyond seal is 
secured to single strand wire between units. Safety wire must go through and be twisted on both sides of a seal, 
the twisted wire direction shall be the same on both sides, so the seal cannot be turned in a manner to loosen the 
wire. The safety wire after the seal shall comply with the requirements of a pigtail. 

3.1.12 Hose and electrical coupling nuts shall be wired in the same manner as tube coupling nuts. 

3.2 Installation of Safety Wire (see 3.4 for Safety Cable) 

3.2.1 Installation 

3.2.1.1 Prior to installation assure the units to be safety wired have been tightened to the correct torque. Undertorquing 
or overtorquing to obtain proper alignment of the holes is not permitted. If it is impossible to obtain a proper 
alignment within the specified torque limits, back off the unit and try it again, select another unit, or try another 
wire method. 

3.2.1.2 For installation where the loop is not captured from movement and movement of the loop itself could cause the 
wire to loosen, the portion of the wire that exits the hole in the unit shall be twisted over the top of the wire that 
extends around the unit (see Figure 4). 

3.2.1.3 In adjacent units, it is desirable that the holes be in approximately the same relationship to each other as shown 
in Figures 5 through 8 for right-hand threads, and the safety wire shall be installed in such a manner that the 
strand through the hole will have a tendency to pull the unit clockwise should the unit loosen. This should be 
reversed for left-hand threads. 

3.2.1.4 For double twist method, twist the strands while taut (see Table 1) until one of the strands is just short of a hole. 

3.2.1.5 Insert the uppermost strand through the hole in the second unit and follow the rules in 3.2.1.3 (see center unit 
Figure 5). If there are more than two units in the series, repeat the above procedure. See also 3.2.1.7. Pigtail 
shall be regarded as a continuation of the safety wire and is subject to all requirements defined herein. 

3.2.1.6 After wiring the last unit, continue twisting the wire to form a pigtail. Bend in toward any adjacent surface or place 
inside part to assure that the cut edges will not cause personal injury. Cut off the excess wire taking care to 
dispose of the excess wire so that it does not become a hazard (see Figure 3). 

3.2.1.7 As an alternative to wrapping wire around the unit, wire may be crossed through the unit as in Figures 9 through 
12. Wire passing over the top of a bolt, as in Figures 7 and 18, is an acceptable alternative to the illustrated 
routing around the part. 
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Figure 4 - Upper and lower strand orientation 
 
 

 

Figure 5 
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