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This revision corrects typing errors in Table 1.
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1. SCOPE

1.1 Purpose

This SAE Aerospace Standard (AS) specifies the inside diameters, cross-sections, tolerances, and size identification codes

(dash numbers) for O-rings used in sealing applications and for straight thread tube fitting boss gaskets. The dimensions

and tolerances specified in this standard are suitable for any elastomeric material provided that suitable tooling is available.

1.2 Application

1.2.1 This standard is intended to be used in the preparation of Company, Military, or other Standard Drawings for O-rings.
Each dash number, which should be appended to an appropriate Drawing or Standard number, identifies one
nominal size O-ring only.

1.2.2 No attempt is made in this AS to indicate which of the O-ring sizes listed under this system should be included in
any particular Standard Drawing. Its only purpose is to standardize O-ring sizes and dimensional tolerances and
the means of identifying them dimensionally.

2. REFERENCES

There are no referenced publications specified herein.

3. NOTES

3.1 Revision Indicator

A change bar (I) located in the left margin is for the convenience of the user in locating areas where technical revisions, not

editorial changes, have been made to the previous issue of this document. An (R) symbol to the left of the document title

indicates a complete revision of the document, including technical revisions. Change bars and (R) are not used in original
publications, nor in documents that contain editorial changes only.
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3.2 In Table 1, the dash numbers are divided into groups of 100, and within each group they are sequential and
non-significant. Each hundred group, however, identifies the cross-section size of the O-rings within the group. For
example, all .070 inch (1.78 mm) and smaller O-ring cross sections fall into the group of -001 through -099. The
.103 inch (2.62 mm) cross section rings fall into the group of -100 through -199, and so on.

3.3 Table 2, using the 900 series dash numbers, lists all of the presently standardized straight thread tube fitting boss
gaskets. This series has traditionally utilized the significant dash numbering system, wherein the dash number
designates the tube size in sixteenths of an inch. This practice is also followed here, with the exception of the -901,
which is intended for a .0938 inch (2.38 mm) nominal FOD (outside diameter) tube, the .0625 inch (1.59 mm) @OD
tube not being in common aircraft use.

3.4 Inthe interest of standardization, it is requested that companies or agencies do not use the dash numbers in Table 1
to which sizes have not been assigned. Sizes not assigned are indicated by an asterisk (*). Anyone feeling that any

special size not now shown is widely enough used to justify standardization should direct such a request to SAE A-6
Committee for coordination.

3.5 Figure 1 illustrates that all diameters of the cross-section should be equal.

A~
oI1.D.

aW

Section A-A

NOTE: Dimensions and tolerancing per ASME Y14.5.

Figure 1 - O-Ring dimensions: width (BW) and inside diameter (@ID)
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Table 1 - Aerospace size standards for O-rings

JgID JgID JgID gID oW aw aow aow Volume Volume

Dash Inches Inches mm mm Inches Inches mm mm (Ref) (Ref)
Number min max min max min max min max in3 cm?®
-001 .025 .033 0.64 0.84 .037 .043 0.94 1.09 .0003 0.005
-002 .038 .046 0.97 1.17 .047 .053 1.19 1.35 .0006 0.010
-003 .052 .060 1.32 1.52 .057 .063 1.45 1.60 .0010 0.016
-004 .065 .075 1.65 1.91 .067 .073 1.70 1.85 .0017 0.028
-005 .096 106 2.44 2.69 .067 .073 1.70 1.85 .0021 0.034
-006 109 119 2.77 3.02 .067 .073 1.70 1.85 .0022 0.036
-007 140 150 3.56 3.81 .067 .073 1.70 1.85 .0026 0.043
-008 A71 181 4.34 4.60 .067 .073 1.70 1.85 .0030 0.049
-009 .203 .213 5.16 5.41 .067 .073 1.70 1.85 .0034 0.056
-010 .234 .244 5.94 6.20 .067 .073 1.70 1.85 .0037 0.061
-011 .296 .306 7.52 7.77 .067 .073 1.70 1.85 .0045 0.074
-012 .359 .369 9.12 9.37 .067 .073 1.70 1.85 .0052 0.085
-013 421 431 10.69 10.95 .067 .073 1.70 1.85 .0060 0.098
-014 484 494 1229 12.55 .067 .073 1.70 1.85 .0068 0.111
-015 .544 558 13.82 14.17 .067 .073 1.70 1.85 .0075 0.123
-016 .605 623 15.37 15.82 .067 .073 1.70 1.85 .0083 0.136
-017 .667 685 16.94 17.40 .067 .073 1.70 1.85 .0090 0.147
-018 .730 .748 18.54 19.00 .067 .073 1.70 1.85 .0098 0.161
-019 792 810 20.12 20.57 .067 .073 1.70 1.85 .0105 0.172
-020 .855 873  21.72 2217 .067 .073 1.70 1.85 .0113 0.185
-021 917 935 2329 23.75 .067 .073 1.70 1.85 .0120 0.197
-022 979 999 24.87 25.37 .067 .073 1.70 1.85 .0128 0.210
-023 1.041 1.061 26.44 26.95 .067 .073 1.70 1.85 .0136 0.223
-024 1.104 1.124 28.04 28.55 .067 .073 1.70 1.85 .0143 0.234
-025 1.165 1.187 29.59 30.15 .067 .073 1.70 1.85 .0151 0.247
-026 1.228 1.250 31.19 31.75 .067 .073 1.70 1.85 .0158 0.259
-027 1.290 1.312 32.77 33.32 .067 .073 1.70 1.85 .0166 0.272
-028 1.351 1.377 34.32 34.98 .067 .073 1.70 1.85 .0173 0.283
-029 1.476 1.502 3749 38.15 .067 .073 1.70 1.85 .0188 0.308
-030 1.601 1.627 40.67 41.33 .067 .073 1.70 1.85 .0204 0.334
-031 1.724 1.754 43.79 44.55 .067 .073 1.70 1.85 .0219 0.359
-032 1.849 1.879 46.96 47.73 .067 .073 1.70 1.85 .0234 0.383
-033 1.971 2.007 50.06 50.98 .067 .073 1.70 1.85 .0249 0.408
-034 2.096 2132 53.24 54.15 .067 .073 1.70 1.85 .0264 0.433
-035 2.221 2.257 56.41 57.33 .067 .073 1.70 1.85 .0279 0.457
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Table 1 - Aerospace size standards for O-rings (continued)

gID gID agID agID aw aw aow aw Volume Volume

Dash Inches Inches mm mm Inches Inches mm mm (Ref) (Ref)

Number min max min max min max min max in3 cm?
-036 2346 2382 5959 60.50 .067 .073 1.70 1.85 .0294 0.482
-037 2471 2507 62.76 63.68 .067 .073 1.70 1.85 .0309 0.506
-038 2594 2634 6589 66.90 .067 .073 1.70 1.85 .0325 0.533
-039 2719 2759 69.06 70.08 .067 .073 1.70 1.85 .0340 0.557
-040 2844 2884 7224 73.25 .067 .073 1.70 1.85 .0355 0.582
-041 2965 3.013 75.31 76.53  .067 .073 1.70 1.85 .0370 0.606
-042 3.215 3.263 81.66 82.88 .067 .073 1.70 1.85 .0400 0.655
-043 3.465 3.513 88.01 89.23  .067 .073 1.70 1.85 .0430 0.705
-044 3.712 3.766 94.28 9566 .067 .073 1.70 1.85 .0461 0.755
-045 3.962 4.016 100.63 102.01 .067 .073 1.70 1.85 .0491 0.805
-046 4209 4.269 106.91 108.43 .067 .073 1.70 1.85 .0521 0.854
-047 4459 4519 113.26 114.78 .067 .073 1.70 1.85 .0551 0.903
-048 4709 4.769 119.61 121.13 .067 .073 1.70 1.85 .0581 0.952
-049 4952 5026 125.78 127.66 .067 .073 1.70 1.85 .0612 1.003
-050 5202 5.276 132.13 134.01 .067 .073 1.70 1.85 .0642 1.052
*051

THRU *O-RING SIZES NOT ASSIGNED
*101
-102 .044 .054 1.12 1.37 100 .106 2.54 2.69 .0040 0.066
-103 .076 .086 1.93 218 100 .106 2.54 2.69 .0048 0.079
-104 107 A17 2.72 297 100 .106 2.54 2.69 .0056 0.092
-105 .138 .148 3.51 3.76  .100 .106 2.54 2.69 .0064 0.105
-106 .169 A79 4.29 455 100 .106 2.54 2.69 .0073 0.120
-107 .201 211 5.1 536 .100 .106 2.54 2.69 .0081 0.133
-108 232 242 5.89 6.15 .100 .106 2.54 2.69 .0089 0.146
-109 294 .304 7.47 7.72 100 .106 2.54 2.69 .0105 0.172
-110 .357 .367 9.07 9.32 100 .106 2.54 2.69 .0122 0.200
-111 419 429 10.64 1090 .100 .106 2.54 2.69 .0138 0.226
-112 482 492 12.24 1250 .100 .106 2.54 2.69 .0154 0.252
-113 .542 .556 13.77 1412 100 .106 2.54 2.69 .0171 0.280
-114 .603 .621 16.32 15.77 .100 .106 2.54 2.69 .0187 0.306
-115 .665 .683 16.89 17.35 .100 .106 2.54 2.69 .0203 0.333
-116 728 .746 1849 1895 .100 .106 2.54 2.69 .0220 0.361
-117 .789 .809 20.04 20.55 .100 .106 2.54 2.69 .0236 0.387
-118 .852 872 2164 2215 .100 .106 2.54 2.69 .0253 0.415
-119 914 934 2322 2372 .100 .106 2.54 2.69 .OZGBOClQmentS
-120 977 997 2482 2532 100 .106 2.54 2.69 : ‘Zsﬁnmumlgﬁézming Hub
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