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AS5692/2 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
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This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is

entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.
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F REF. LINE A REPRESENTS THE LOCATION OF THE INTERFACE BETWEEN THE AFCB AND THE PANEL. &
E DIMENSIONS REFERENCED FROM “REF. LINE A” ARE THE DIMENSION FROM THE BACK OF THE PANEL TO THE IEItJ
< DIMENSIONED FEATURE.
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TABLE 1 - ELECTRICAL AND MECHANICAL CHACTERISTICS

OPERATING FORCE ENDURANCE CYCLES MECH
NOMINAL | VOLTAGE | WEIGHT MAX (LB) RESISTIVE | INDUCTIVE NO
DASH | AMPERAGE | DROP MAX LOAD
NO. | RATING (A) | MAX (V) (LB) PULLOUT | RESET AC AC CYCLES
1 1 110
% | 15 (1) 0.80
2 2 0.75
2% | 252%) 0.70
; ; ot 090 12-8 1/ 1/ 10,000
4 4 0.45 . 755 2- 1 1 ,
4 4 245 5,000 2,500
7% | 757 0.30
10 10 0.28
15 15 0.25
20 20 0.25

1/115/200 VOLT 400 HZ SYSTEM, TESTED AT 120 + 5 VOLTS 380-420 HZ.

TABLE 2 - DETAIL CALIBRATION REQUIREMENTS

OVERLOAD TRIP TIME IN SECS
AT PERCENT RATED CURRENT AMBIENT EFFECT ON CALIBRATION AT
NOMINAL 25°C PERCENT RATED CURRENT
AMPERAGE +25 °C +71°C 55 °C
RATING (A) 200% 500% 1000% 115% 138% 90% 138% 115% 165%
1
1%
2 1 1 1
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TABLE 3 - INTERRUPTING CAPACITY (AMPERES) REQUIREMENTS
NOMINAL AMPERAGE TEST DESIGNATION PER AS5692
RATING (A) A B C
1 3500 3500
1%
2 2800 2800
2,
3
y (a) 1,500
: (b) 750
= 2500 2500
10
15
20 2000 2000
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