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PROCUREMENT SPECIFICATION: AS5768 
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For more information on this standard, visit 
https://www.sae.org/standards/content/AS5768/1F 

RATIONALE 

LIMITED SCOPE REVISION REQUIRED TO UPDATE AS22759 WIRE LISTING. 

NOTICE 

THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS5768. 

FIGURE 1 - STRIPPER TOOL ASSEMBLY WITH BLADES AND PADS ATTACHED 

NOTE: LOCATION OF TOOL PART NUMBER AND APPLICABLE WIRE SPECIFICATIONS LISTING IS OPTIONAL (SEE 
TABLE 1). 

FIGURE 2 - BLADE ASSEMBLY 

Full document details: SAE AS5768_1F

http://www.avadocuments.com/doc/sae-as5768-1f
http://www.avadocuments.com/doc/sae-as5768-1f
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FIGURE 3 - BLADE DIES (SEE TABLE 2 AND AS5768) 

 
 

FIGURE 4 - UPPER BLADE DIMENSIONS 

NOTE:  BLADE PART NUMBER TO BE MARKED ABOVE THE WIRE CAVITIES (SEE TABLE 2). 

Full document details: SAE AS5768_1F

http://www.avadocuments.com/doc/sae-as5768-1f
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FIGURE 4A - LOWER BLADE ASSEMBLY DIMENSIONS (SEE TABLE 2) 

NOTE:  CAVITY WIRE SIZE SHALL BE MARKED UNDER EACH CAVITY (SEE TABLE 2). 
 
(UPPER BLADE MUST BE .004 +.005 -.000 INCH THINNER THAN LOWER BLADE FINAL THICKNESS.) 

Full document details: SAE AS5768_1F

http://www.avadocuments.com/doc/sae-as5768-1f
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