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1.  REVISE FINISH NOTE 3 TO ALLOW ANODIZE RING OPTION FOR NO CODE AND “A” CODE PART NUMBERS
AND CLARIFY INTENDED USAGED OF BLUE COLOR MARKING.
2. REVISE NOTE 13 AND 14 TO CLARIFY THE USAGE OF ANODIZE RINGS.
= 3. UPDATING STANDARD TO INCLUDE NEW CLASS “D” CODE TO DENOTE USE ON ALUMINUM TUBING.
g SEE NOTE 18 FOR DETAILS.
N~ 4 REVISE NOTE 4 TO CLARIFY PROCUREMENT. WORDING IN ACCORDANCE WITH AS5969 REVISION F.
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TABLE 1A - DIVENSIONS A THROUGH K

BASIC NO. NOMINAL NOMINAL

AS5792 /13/ TUBE SIZE TUBE SIZE A A1 E F J/10/ K
SIZE CODE END 1 END 2 MAX MAX MAX MIN (H) TUBE DEDUCT MAX
0404 .2500 .2500 1.131 1.044 466 .253 .563 .669 +.030 .325
0604 .3750 .2500 1.316 1.229 466 253 .688 734 +150 337
0406 .2500 .3750 1.325 1.209 .609 378 .563 .646 +.030 .325
0606 .3750 .3750 1.373 1.257 .609 378 .688 .694 +.030 .337
0806 .5000 .3750 1.711 1.595 .609 .378 .875 912 +150 .380
0608 .3750 .5000 1.624 1.478 .783 .504 .688 770 £.030 .337
0808 .5000 .5000 1.664 1.518 .783 .504 .875 .810 +.030 .380
1008 .6250 .5000 2.044 1.898 .783 .504 1.000 1.045 175 418
0810 .5000 .6250 2.129 1.925 .939 .629 .875 981 +.030 .380
1010 .6250 .6250 2127 1.923 .939 .629 1.000 979 +£.030 418
1210 .7500 .6250 2.305 2.101 .939 .629 1.250 1.012 +175 433
1012 .6250 .7500 2.330 2.125 1.122 754 1.000 1.038 +.030 .418
1212 .7500 .7500 2.295 2.090 1.122 754 1.250 1.003 +.030 .433
1612 1.0000 .7500 2.567 2.362 1.122 754 1.500 1.130 175 447
1216 .7500 1.0000 2.662 2.448 1.495 1.004 1250 1.104 +.030 .433
1616 1.0000 1.0000 2.692 2.478 1.495 1.004 1.500 1.134 +.030 .447
2016 1.2500 1.0000 2.904 2.690 1.495 1.004 2.000 1.176 +200 .460
1620 1.0000 1.2500 3.156 2.932 1.758 1.255 1.500 1.315 +.030 .447
2020 1.2500 1.2500 3.006 2.782 1.758 1.255 2.000 1.165 +.030 .460

TABLE 1B - DIMENSIONS N THROUGH W3 AND WEIGHTS

BASIC NO. NOMINAL NOMINAL WEIGHT
AS5792 13/ TUBE SIZE TUBE SIZE N T THREAD Wi w2 w3 LB/EA
SIZE CODE  END 1 END2  GAGE PERAS8879  MAX +0015 MAX APPROX REF
0404 2500 2500 2930 4375-20 UNJF-3B 488 3005 .018 024
0604 3750 2500 4160 5625-18 UNJF-3B 488 3005 .018 038
0406 2500 3750 2930 437520 UNJF-3B 675 4475 033 035
0606 3750 3750 4160 .5625-18 UNJF-3B 675 4475 .033 043
0806 5000 3750 5600 .7500-16 UNJF-3B 675 4475 .033 065
0608 3750 5000 4160 5625-18 UNJF-3B 871 5945 033 1060
0808 5000 5000 5600 .7500-16 UNJF-3B 871 .5945 .033 076
1008 6250 5000 6860 .8750-14 UNJF-3B 871 5945 033 107
0810 5000 6250 5600 .7500-16 UNJF-3B 1.190 7365 021 106
1010 6250 6250 6860 .8750-14 UNJF-3B 1.190 7365 .021 116
1210 7500 6250 8100 1.0625-12UNJ-3B 1190 7365 021 165
1012 6250 7500 6860 .8750-14 UNJF-3B 1.327 .8805 .024 163
1212 7500 7500 8100 1.0625-12UNJ-3B 1327 .8805 .024 185
1612 1.0000 7500  1.0620 1.3125-12UNJ-3B  1.327 .8805 .024 247
1216 7500 10000  .8100 1.0625-12UNJ-3B  1.612 1.1725 .027 207
1616 1.0000 1.0000  1.0620 1.3125-12UNJ-3B  1.612 1.1725 .027 328
2016 1.2500 10000  1.3160 1.6250-12 UNJ-3B  1.612 1.1725 .027 507
1620 1.0000 12500  1.0620 1.3125-12 UNJ-3B  1.886 14345 .030 440
2020 1.2500 12500  1.3160 1.6250-12 UNJ-3B  1.886 1.4345 .030 555
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