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SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.

>

[

5

R

5

g

=

i

Qo

i

»n O

sz

835

32

22

o 2

2o

£

5 o

25 (ASS5834) SLEEVE (AS5835) COUPLING BODY

s e

S e

:gg AS5833 MALE FERRULE AS5833 MALE FERRULE

Pg=4 16/ 16/

g = f/’/ L L LN

Q= -

£E ) DL,.I'I % [2) \ 4

@ E

=

!

© E

O =

) T : ] 4 )

58 L &

ze2 b=

Bo S

< £ - o

1 - =) -— g

EY= x

g 3_," &

g 0-RING (USER FURNISHED) : v / 0-RING (USER FURNISHED) <

=5 (14

23 5 ASS832 ASSEMBLED 51

-8 COUPLING COMPONENTS

£5 171 3

32 -
>

%% FIGURE 1 §

% § THIRD ANGLE PROJECTION (:f))

- % SAE values your input. To provide feedback I 2]

g on this Technical Report, please visit

2§ http://www.sae.org/technical/standards/AS5831 - KCD\ - /I -

c Qo

8o CUSTODIAN: G-3/G-3A PROCUREMENT SPECIFICATION: AS5830

3T

£c

WS

53

SELF BONDING, ENVELOPE DIMENSIONS

ments
Copyright 2013 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any ri.eans, electicnic, B@Mm@mbﬁhm’l ng Hub
recording, or otherwise, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA)

Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE AS5831


http://avadocuments2026.com/doc/sae-as5831
http://avadocuments2026.com/doc/sae-as5831

TABLE 1 - DIMENSIONS

15/
NOM AS568
BASIC NO. TUBE 16/ D E O-RING
AS5831 SIZE A B C MAX MIN DASH NO.
SIZE CODE REF MAX  MAX MAX 14/ 131 REF
08 .500 1.55 895 641 1.856  3.200 -015
10 625 1.55 .895 .766 198  3.300 -017
12 .750 1.55 1.019  .908 216  3.400 117
16 1.000 1.85 1107 1.158 245  4.000 -215
20 1250 1.85 1107 1408 270 4.200 -218
24 1500 2.03 1107 1658 298 4.700 -222
28 1750 2.03 1107 1908 3.24 4.900 -224
32 2,000 205 1.161  2.161 3.52 5200 -226
36 2250 211 1161 2.411 3.77  5.500 -228
40 2500 21 1171 2.661 4.03  5.800 -230
48 3.000 211 1.211 3.181 455  6.300 -234
56 3.500 220 1.301  3.661 5.09  6.800 -238
64 4.000 260 1331 4170 5.61 7.800 -242
72 4500 263 1.361 4679 6.12 8.300 -246
80 5,000 283 1415 5188 6.63 9.000 -250
88 5500 286 1445 5697 7.14  9.500 -254

CAUTION: THE AS5830 SERIES COUPLING BODY AND SLEEVE WILL FIT ON AS1650 SERIES FERRULES DUE TO
THE USE OF O-RING SEAL SIZES IN COMMON. ALSO, ASSEMBLY OF WORN AS1650 SERIES SLEEVE WITH AS5830
SERIES FERRULES MAY BE POSSIBLE.

WARNING: DO NOT MIX AS5830 SERIES PARTS WITH AS1650 SERIES PARTS. THIS COMBINATION IS NOT
QUALIFIED AND MAY RESULT IN CATASTROPHIC LEAKAGE AND/OR PREMATURE FAILURE OF THE JOINT AND
DOES NOT PRODUCE A HIGH CURRENT CAPABLE JOINT TO THE REQUIREMENTS OF AS5830 SPECIFICATION.

NOTES:
1. MATERIALS: SEE APPLICABLE AEROSPACE STANDARDS.
2. RATED OPERATING CHARACTERISTICS: SEE AS5830 PROCUREMENT SPECIFICATION.

/3/  THIS DIMENSION IS THE MINIMUM CLEARANCE FOR INSTALLATION. ADDITIONAL CLEARANCE ENHANCES
INSTALLATION EASE.

/4/ THE @ D IS A MAXIMUM ENVELOPE DIMENSION BASED ON 2 TIMES THE TUBE CENTERLINE RADIUS OVER THE
VISUAL TACTILE LATCH INDICATOR (VTLI).

/5! SEALS PER AS568 ARE NOT PROVIDED AS PART OF THE AS5832 ASSEMBLED COUPLING COMPONENTS.
SEAL MATERIAL SHALL BE USER SELECTED ON THE BASIS OF FLUID COMPATIBILITY AND OPERATING
REQUIREMENTS.

/6/  AS5833 SWAGED FERRULES ARE NOT PROVIDED AS PART OF THE AS5832 ASSEMBLED COUPLING
COMPONENTS. THE ASSEMBLED COUPLING MAY ALSO USE AS5837 BUTT WELDED MALE FERRULES, AS5838
SWAGED FEMALE FERRULE, AS5839 BUTT WELDED FEMALE FERRULE OR OTHER COMPONENTS WITH ENDS
IN ACCORDANCE WITH AS5836 DESIGN STANDARD.

7/ AS5834 SLEEVE AND AS5835 COUPLING TOGETHER FORM AS5832 ASSEMBLED COUPLING COMPONENTS.
AS5832 IS PROVIDED TO SIMPLIFY DRAWING CALLOUTS.
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