FEDERAL SUPPLY CLASS
4730

RATIONALE

AS5832 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
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AS5832 ASSEMBLED COUPLING COMPONENTS

FIGURE 1

TABLE 1 - ASSEMBLED COUPLING COMPONENTS WEIGHTS
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CAUTION: THE AS5830 SERIES COUPLING BODY AND SLEEVE WILL FIT ON AS1650 SERIES FERRULES DUE
TO THE USE OF O-RING SEAL SIZES IN COMMON. ALSO, ASSEMBLY OF WORN AS1650 SERIES SLEEVE WITH
AS5830 SERIES FERRULES MAY BE POSSIBLE.

WARNING: DO NOT MIX AS5830 SERIES PARTS WITH AS1650 SERIES PARTS. THIS COMBINATION 1S NOT
QUALIFIED AND MAY RESULT IN CATASTROPHIC LEAKAGE AND/OR PREMATURE FAILURE OF THE JOINT
AND DOES NOT PRODUCE A HIGH CURRENT CAPABLE JOINT TO THE REQUIREMENTS OF AS5830
SPECIFICATION.

NOTES:

NI MATERIAL: IN ACCORDANCE WITH THE APPLICABLE COMPONENTS STANDARDS. THE COUPLING
ASSEMBLY SHALL CONSIST OF THE FOLLOWING:

a. MATERIAL CODE LETTER A - (ALUMINUM ALLOY)
1. (1) SLEEVE - AS5834 A (SIZE)
2. (1) COUPLING — AS5835 A (SIZE)

2. INTENDED USE: THE AS5832 ASSEMBLED COUPLING COMPONENTS PART NUMBER IS INTENDED FOR USE
AS A DRAWING CALLOUT ON INSTALLATION DRAWINGS.

/3/ IDENTIFICATION: PARTS SHALL BE INDIVIDUALLY BAGGED WITH A TAG PER AS478-35D CONTAINING THE
MANUFACTURER'S NAME, TRADEMARK AND/OR CAGE CODE, COMPLETE "AS" NUMBER AND DATE OF
MANUFACTURE IN QUARTERS (1Q05 = FIRST QUARTER 2005).

4. COUPLING ASSEMBLIES SHALL CONSIST OF AN AS5834( )( ) AND AN AS5835( )( ) PACKAGED TOGETHER IN
ONE BAG. THE BAG CONTAINING THE COUPLING ASSEMBLY PARTS SHALL BE MARKED PER /6/.

/5/ COUPLING ASSEMBLIES SUPPLIED TO THIS SPECIFICATION SHALL BE MANUFACTURED AND ASSEMBLED BY
AN ACCREDITED MANUFACTURER OR ASSEMBLED BY AN ACCREDITED DISTRIBUTER LISTED IN THE
PERFORMANCE REVIEW INSTITUTE (PRI) QUALIFIED PRODUCTS LIST, PRI-QPL-AS5830. THE QPL IS
AVAILABLE AT www.eauditnet.com.

16/ EXAMPLE OF PART NUMBER: AS5832 A 32
BASIC PART NUMBER
MATERIAL CODE LETTER /1/

SIZE CODE, TUBE SIZE IN
.062 in INCREMENTS (SEE TABLE 1)
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