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FIGURE 1 - HOSE ASSEMBLY DIMENSIONS
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This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
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SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.
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TABLE 1 - HOSE ASSEMBLY DIMENSIONS

HOSE
ASSEMBLY FITTING oB
AS5963 TYPE THREAD T Al A2 GAGE C (D1) (D2)
SIZECODE SIZE 17/ PER AS8879 MAX MAX BASIC HEX /9/ /9]
E 250 - - - - - -
E 250 s 4375-28UNJEF-3B 264 278 2930 56 .16 .055
E 250 E 5625-24UNJEF-3B 274 284 4120 69 .16 055
G 375 R 4375-28UNJEF-3B8 290 299 2930 56 .16 .055
G 375 s 5625-24UNJEF-3B 294 305 4120 69 .16 .055
G 375 E 7500-20UNJEF-3B8  3.07 314 5600 .88 .19  .066
H 500 R 5625-24UNJEF-3B8 319 330 4120 69 .16 .055
H 500 s 7500-20UNJEF-3B 332 339 5600 .88 .19  .066
H 500 E '8750-20UNJEF-3B 339 346 6730 100 .20 .066
J 625 R 7500-20UNJEF-3B8 355 362 5600 .88 .19  .066
J 625 s '8750-20UNJEF-3B 362 369 6730 100 .20 .066
J 625 E 10625-18UNJEF-3B 387 381 8100 125 .23 066
K 750 R 8750-20UNJEF-38  3.89 394 6730 100 .20 .066
K 750 s 10625-18UNJEF-3B  3.95 405 8100 125 .23 066
K 750 E 13125-16UNJ-3B 406 446 10620 150 .30 .066
M 1.000 R 1.0625-18UNJEF-3B 442 453 8100 125 23 .066
M 1.000 s 13125-16UNJ-3B 454 492 10620 150 .30 066
M 1.000 E 16250-16UNJ-3B 464 512 13160 181 .30 066
N 1.250 - - - - e
N 1.250 s 16250-16UNJ-3B 472 531 13160 181 .30 .066
N 1.250 - - - - - -
TABLE 1 - HOSE ASSEMBLY DIVENSIONS (CONTINUED)
HOSE ASSEMBLY FITTING  E E OF  FITTING BALL SIZE MIN
AS5963 - SIZE CODE ~ SIZE  TYPE/17/ MIN MAX MAX/8/ THRU IN /7/
250 = - - - -
E 250 S 74 87 88 113
E 250 E 81 .94 88 113
G 375 R 74 87 100 113
G 375 S 81 94 1.00 192
G 375 E 99 112 1.00 192
H 500 R 81 94 120 192
H 500 S 99 112 120 281
H 500 E 114 134 120 281
J 625 R 99 112 1.41 281
J 625 S 114 134 141 349
J 625 E 135 155 141 349
K 750 R 114 134 169 349
K 750 S 135 155 169 434
K 750 E 157 177 169 434
M 1.000 R 135 155  2.00 434
M 1.000 S 157 177 200 638
M 1.000 E 174 194 200 638
N 1.250 E - - - -
N 1.250 S 174 194 225 786
N 1.250 - - - - -
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