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PROCUREMENT SPECIFICATION: AS5958 /4/ 
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For more information on this standard, visit 
https://www.sae.org/standards/content/AS5969G 

 
 

RATIONALE 
 

UPDATE PROCUREMENT NOTE AND FINISH NOTE TO LATEST VERBIAGE FOR AXIAL SWAGE PART STANDARD 
(REFER TO AS5972H FOR REFERENCE). 
 
 

 

FIGURE 1 - UNION, BEFORE SWAGE 

 

FIGURE 2 - UNION, AFTER SWAGE 
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TABLE 1A - DIMENSIONS A THROUGH J 

BASIC NO. 
AS5969 

/15/ 
SIZE CODE 

NOMINAL 
TUBE 
SIZE 

END 1 

NOMINAL 
TUBE 
SIZE 

END 2 A A1 E EA F FA 

J /11/ 
ALLOWABLE 
TUBE GAP 

0404   .2500   .2500 1.134   .975   .466   .466   .253   .253 .150 ± .150 
0604   .3750   .2500 1.621 1.448   .609   .466   .378   .253 .300 ± .300 
0606   .3750   .3750 1.568 1.351   .609   .609   .378   .378 .150 ± .150 

           
0806   .5000   .3750 2.032 1.785   .783   .609   .504   .378 .300 ± .300 
0808   .5000   .5000 1.942 1.665   .783   .783   .504   .504 .175 ± .175 
1008   .6250   .5000 2.582 2.262   .939   .783   .629   .504 .350 ± .350 

           
1010   .6250   .6250 2.555 2.162   .939   .939   .629   .629 .175 ± .175 
1210   .7500   .6250 3.003 2.609 1.122   .939   .754   .629 .325 ± .325 
1212   .7500   .7500 2.843 2.448 1.122 1.122   .754   .754 .175 ± .175 

           
1612 1.0000   .7500 3.521 3.117 1.495 1.122 1.004   .754 .375 ± .375 
1616 1.0000 1.0000 3.426 3.013 1.495 1.495 1.004 1.004 .200 ± .200 
2016 1.2500 1.0000 4.079 3.656 1.758 1.495 1.255 1.004 .375 ± .375 

           
2020 1.2500 1.2500 3.992 3.559 1.758 1.758 1.255 1.255 .200 ± .200 

TABLE 1B - DIMENSIONS W THROUGH W3 AND WEIGHTS 

BASIC NO. 
AS5969 

/15/ 
SIZE CODE 

NOMINAL 
TUBE 
SIZE 

END 1 

NOMINAL 
TUBE 
SIZE 

END 2 W W1 W1A 
W2 

±.0015 
W2A 

±.0015 W3 W3A 

WEIGHT 
LB/EA 

APPROX 
REF 

0404   .2500   .2500 .123   .488   .488   .3005   .3005 .018 .018 .012 
0604   .3750   .2500 .443   .675   .488   .4475   .3005 .033 .018 .023 
0606   .3750   .3750 .173   .675   .675   .4475   .4475 .033 .033 .031 

           
0806   .5000   .3750 .451   .871   .675   .5945   .4475 .033 .033 .050 
0808   .5000   .5000 .165   .871   .871   .5945   .5945 .033 .033 .062 
1008   .6250   .5000 .506 1.190   .871   .7365   .5945 .021 .033 .099 

           
1010   .6250   .6250 .140 1.190 1.190   .7365   .7365 .021 .021 .103 
1210   .7500   .6250 .451 1.327 1.190   .8805   .7365 .024 .021 .140 
1212   .7500   .7500 .154 1.327 1.327   .8805   .8805 .024 .024 .165 

           
1612 1.0000   .7500 .547 1.612 1.327 1.1725   .8805 .027 .024 .281 
1616 1.0000 1.0000 .167 1.612 1.612 1.1725 1.1725 .027 .027 .359 
2016 1.2500 1.0000 .546 1.886 1.612 1.4345 1.1725 .030 .027 .430 

           
2020 1.2500 1.2500 .185 1.886 1.886 1.4345 1.4345 .030 .030 .510 

 
NOTES: 
 
/1/ MATERIALS: 
 

CODE LETTER “T” 
 
RINGS - AMS4965 TITANIUM ALLOY, 6.0Al-4.0V SOLUTION HEAT TREATED AND AGED OR AMS4928 TITANIUM ALLOY 6.0Al 4.0V   

ANNEALED WITH HIGH STRENGTH CARBON FIBER/EPOXY RESIN COMPOSITE REINFORCEMENT. 
 

BODY - AMS4928 TITANIUM ALLOY, 6.0Al-4.0V ANNEALED. 

2. FINISH: 
 

TITANIUM - NONE.  
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