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PORT #2 SHOWN AS REDUCER
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TABLE 1 - DIMENSIONS AND WEIGHTS /9/ /10/

BASIC NO. LB/EA LB/EA LB/EA
AS6050 APPROX APPROX APPROX
121/ REF REF REF
SIZE CODE \ w ALUM STEEL TI
02 .297- .314 .090 .0135 .0315 .0180
03 .360- .377 .100 .0162 .0459 .0261
04 423- .440 .110 .0243 .0531 .0306
05 .485- .502 .120 .0315 .0882 .0504
06 .547- 565 .120 .0351 .0936 .054
08 .735- .753 .150 .0648 191 110
10 .860- .878 .170 .0981 275 .158
12 1.047-1.065 .185 157 .363 .256
14 1.173-1.191 .200 - - -
16 1.292-1.317 .205 .230 .603 .347
20 1.605-1.630 .240 .369 .990 571
24 1.855-1.880 .250 - - -
32 2.542-2.572 .350 - - -

TABLE 2-LEG LENGTH A /9//11/

FORGING TUBE SIZE OF PORT #1

SIZE 02 03 04 05 06 08 10 12 14 16 20 24 32
02 1.305 - - - - - - - - - - - -
03 1.305 1.352 - - - - - - - - - - -
04 1.367 1414  1.477 - - - - - - - - - -
05 1.367 1.414  1.477 1.477 - - - - - - - - -
06 1430 1477 1540 1540 1586 - - - - - - - -
08 1.508 1555 1.618 1.618 1.664 1.836 - - - - - - -
10 1.601 1.648 1.711 1711 1757 1929 2.070 - - - - - -
12 1695 1742 1805 1805 1851 2.023 2164 2273 - - - - -
14 1.789 1836  1.899 1.899 1945 2117 2258 2367 2.336 - - - -
16 1820 1867 1930 1.930 1976 2.148 2289 2398 2.398 2.398 - - -
20 1.852 1.899  1.962 1962 2.008 2180 2321 2430 2430 2430 2430 - -
24 1.867 1914 1.977 1977 2.023 2195 2336 2445 2445 2445 2445 2445 -
32 1.821 1.868  1.931 1.931 1977 2149 2290 2399 2399 2399 2399 2399  2.602

TABLE 3 - LEG LENGTH C /9/ /11/

FORGING TUBE SIZE OF PORT #2

SIZE 02 03 04 05 06 08 10 12 14 16 20 24 32
02 .649 - - - - - - - - - - - -
03 .633 .680 - - - - - - - - - - -
04 .633 .680 711 - - - - - - - - - -
05 .664 711 742 742 - - - - - - - - -
06 742 .789 .820 .820 .836 - - - - - - - -
08 .805 .852 .883 .883 .899 992 - - - - - - -
10 836 883 914 914 930 1.023 1.086 - - - - - -
12 960 1.007 1.038 1.038 1.054 1.147 1.210 1.273 - - - - -
14 1.023 1.070 1.101 1.101 1.117 1.210 1.273 1.336 1.305 - - - -
16 1.054 1.101 1.132 1.132 1.148 1.241 1.304 1.367 1.367 1.367 - - -
20 1.148 1.195 1.226 1.226 1.243 1.335 1.398 1.461 1.461 1.461 1.461 - -
24 1.242 1.289 1.320 1.320 1.336 1.429 1.492 1.555 1.555 1.555 1.555 1.555 -
32 1.523 1.570 1.601 1.601 1.617 1.710 1.773 1.836 1.836 1.836 1.836 1.836 1.836
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