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For more information on this standard, visit 
https://www.sae.org/standards/content/AS6070/6A/ 

 
 

RATIONALE 
 
LIMITED SCOPE REVISION IS REQUIRED TO CLARIFY EXPANDED PTFE/PTFE TAPE PRIMARY INSULATION 
CONSTRUCTION IN TABLE 3. 
 

NOTICE 
 
THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS6070.  
 

 

FIGURE 1 - FOUR PAIR CONFIGURATION (DESIGN SHOWN IS NOTIONAL) 
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1. CONSTRUCTION DETAILS 

TABLE 1 

COMPONENT MATERIAL REQUIREMENT 

CONDUCTOR 
24 AWG 19X36 SILVER PLATED COPPER OR COPPER ALLOY 1/ 
26 AWG 19X38 SILVER PLATED COPPER ALLOY2/ 

.0254 INCH MAXIMUM 

.0204 INCH MAXIMUM 

INSULATION FLUOROPOLYMER  
24 AWG 
26 AWG 

.060 INCH NOMINAL 

.050 INCH NOMINAL 

INSULATED CONDUCTOR 
COLORS 

PAIR 1: WHITE/BLUE & BLUE OR WHITE & BLUE 3/ 
PAIR 2: WHITE/ORANGE & ORANGE OR WHITE & ORANGE 3/ 
PAIR 3: WHITE/GREEN & GREEN OR WHITE & GREEN 3/ 
PAIR 4: WHITE/BROWN & BROWN OR WHITE & BROWN 3/ 

 

BINDER PTFE (POLYTETRAFLUOROETHYLENE) TAPE (OPTIONAL)  

INNER OR PAIR SHIELD 
FLAT SILVER PLATED COPPER OR ALUMINUM/POLYIMIDE FOIL 
(OPTIONAL) 

COPPER BRAID (92% 
COVERAGE) 
FOIL (100% COVERAGE) 

OUTER SHIELD 38 OR 40 AWG ROUND SILVER PLATED COPPER BRAID 92% MINIMUM COVERAGE 
DRAIN WIRE OPTIONAL  
COLOR SEE TABLE 3  
1/ SIZE 24 CONDUCTOR SHALL BE ANNEALED COPPER TYPE SCC; COPPER ALLOY SCA OF AS29606 TABLES 3 AND 4. 
2/ SIZE 26 CONDUCTOR SHALL BE ANNEALED COPPER TYPE SCC; COPPER ALLOY SCA OF AS29606 TABLES 3 AND 4.  
3/ PAIRS CONTAINING SOLID WHITE WIRE NOT FOR U.S. DEPARTMENT OF DEFENSE (NAVY) USE. 

TABLE 2 

LIGHT/STANDARD CABLE REQUIREMENTS 
CABLE CONDUCTOR WEIGHT DIAMETER 

LIGHT 
24 AWG 
26 AWG 

45.0 POUNDS/1000 FEET MAXIMUM 
35.0 POUNDS/1000 FEET MAXIMUM 

.270 INCH MAXIMUM 

.230 INCH MAXIMUM 

STANDARD 
24 AWG 
26 AWG 

57.0 POUNDS/1000 FEET MAXIMUM 
45.0 POUNDS/1000 FEET MAXIMUM 

.300 INCH MAXIMUM 

.250 INCH MAXIMUM 
 

2. CABLE CONFIGURATION 
 
CABLE CONSTRUCTION SHALL BE IN ACCORDANCE WITH TABLE 1. THE CABLE SHALL HAVE THE FOLLOWING OPERATING 
CHARACTERISTICS AND DESIGN REQUIREMENTS: 
 

2.1 CONTINUOUS WORKING VOLTAGE 
 
60 VDC (SEE NOTE 1). 
 

2.2 OPERATING FREQUENCY 
 
1 TO 500 MHz. 
 

2.3 OPERATING TEMPERATURE RATING 
 
-55 °C MINIMUM TO +200 °C MAXIMUM. 
 

2.4 CONDUCTOR DCR (PRIOR TO INSULATING) AT 20 °C: 
 
24 AWG ANNEALED COPPER: 24.3 OHMS/1000 FEET MAXIMUM. 
 
24 AWG COPPER ALLOY (HIGH STRENGTH): 28.4 OHMS/1000 FEET MAXIMUM. 
 
26 AWG COPPER ALLOY (HIGH STRENGTH): 44.8 OHMS/1000 FEET MAXIMUM. 
 

2.5 CABLE MINIMUM BEND RADIUS 
 
7 TIMES DIAMETER. 
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