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THIRD ANGLE PROJECTION 

CUSTODIAN: G-3/G-3B 
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PROCUREMENT SPECIFICATION: AS4841 /3/ 
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For more information on this standard, visit 
https://www.sae.org/standards/content/AS6231A 

 
RATIONALE 

 
GRAPHICS REDRAWN TO ADD DIAMETER SYMBOL TO ACROSS CORNER DIMENSION B. QML STATEMENT 
REVISED. “INTENDED USE” NOTE REVISED. TABLE 2 REMOVED. 

 

FIGURE 1 - FITTING, ADAPTER 

TABLE 1A - DIMENSIONS 

BASIC NO. 
AS6231 

/14/ 
SIZE 

CODE 

 
NOMINAL 

TUBE 
SIZE 

 
T THREAD 

AS8879 
(REF) 

 
A 

±.005 

 
B 

MIN 

 
C 

±.01 

 
D 

(REF) 

 
 E 

±.01 

03   .188  .3750-24 UNJF   .438   .499   .88   .409 .10 
04   .250  .4375-20 UNJF   .438   .499   .93   .550 .10 
05   .312  .5000-20 UNJF   .500   .570   .95   .550 .10 

        
06   .375  .5625-18 UNJF   .625   .715 1.05   .556 .20 
08   .500  .7500-16 UNJF   .750   .859 1.11   .657 .20 
10   .625  .8750-14 UNJF   .875 1.003 1.20   .758 .20 

        
12   .750 1.0625-12 UNJ 1.063 1.221 1.28   .864 .20 
16 1.000 1.3125-12 UNJ 1.312 1.508 1.34   .911 .20 
20 1.250 1.6250-12 UNJ 1.625 1.869 1.40   .958 .20 

        
24 1.500 1.8750-12 UNJ 1.875 2.158 1.53 1.083 .20 

 

R.13 ±.03

E(D)

C

FITTING END
PER AS5449

 .005   A

LOCATION OF
IDENTIFICATION
ANY HEX FLAT  /4/

(T)

A

SAFETY WIRE HOLES
WHEN SPECIFIED  /7/

FITTING END
PER AS5309

STYLE G

FOR FITTINGS WITHOUT
SAFETY WIRE HOLES ONLY
/7/

A

(.250)

ØB
MIN
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TABLE 1B - WEIGHTS 

BASIC NO. 
AS6231 

/14/ 
SIZE CODE 

LB/EA 
APPROX 

REF 
NICKEL 
ALLOY 

LB/EA 
APPROX 

REF 
CRES 

LB/EA 
APPROX 

REF 
TITANIUM 

ALLOY 

03 .016 .016 .008 
04 .022 .021 .012 
05 .028 .027 .015 

    
06 .039 .037 .021 
08 .074 .071 .039 
10 .108 .103 .060 

    
12 .165 .156 .087 
16 .236 .224 .124 
20 .358 .340 .189 

    
24 .489 .465 .258 

NOTES: 

/1/ MATERIAL: 

 a. CODE LETTER N - TYPE 625 NICKEL ALLOY BAR PER AMS5666. 

 b. CODE LETTER R - TYPE 321 CORROSION RESISTANT STEEL FORGING OR BAR PER AMS5645. 

 c. CODE LETTER T - TYPE 6Al - 4V TITANIUM ALLOY BAR PER AMS4928. /8/. 

2. FINISH: 

 a. MATERIAL CODE LETTER N - NONE. 

 b. MATERIAL CODE LETTER R - PASSIVATE PER AMS2700, TYPE 6 OR 7. 

 c. MATERIAL CODE LETTER T - NONE. 

/3/ PROCUREMENT SPECIFICATION: AS4841 EXCEPT AS SPECIFIED ON THIS STANDARD. PRODUCT MANUFACTURED TO THIS 
STANDARD SHALL MEET THE REQUIREMENTS SPECIFIED HEREIN AND THE PROCUREMENT SPECIFICATION.  ORIGINAL 
COMPONENT MANUFACTURERS (OCM) AND VALUE ADDED DISTRIBUTORS (VAD) SHALL BE LISTED IN THE NADCAP 
QUALIFIED MANUFACTURER LIST (QML) FOR THIS PRODUCT TYPE. THE QML IS AVAILABLE AT www.eAuditNet.com.  

/4/ IDENTIFICATION AT LOCATION SHOWN: MARK PER AS478 CLASS C OR D, OR METHOD 7A3, 15A3, OR 15B. 

 a. FOR SIZES 06 AND SMALLER: MANUFACTURER’S NAME, CAGE CODE OR TRADEMARK, LETTERS “AS,” AND MATERIAL 
CODE LETTER. 

 b. FOR SIZES 08 AND LARGER: MANUFACTURER’S NAME, CAGE CODE OR TRADEMARK, BASIC PART NUMBER, AND 
MATERIAL CODE LETTER. 

5. INTENDED USE: THIS PART IS DESIGNED FOR USE IN SYSTEMS WITH MAXIMUM OPERATING PRESSURES AS SPECIFIED IN 
THE PROCUREMENT SPECIFICATION. 
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