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PROCUREMENT SPECIFICATION: AS4459 /6/ 
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 SAE values your input. To provide feedback 
 on this Technical Report, please visit  
 http://standards.sae.org/AS6475 
 

 
 

RATIONALE 
 

NEW STANDARD FOR OPERATING PRESSURES UP TO AND INCLUDING 3000 PSI. 
 
 
 
 

 
 

FIGURE 1 - ELBOW ASSEMBLY, SWIVEL ADAPTER 90°, EXTERNAL SWAGE TO FLARELESS 
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TABLE 1 

TABLE 1A - DIMENSIONS A THROUGH H 

BASIC NO. 
AS6475 

/16/ 
SIZE 

CODE 

NOMINAL 
TUBE 
SIZE 

END 1 

NOMINAL 
TUBE 
SIZE 

END 2 
A 
 

B 
±.015 

(D) 
/19/ 

E 
+.000 
-.003 
/18/ 

F 
/3b/ 

G 
 

(H) 
 

0303     .1875     .1875 1.261-1.291   .907   .473   .275   .195-  .198   .310-  .340   .500 
0404   .250   .250 1.408-1.438   .811   .615   .338   .257-  .260   .375-  .405   .563 
0406   .250   .375 1.274-1.304   .962   .690   .480   .382-  .385   .530-  .560   .563 
0408   .250   .500 1.890-1.920 1.034 1.193   .655   .508-  .511   .690-  .720   .563 
0505     .3125     .3125 1.514-1.544   .943   .655   .413   .319-  .322   .450-  .480   .625 
0604   .375   .250 1.266-1.296 1.057   .615   .338   .257-  .260   .530-  .560   .688 
0606   .375   .375 1.610-1.640 1.053   .690   .480   .382-  .385   .530-  .560   .688 
0608   .375   .500 1.890-1.920 1.196 1.193   .655   .508-  .511   .690-  .720   .688 
0610   .375   .625 1.963-1.993 1.347 1.233   .787   .633-  .636   .846-  .876   .688 
0806   .500   .375 1.447-1.477 1.254   .690   .480   .382-  .385   .690-  .720   .875 
0808   .500   .500 2.135-2.165 1.091 1.193   .655   .508-  .511   .690-  .720   .875 
0810   .500   .625 1.963-1.993 1.335 1.233   .787   .633-  .636   .846-  .876   .875 
0812   .500   .750 2.156-2.186 1.421 1.303   .929   .758-  .761 1.021-1.051   .875 
1006   .625   .375 1.518-1.548 1.341   .690   .480   .382-  .385   .846-  .876 1.000 
1008   .625   .500 1.963-1.993 1.341 1.193   .655   .508-  .511   .846-  .876 1.000 
1010   .625   .625 2.260-2.290 1.326 1.233   .787   .633-  .636   .846-  .876 1.000 
1012   .625   .750 2.156-2.186 1.429 1.303   .929   .758-  .761 1.021-1.051 1.000 
1208   .750   .500 1.889-1.919 1.580 1.193   .655   .508-  .511 1.021-1.051 1.250 
1210   .750   .625 2.145-2.175 1.580 1.233   .787   .633-  .636 1.021-1.051 1.250 
1212   .750   .750 2.657-2.687 1.560 1.303   .929   .758-  .761 1.021-1.051 1.250 
1216   .750 1.000 2.400-2.430 1.655 1.448 1.257 1.008-1.011 1.365-1.395 1.250 
1608 1.000   .500 2.168-2.198 1.924 1.193   .655   .508-  .511 1.365-1.395 1.500 
1610 1.000   .625 2.295-2.325 1.924 1.233   .787   .633-  .636 1.365-1.395 1.500 
1612 1.000   .750 2.423-2.453 1.924 1.303   .929   .758-  .761 1.365-1.395 1.500 
1616 1.000 1.000 2.735-2.765 1.716 1.448 1.257 1.008-1.011 1.365-1.395 1.500 
2010 1.250   .625 2.434-2.464 1.991 1.233   .787   .633-  .636 1.677-1.707 1.812 
2012 1.250   .750 2.400-2.430 1.991 1.303   .929   .758-  .761 1.677-1.707 1.812 
2016 1.250 1.000 2.661-2.691 1.991 1.448 1.257 1.008-1.011 1.677-1.707 1.812 
2020 1.250 1.250 3.085-3.115 1.991 1.550 1.489 1.258-1.262 1.677-1.707 1.812 
2424 1.500 1.500 3.337-3.367 2.410 1.675 1.786 1.513-1.517 1.865-1.895 2.125 
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