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Splicer, Fusion, Fiber Optic, Aerospace, Explosion-Proof (Type I)

RATIONALE

Type | fusion splicers are designed for hazardous environments specifically including potentially flammable or explosive
atmospheres.

1. SCOPE

This detail specification defines fiber optic fusion splicers acceptable for the installation and repair of a wide range of
optical fibers and cables with virtually no insertion loss in hazardous environments (potentially flammable or explosive
atmospheres, Type I), particularly aerospace applications. The requirements for acquiring the splicer described herein
shall consist of this specification and the latest issue of AS6479.

2. REFERENCES

2.1 Applicable Documents

The following publications are cited in this specification in addition to those cited in AS6479. The latest issue of all SAE
publications shall apply except in cases in which referring documents call out specific versions. In the event of conflict
between these documents and this standard, the contents of this standard shall govern.

2.1.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

AS6479 Splicer, Fusion, Fiber Optic, Aerospace

3. CONFIGURATION

Representative images of a Type | fusion splicer are detailed in Figures 1 through 4.

4. REQUIREMENTS

In the following sections, reference is made to each detailed requirement of AS6479. If the original lanugage applies as-
written in this detail specification, the reference is described as “applicable”. If there is any deviation or alternative
specification, it is described in detail.

4.1 General

All provisions of 4.1 of the general standard are applicable to this detail specification.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.
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Figure 1 - Fusion splicer
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Figure 2 - Controller: top and side views
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Figure 3 - Controller: two end views
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Figure 4 - Umbilical cable
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