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ESTABLISH CUFF DIMENSIONAL REQUIREMENTS FOR INTEGRAL FIRE SLEEVE ON HOSE AND SLEEVE CODE H &
J CONFIGURATIONS, FOR STANDARIZATION PURPOSES.
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FIGURE 2 - ABRASION SLEEVE ATTACHMENT
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TABLE 1 - DIMENSIONS

Hose Fitting Hose Min E Max
Assembly Hose Fitting | Material Thread T ID Ball Without F
No. & Size Size Type 124/ per AS8879 Min A B Gage | C DiaMin Dia D Sleeving Hex
1241 (ref) 125/ 126/ (ref) (ref) Max Basic /15/ /15/ (ref) 116/ (ref)
AS647D (-03) 188 - -
ASB47D (-03) 188 S CRES | .3750-24UNJF-3B | .110 1.20 12340 .080 072 14 49 500
AL .3750-24UNJF-3B | .110 1.20 12340 .080 072 14 49 500
Tl .3750-24UNJF-3B 110 1.20 .2340 .080 072 14 49 500
AS647D (-03) .188 E CRES | .4375-20UNJF-3B | .110 1.20 12930 .080 072 16 49 562
AL 4375-20UNJF-3B | 110 1.20 2930 .080 072 16 49 562
Tl 4375-20UNJF-3B | 110 1.20 2930 .080 072 .16 49 562
ASB4TE (-04) 250 R CRES | .3750-24UNJF-3B | .173 1.21 2340 .080 072 14 55 500
AL .3750-24UNJF-3B | 173 1.21 2340 .080 072 14 55 500
Tl .3750-24UNJF-3B | 173 1.21 2340 .080 072 14 55 500
ASG4TE (-04) 250 S CRES | .4375-20UNJF-3B | .173 1.21 2930 132 119 .16 55 562
AL A375-20UNJF-3B | 173 1.21 2930 132 119 16 55 562
Tl A375-20UNJF-3B | 173 1.21 2930 132 119 16 55 562
ASB4TE (-04) 250 E CRES | .5000-20UNJF-3B | .173 1.23 .3500 132 119 16 55 625
AL .5000-20UNJF-3B | 173 1.23 .3500 132 119 16 55 625
Tl .5000-20UNJF-3B | 173 1.23 .3500 132 119 16 55 625
ASBATF (-05) 313 R CRES | .4375-20UNJF-3B | .235 1.33 2930 132 119 16 63 562
AL A4375-20UNJF-3B | .235 1.33 12930 132 119 16 63 562
Tl A4375-20UNJF-3B | 235 1.33 2930 132 119 16 63 562
ASB4TF (-05) 313 S CRES | .5000-20UNJF-3B | .235 1.35 .3500 193 A74 16 63 625
AL .5000-20UNJF-3B | .235 1.35 .3500 193 A74 16 63 625
Tl .5000-20UNJF-3B | .235 1.35 .3500 193 A74 16 63 625
ASB4TF (-05) 313 E CRES | .5625-18UNJF-3B | .235 1.36 4120 193 A74 16 63 688
AL 5625-18UNJF-3B | .235 1.36 4120 193 A74 16 63 688
Tl .5625-18UNJF-3B | 235 1.36 4120 193 A74 .16 63 688
AS647G (-06) 375 R CRES | .5000-20UNJF-3B | .298 1.42 .3500 193 A74 .16 70 625
AL .5000-20UNJF-3B | .298 142 .3500 193 A74 .16 70 625
Tl .5000-20UNJF-3B | .298 142 .3500 193 A74 16 70 625
ASB47G (-06) 375 S CRES | .5625-18UNJF-3B | .298 1.45 4120 256 230 16 70 688
AL .5625-18UNJF-3B | .298 1.45 4120 256 230 16 70 688
Tl .5625-18UNJF-3B | .298 1.45 4120 256 230 .16 70 688
AS647G (-06) 375 E CRES | .7500-16UNJF-3B | .298 1.57 .5600 256 230 19 .70 875
AL .7500-16UNJF-3B | .298 1.57 .5600 256 230 19 70 875
Tl .7500-16UNJF-3B | .298 1.57 .5600 .256 230 19 70 875
AS647H (-08) 500 R CRES | .5625-18UNJF-3B | .391 1.52 4120 256 230 16 83 688
AL .5625-18UNJF-3B | .391 1.52 4120 256 230 16 83 688
Tl 5625-18UNJF-3B | .391 1.52 4120 256 230 16 83 688
AS647H (-08) .500 S CRES | .7500-16UNJF-3B | .391 1.64 .5600 .340 .306 19 83 875
AL .7500-16UNJF-3B | .391 1.64 .5600 .340 .306 19 83 875
Tl .7500-16UNJF-3B | .391 1.64 .5600 .340 .306 19 83 875
AS647TH (-08) 500 E CRES | .8750-14UNJF-3B | .391 1.71 6730 .340 .306 .20 83 1.000
AL .8750-14UNJF-3B | .391 1.71 6730 .340 .306 20 83 1.000
Tl .8750-14UNJF-3B | .391 1.71 6730 .340 .306 .20 83 1.000
AS647J (-10) 625 R CRES | .7500-16UNJF-3B | .485 1.81 5600 .340 .306 19 97 875
AL .7500-16UNJF-3B | 485 1.81 .5600 .340 .306 19 97 875
Tl .7500-16UNJF-3B | 485 1.81 .5600 .340 .306 19 97 875
AS647J (-10) 625 S CRES | .8750-14UNJF-3B | .485 1.90 6730 430 .387 .20 97 1.000
AL .8750-14UNJF-3B | 485 1.90 6730 430 .387 20 97 1.000
Tl .8750-14UNJF-3B | 485 1.90 6730 430 .387 20 97 1.000
AS647J (-10) 625 E CRES 1.0625-12UNJ-3B | 485 1.96 8100 430 .387 23 97 1.250
AL 1.0625-12UNJ-3B | 485 1.96 .8100 430 .387 23 97 1.250
Tl 1.0625-12UNJ-3B | 485 1.96 .8100 430 387 23 97 1.250
AS647K (-12) .750 R CRES | .8750-14UNJF-3B | .615 210 6730 430 .387 20 117 1.000
AL .8750-14UNJF-3B | 615 210 6730 430 .387 20 117 1.000
Tl .8750-14UNJF-3B | 615 210 6730 430 387 20 117 1.000
ASB47K (-12) 750 S CRES 1.0625-12UNJ-3B | 615 217 8100 548 493 23 117 1.250
AL 1.0625-12UNJ-3B 615 217 .8100 .548 493 23 1.17 1.250
Tl 1.0625-12UNJ-3B | 615 217 .8100 548 493 23 1.17 1.250
ASB4TK (-12) .750 E CRES 1.3125-12UNJ-3B | 615 2.27 1.0620 548 493 .30 117 1.500
AL 1.3125-12UNJ-3B | 615 2.27 1.0620 548 493 .30 117 1.500
Tl 1.3125-12UNJ-3B | 615 2.27 1.0620 548 493 .30 117 1.500
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Hose Fitting Hose Min E Max

Assembly Hose Fitting Material Thread T ID Ball Without F
No. & Size Size Type 124/ per AS8879 Min A B Gage | C DiaMin Dia D Sleeving Hex
24/ (ref) /25/ 126/ (ref) (ref) Max Basic /15/ /15/ (ref) /16/ (ref)
AS647M (-16) 1.000 R CRES 1.0625-12UNJ-3B .851 2.45 .8100 .548 493 230 1.52 1.250
AL 1.0625-12UNJ-3B .851 2.45 .8100 .548 493 230 1.52 1.250
Tl 1.0625-12UNJ-3B .851 245 .8100 .548 493 230 1.52 1.250
AS647M (-16) 1.000 S CRES 1.3125-12UNJ-3B .851 2.55 1.0620 778 .700 .300 1.52 1.500
AL 1.3125-12UNJ-3B .851 2.55 1.0620 778 .700 .300 1.52 1.500
Tl 1.3125-12UNJ-3B .851 2.55 1.0620 778 .700 .300 1.52 1.500
AS647M (-16) 1.000 E CRES 1.6250-12UNJ-3B .851 2.67 1.3160 778 .700 .300 1.52 2.000
AL 1.6250-12UNJ-3B .851 2.67 1.3160 778 .700 .300 1.52 2.000
Tl 1.6250-12UNJ-3B .851 2.67 1.3160 778 .700 .300 1.52 2.000
ASG47N (-20) 1.250 R CRES 1.3125-12UNJ-3B | 1.101 225 1.0620 778 .700 .300 2.00 1.500
AL 1.3125-12UNJ-3B | 1.101 2.25 1.0620 778 .700 .300 2.00 1.500
Tl 1.3125-12UNJ-3B | 1.101 2.25 1.0620 778 .700 .300 2.00 1.500
ASB47N (-20) 1.250 S CRES 1.6250-12UNJ-3B | 1.101 248 1.3160 1.000 .900 .300 2.00 2.000
AL 1.6250-12UNJ-3B | 1.101 2.48 1.3160 1.000 .900 .300 2.00 2.000
Tl 1.6250-12UNJ-3B | 1.101 248 1.3160 1.000 .900 .300 2.00 2.000
AS647N (-20) 1.250 E CRES 1.8750-12UNJ-3B | 1.101 2.55 1.5650 1.000 .900 .370 2.00 2.125
AL 1.8750-12UNJ-3B | 1.101 2.55 1.5650 1.000 .900 370 2.00 2125
Tl 1.8750-12UNJ-3B | 1.101 2.55 1.5650 1.000 .900 .370 2.00 2.125
AS647P (-24) 1.500 R CRES 1.6250-12UNJ-3B | 1.344 2.85 1.3160 1.000 .900 .300 2.28 2.000
AL 1.6250-12UNJ-3B | 1.344 2.85 1.3160 1.000 .900 .300 2.28 2.000
Tl 1.6250-12UNJ-3B | 1.344 2.85 1.3160 1.000 .900 .300 2.28 2.000
AS647P (-24) 1.500 S CRES 1.8750-12UNJ-3B | 1.344 2.85 1.5650 1.250 1.125 370 2.28 2125
AL 1.8750-12UNJ-3B | 1.344 2.85 1.5650 1.250 1.125 370 2.28 2125
Tl 1.8750-12UNJ-3B | 1.344 2.85 1.5650 1.250 1.125 370 228 2125

ASB47P (-24) 1.500 - --- -—- --- --- --- -—- -—- -- -

TABLE 2 - TOLERANCES

HOSE ASSEMBLY LENGTH  TOLERANCE

UNDER 18 IN +.125
18 TO 36 IN EXCLUSIVE +.250
36 TO 50 IN EXCLUSIVE +.500
50 IN AND OVER 1%

TABLE 3 - HOSE AND SLEEVE CODES

HOSE
OR TEMP.
SLEEVE LIMIT
CODE SLEEVE MATERIAL °F
- (-) INDICATES HOSE ONLY, NO SLEEVE (AS639) 450
A ABRASION SLEEVE TUBULAR (PTFE - AS1291 - CODE B) /6/ 450
B ABRASION SLEEVE COIL (NYLON AS1294) /7/ 275
C FIRE SLEEVE (AS1072 SIL-FG) (15 MIN) /8/ /9/ 113/ 450
E ABRASION SLEEVE SHRINK-ON (FEP) /11/ 350
F ABRASION SLEEVE SHRINK-ON (POLYOLEFIN AS1073 - CODE B) /11/ 275
G ! FIRE SLEEVE (AS1072 SIL-FG) (5 MIN) /8/ 9/ 112/ 450
H FIRE SLEEVE INTEGRAL SILICONE (AS1723) (15 MIN) /13/ /27/ 450
J FIRE SLEEVE INTEGRAL SILICONE (5 MIN) /12/ /27/ 450
K INTEGRAL ABRASION SLEEVE (BRAIDED) POLYESTER /10/ 300
L ABRASION SLEEVE COIL (PTFE - AS1293) /7/ 450
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