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AGE-2A at its San Francisco Sep. 2012 meeting decided to amend the document, though stabilized, to add a safety
warning that the use of chains - and therefore the tie-down fitting concerned - is not allowable on civil transport aircraft.
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SAFETY WARNING: The use of chains and, therefore, the tie-down concerned, is not allowable on civil transport aircraft.
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NOTICE

This document has been taken directly from U.S. Military Specification MIL-T-6480A and contains only
minor editorial and format changes required to bring it into conformance with the publishing
requirements of SAE technical standards.

The original Military Specification was adopted as an SAE standard under the provisions of the SAE
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated adoption
of government specifications and standards. TSB rules provide for (a) the publication of portions of
unrevised government specifications and standards without consensus voting at the SAE Committee
level, (b) the use of the existing government specification or standard format, and (c) the exclusion of
any qualified product list (QPL) sections.

1. SCOPE:
1.1 This specification covers one type of aircraft cargo tie down, designated Type C-2.
2. APPLICABLE SPECIFICATIONS, STANDARDS, DRAWINGS, AND PUBLICATIONS:

2.1 The following specifications, standard, and drawing, of the issue in effect on date of invitation for
bids, form a part of this specification to the extent specified herein:

SPECIFICATIONS

Federal
QQ-P-416 Plating, Cadmium (Electrodeposited)
QQ-Z-325 Zinc Plating (Electrodeposited)
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