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NOTICE

This document has been taken directly from U.S. Military Specification MIL-F-7092, Amendment 2,
Notice 2, Notice 3 and contains only minor editorial and format changes required to bring it into
conformance with the publishing requirements of SAE technical standards. The initial release of this
document is intended to replace MIL-F-7092, Amendment 2, Notice 2, Notice 3. Any part numbers
established by the original specification remain unchanged.

The original Military Specification was adopted as an SAE standard under the provisions of the SAE
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated adoption
of government specifications and standards. TSB rules provide for (a) the publication of portions of
unrevised government specifications and standards without consensus voting at the SAE Committee
level, and (b) the use of the existing government specification or standard format.

Under Department of Defense policies and procedures, any qualification requirements and associated

qualified products lists are mandatory for DOD contracts. Any requirement relating to qualified products
lists (QPL’s) has not been adopted by SAE and is not part of this SAE technical document.
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1. SCOPE:

1.1 This specification covers the requirements for one type of tiedown fitting for installation in the floors

of aircraft.

2. APPLICABLE SPECIFICATIONS, OTHER PUBLICATIONS, AND DRAWINGS:

2.1 The following publications, of the issue in effect on date of invitation for bids, shall form a part of this
specification to the extent specified herein:

2.1.1 Specifications:
Military
JAN-P-120
JAN-P-105

JAN-P-106
JAN-P-125

JAN-P-139
MIL-S-6758

Packaging and Packing for Overseas Shipment - Cartons, Folding,
Paperboard

Packaging and Packing for Overseas Shipment - Boxes, Wood, Cleated,
Plywood

Packaging and Packing for Overseas Shipment - Boxes, Wood, Nailed
Packaging and Packing for Overseas Shipment - Barrier-Materials,
Waterproof, Flexible

Packaging and Packing for Overseas Shipment - Plywood, Container Grade
Steel; Chrome-Molybdenum (4130) Bars, Rods, and Forging Stock (For
Aircraft Applications)

Air Force-Navy Aeronautical

AN-QQ-S-689
AN-P-13
AN-S-12
AN-QQ-S-685
U. S. Army
94-40645

2.1.2 Other Publications:

Steel; Nickel (2330), Bar and Rod

Preservation and Packaging; Parts and Equipment (General Specification for)
Steel; Chrome-Nickel-Molybdenum (8630) Sheet and Strip

Steel; Chrome-Molybdenum (4130), Plate, Sheet, and Strip

Marking; Exterior, Domestic and Export Shipment, by Contractors

Bureau of Supplies and Accounts

Navy Shipment Marking Handbook
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