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Nadcap Requirements for Couplings and Formed Sheet Metal Components 

RATIONALE 

AS7112/3A is being cancelled and superseded by PRI AC7112/3. 

CANCELLATION NOTICE 
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1. SCOPE: 

 This Aerospace Standard (AS) is to be used as a supplement to SAE AS7112.  In addition 
to the requirements contained in AS7112, the requirements contained herein shall apply to 
suppliers seeking Nadcap Fluid System Components Accreditation for the manufacture of 
Couplings and formed Sheet Metal Components. 

2. REFERENCES: 

2.1 SAE Publications: 

 Available from SAE, 400 Commonwealth Drive, Warrendale PA  15096-0001. 

AS7112 Nadcap Fluid System Components Manufacturing Requirements 

2.2 PRI Publications: 

 Available from Performance Review Institute, 161 Thornhill Road, Warrendale, PA 15086-
7527. 

AC7112 Nadcap Fluids Systems Manufacturers Audit Criteria 

3. WORK INSTRUCTIONS: 

3.1 There shall be properly identified and referenced work instructions for the manufacture of 
the product(s). 

3.2 Work instructions shall be available at the point of use. 

3.3 Equipment to be used shall be defined. 
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4. RAW MATERIAL: 

4.1 There shall be a clearly identified and referenced procurement specification. 

4.2 The procurement specification shall provide for lot identification. 

4.3 Applicable handling and storage requirements shall be followed. 

4.4 Purchase order requirements shall be defined for certification by the raw material supplier 
as applicable. 

a. Chemical/physical properties 

b. Heat lot 

c. Surface treatment 

d. A copy of certification or other traceability identification shall be attached to or 
maintained  with material throughout its processing to preclude co-mingling and 
maintain lot traceability? 

5. FABRICATION OF COMPONENT PARTS: 

5.1 The manufacturer shall have controlled design standard(s)/drawing(s) for component 
parts. 

5.2 The design standard/drawing shall be traceable to the �as qualified� assembly. 

5.3 If fabrication is to a detailed industry/customer standard, or license, the design 
standard/drawing shall be traceable to the source design. 

5.4 There shall be documented procedures for machining/forming (rolling, flaring, beading, 
linear or axial swaging, welding, etc.).  Procedures shall address: 

a. Sequence of operations 

b. Tooling 

c. Lubricant(s)/Coolant(s) 

d. Cleaning for joining (EPA compliance) 

5.5 Inspection criteria shall be established. 
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