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1. SCOPE 

1.1 Type 

This specification covers tubular-shaped pins, fabricated from carbon steel, having a full-length longitudinal slot to permit 
flexure when inserted into a hole. 

1.2 Application 

This product has been used typically to provide a pin with sufficient flexure to remain tight against the surface of a hole 
into which it has been inserted, after adjusting itself to the hole tolerances. 

1.3 Dimensioning and Tolerances 

Unless otherwise specified herein, dimensions and tolerances are in inches. 

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications 
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the 
event of conflict between the text of this document and the references cited herein, the text of this document takes 
precedence. Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption 
has been obtained. 
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2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or 724-776-4970 (outside USA), www.sae.org. 

AMS 2370 Quality Assurance Sampling and Testing Carbon and Low-Alloy Steels, Wrought Products and 
Forging Stock 

AMS 5120 Steel Strip, 0.68 - 0.80C (SAE 1074) 

AMS 5121 Steel Sheet and Strip (0.90 1.04C) (SAE 1095) Annealed 

2.1.2 ASTM Publications 

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959, Tel: 
610-832-9585, www.astm.org. 

ASTM B 117 Salt Spray (Fog) Testing 

ASTM E 18 Rockwell Hardness and Rockwell Superficial Hardness of Metallic Materials 

2.1.3 ASME Publications 

Available from ASME, 22 Law Drive, P.O. Box 2900, Fairfield, NJ 07007-2900, Tel: 973-882-1170, www.asme.org. 

ASME B 18.8.2 Tappered Pins, Dowel Pins, Straight Pins, Grooved Pins and Spring Pins (Inch Series) 

ASME B 46.1 Surface Texture (Surface Roughness, Waviness, and Lay) 

2.2 Definitions 

DEFECTIVE:  A unit of product which contains one or more defects. 

PRODUCTION INSPECTION LOT:  Shall be all finished parts of the same part number, made from a single heat alloy, 
heat treated at the same time to the same specified condition, produced as one continuous run, and submitted for 
manufacturer’s inspection at the same time. 

3. TECHNICAL REQUIREMENTS 

3.1 Material 

Shall be steel strip conforming to AMS 5120 or AMS 5121. 

3.2 Condition 

Austempered, zinc phosphate treated, and oiled. 

3.3 Design 

Finished (completely manufactured) parts shall conform to the following requirements: 

3.3.1 Design and Dimensions 

In accordance with the applicable standard/drawing. 
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