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Superseding AS7225A 

Rivets, Carbon Steel 
Procurement Specification for 

 FSC 5320 

RATIONALE 

This revision adds alternate hardness requirements for rivets less than 0.125 inch nominal diameter and additional testing 
procedures. It also adds a referee method for acceptance of small diameter rivets. 

1. SCOPE 

1.1 Type 

This procurement specification covers aircraft-quality solid rivets and tubular end rivets made from a carbon steel of the 
type identified under the Unified Numbering System as UNS G10100. 

1.2 Application 

Primarily for joining steel parts where a low shear strength is adequate and destruction of the fastener for repair or 
replacement is permissible. 

1.3 Dimensions and Tolerances 

Unless otherwise specified herein, dimensions and tolerances are in inches. 

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications 
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the 
event of conflict between the text of this document and references cited herein, the text of this document takes precedence. 
Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption has been 
obtained. 
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2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org. 

AMS2259 Chemical Check Analysis Limits, Wrought Low-Alloy and Carbon Steels 

AMS2400 Plating, Cadmium 

AS125101 thru AS125250 Rivet - 100° Countersunk Head, Mild Steel 

AS125551 thru AS125700 Rivet - Universal Head, Mild Steel 

2.1.2 U.S. Government Publications 

Copies of these documents are available online at https://quicksearch.dla.mil.  

2.1.2.1 Military Specification 

MIL-STD-2073-1 Military Packaging, Standard Practice for 

2.1.2.2 Air Force-Navy Aeronautical Standard 

2.1.3 ASTM Publications 

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959, 
Tel: 610-832-9585, www.astm.org. 

ASTM E18 Standard Test Methods for Rockwell Hardness and of Metallic Materials 

ASTM E140 Standard Hardness Conversion Tables for Metals Relationship Among Brinell Hardness, 
Vickers Hardness, Rockwell Hardness, Superficial Hardness, Knoop Hardness, 
Scleroscope Hardness, and Leeb Hardness 

ASTM E384 Standard Test Method for Microindentation Hardness of Materials  

ASTM E350 Chemical Analysis of Carbon Steel, Low-Alloy Steel, Silicon Electrical Steel, Ingot Iron, and 
Wrought Iron 

2.1.4 NAS Publications 

Available from Aerospace Industries Association, 1000 Wilson Boulevard, Suite 1700, Arlington, VA 22209-3928, 
Tel: 703-358-1000, www.aia-aerospace.org. 

NASM1312-6 Fastener Test Methods, Method 6, Hardness 

2.2 Definitions 

DEFECTIVE: A unit of product which contains one or more defects. 

PRODUCTION INSPECTION LOT: Shall be all finished parts of the same part number, made from a single heat of alloy, 
heat treated at the same time to the same specified condition, produced as one continuous run, and submitted for vendor's 
inspection at the same time. 

2.3 Unit Symbols 

HRB Hardness, Rockwell B scale 

% Percent (1% = 1/100) 
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3. TECHNICAL REQUIREMENTS 

3.1 Material 

The rivets shall be made from material conforming to the following: 

3.1.1 Composition 

Shall conform to the percentages by weight specified in Table 1, determined by wet chemical methods in accordance with 
ASTM E350 or by spectrochemical or other analytical methods acceptable to purchaser. 

Table 1 - Material composition 

 
Element 

% by Weight 
Min 

% by Weight 
Max 

Carbon 
Manganese 
Phosphorus 
Sulfur 

0.05 
0.20 

-- 
-- 

0.15  
0.50  
0.040 
0.050 

3.1.1.1 Check Analysis 

Composition variations shall meet the applicable requirements of AMS2259. 

3.1.2 Condition 

Cold drawn wire or bar and annealed. 

3.2 Design 

Unless otherwise specified on the part drawing, rivets furnished to this specification shall conform to the design, dimensions, 
and other requirements specified on the applicable AS standard drawing as in 2.1.1.2 or the applicable AN standard drawing 
as in 2.1.2.2. 

3.3 Fabrication 

Cold headed, unless purchaser permits machining, annealed, and descaled if necessary. 

3.4 Runout of Head 

The circular runout of rivet head relative to its shank shall be within the full indicator movement (FIM) specified in Table 2, 
unless otherwise specified on the part drawing. The measurement shall be taken with the indicator stylus touching the 
periphery of the protruding head, or the conical surface near the top of the flush head, as the rivet is rotated with its shank 
as an axis. 

Table 2 - Circular runout tolerance 

Rivet Shank 
Nominal Diameter 

Inch 

Rivet Head Runout Tolerance 
FIM, Inch 

Flush Head 

Rivet Head Runout Tolerance 
FIM, Inch 

Protruding Head 
0.062 
0.094 
0.125 
0.156 

 
0.188 
0.250 
0.312 
0.375 

0.010 
0.010 
0.010 
0.010 

 
0.010 
0.010 
0.015 
0.015 

0.010 
0.010 
0.010 
0.015 

 
0.015 
0.020 
0.020 
0.020 
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