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Solution Heat Treated
Procurement Specification For
FSC 5320

RATIONALE
In 3.5.1 and Table 3, add ASTM E92 as alternate method of measuring hardness.
1. SCOPE
1.1 Type

This procurement specification covers aircraft-quality solid rivets made from a corrosion- and heat-resistant cobalt alloy of
the type identified under the Unified Numbering System as UNS R30605.

1.2 Application

Primarily for joining parts where a high shear strength is required up to 1500 °F and oxidation resistance up to 2000 °F.
1.3 Dimensions and Tolerances

Unless otherwise specified herein, dimensions and tolerances are in inches.

2. REFERENCES

2.1 Applicable Documents

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the
event of conflict between the text of this document and references cited herein, the text of this document takes precedence.

Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption has been
obtained.

SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.
Copyright © 2024 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of SAE. ™
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2.1.1  SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

AMS2750 Pyrometry

AMS5759 Cobalt Alloy, Corrosion and Heat-Resistant, Bars, Forging Stock, Forgings, and Rings, 52Co - 20Cr -
10Ni - 15W

2.1.2 U.S. Government Publications

Copies of these documents are available online at https://quicksearch.dla.mil.

MIL-STD-1312 Fasteners, Test Methods
MIL-STD-2073-1  DoD Materiel, Procedures for Development and Application of Packaging Requirements
2.1.3 ASTM Publications

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959,
Tel: 610-832-9585, www.astm.org.

ASTM E92 Vickers Hardness Testing

2.2 Definitions

DEFECTIVE: A unit of product that contains one or more defects.

PRODUCTION INSPECTION LOT: Shall be all finished parts of the same part number, made from a single heat of alloy,
heat treated at the same time to the same specified condition, produced as one continuous run, and submitted for the
vendor’s inspection at the same time.

2.3 Unit Symbols

o

degree, angular

HV10 hardness, Vickers, measured under a 10-kg load
% percent (1% = 1/100)
kg kilogram

3. TECHNICAL REQUIREMENTS

3.1 Material

Shall be AMS5759 corrosion- and heat-resistant alloy wire.
3.1.1  Condition

Wire cold drawn from hot-finished wire or rod that has been previously ground or has had surface preparation (other than
by pickling) for removal of seams and other injurious surface imperfections; solution heat treated.

3.2 Design

Rivets furnished to this specification shall conform to the design, dimensions, and other requirements specified on the

applicable part drawing. ocuments
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