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RATIONALE 

This document has been determined to contain basic and stable technology which is not dynamic in nature. This standard 
has been stabilized. 

STABILIZED NOTICE 
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Systems Committee and will no longer be subjected to periodic reviews for currency. Users are responsible for verifying 
references and continued suitability of technical requirements. Newer technology may exist. 
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WARNING 

This document includes cadmium as a plating material. The use of cadmium has been restricted and/or banned for use in 
many countries due to environmental and health concerns. The user should consult with local officials on applicable 
health and environmental regulations regarding its use. 

1. SCOPE 

1.1 Type 

This procurement specification covers plain helical lock washers fabricated from heat treated carbon steel. 

1.2 Application 

Primarily for use with threaded fasteners; not recommended for use at temperatures higher than 450 °F (230 °C). 

2. REFERENCES 

2.1 Applicable Documents  

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications 
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the 
event of conflict between the text of this document and references cited herein, the text of this document takes 
precedence. Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption 
has been obtained. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside 
USA and Canada) or 724-776-4970 (outside USA), www.sae.org. 

AMS 2259  Chemical Check Analysis Limits, Wrought Low-Alloy and Carbon Steels 

AMS 2400  Plating, Cadmium 
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