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1. SCOPE:
1.1 Form:

This procurement specification covers flat gaskets for aircraft engine accessory drive,
Type XX, in accordance with AS20010 (replacing AND20010).

1.2 Application:

Primarily for use between propeller controls and aircraft engine accessory mounting pads
on turboprop and reciprocating engines.

2. REFERENCES:
2.1 Applicable Documents:

The following publications form part of this specification to the extent specified herein.
The latest issue of SAE publications shall apply. The applicable issue of other documents
shall be the issue in effect on the date of the purchase order. In the event of conflict
between the text of this document and references cited herein, the text of this document
shall take precedence. Nothing in this document, however, supersedes applicable laws
and regulations unless a specific exemption has been obtained.
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2.1.1  SAE Publications: Available from SAE, 400 Commonwealth Drive, Warrendale, PA

15096-0001.

AMS 2810 Identification and Packaging, Elastomeric Products

AMS 4120 Aluminum Alloy, Bars, Rods, and Wire, Rolled, or Cold Finished,
4.4Cu 1.5Mg 0.60Mn, Solution Heat Treated and Naturally Aged

AS8879 Screw Threads - UNJ Profile, Inch

AS9144 Gasket - Type XX Engine Accessory Drive

AS9502 Bolt, Machine - Hexagon Head, Drilled, 1 Hole, Full Shank, Cres,
UNS S66286, 130 ksi min, .3125-24 UNF-3A

AS100026 Safety Wire, Cres, AMS 5685

thru

AS100035

AS20010 Drive - Type XX Engine Accessory - Design Standard for

2.1.2 U.S. Government Publications: Available from The Department of Defense Single Stock
Point for Military Specifications, Standards and Related Publications (DODSSP) through
the web at hitp.//vww . dodssp.dapsmil or in writing at DODSSP, Building 4 / Section D,
700 Robbins Avenue, Philadelphia, PA 19111-5094.

MIL-STD-2073-1  Standard Practice for Military Packaging
MS17301 Stud - Straight, .3125-18 x .3125-24 (AS8879)

2.1.3 ASME Publications: Available from the American Society of Mechanical Engineering
{(ASME) through the web at hitp://www.asme.org or in writing at ASME, 22 Law Drive,
Box 2900, Fairfield, NJ 07007-2900.
ANSI ¥14.5M-1982 Dimensioning and Tolerancing

2.1.4 ASTM Publications: Available from ASTM through the web at http://www.astm.org or in
writing at 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.

ASTM D 413 Standard Test Methods for Rubber Property - Adhesion to Flexible
Substrate
ASTM D 471 Test for Rubber Property - Effect of Liquids
ASTM D 573 Test Method for Rubber - Deterioration in an Air Oven
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2.2 Definitions:
PRODUCTION INSPECTION LOT:
Shall be all finished parts of the same part number made from the same batch of
compound processed in one continuous run and presented for vendor's inspection at one
time.
BATCH:
The guantity of compound run through a mill or mixer at one time.
2.3 Unit Symbols:
% - percent (1% = 1/100)
Ibf - pound-force
°C - degree Celsius
kN - kilonewton
psi - pounds per square inch
HRC - hardness Rockwell C scale
in-Ibf - inch-pound, moment
Ibf-in - pound-inch, torque
cps - cycles per second
3. TECHNICAL REQUIREMENTS:
3.1 Material:
Shall consist of screen made of corrosion resistant steel wire of 18Cr-8Ni (UNS $30400)
c:r:alg:iZ;-jZNi (UNS S31600) type firmly bonded between two thicknesses of rubberlike

3.2 Design:

Shall conform to the requirements of the drawing (e.g., AS9144).
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