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For more information on this standard, visit 
https://www.sae.org/standards/content/AS7928/11G/ 
 

 
 
 
 

RATIONALE 
 
AS7928/11G IS BEING STABILIZED BECAUSE THE COMMITTEE DOES NOT ANTICIPATE FUTURE TECHNICAL 
CHANGES. STABILIZATION DOES NOT IMPLY THE PROCESS OR PRODUCT IS UNACCEPTABLE FOR 
APPLICATIONS FOR WHICH IT IS DESIGNED. THE TERMINAL DEFINED BY THIS SPECIFICATION IS THE TIN 
WHISKER RESISTANT VERSION OF THE AS20659 TERMINAL. THERE ARE NO QUALIFIED SUPPLIERS. FOR 
PROCUREMENT, USERS ARE RECOMMENDED TO USE THE QUALITY ASSURANCE REQUIREMENTS OF AS7928 
AND A QUALIFIED AS20659 SUPPLIER. ANY TECHNICAL CHANGES NOTED BY A SUPPLIER OR USER WHICH 
RESULTS IN A PRODUCT OR REQUIREMENT CHANGE WILL BE ADDRESSED BY A NEW REVISION. 
 

STABILIZED NOTICE 
 
THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE AE-8C2 TERMINATING DEVICES AND TOOLING 
COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE 
RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS. 
NEWER TECHNOLOGY MAY EXIST. 
 

Full document details: SAE AS7928_11G

https://www.sae.org/standards/content/PRODCODE/
http://www.avadocuments.com/doc/sae-as7928-11g
http://www.avadocuments.com/doc/sae-as7928-11g
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  NOTICE 
 
THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS7928. 
 

 
 

FIGURE 1 - TERMINAL AND WIRE INSULATION GRIPS FOR WIRE SIZE 22 THROUGH 14 
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FIGURE 1 - TERMINAL AND WIRE INSULATION GRIPS FOR WIRE SIZE 22 THROUGH 14 (CONTINUED) 
 

 
 

FIGURE 2 - TERMINALS FOR WIRE SIZE 12 THROUGH 0000 (NO WIRE INSULATION GRIP) 
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