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RATIONALE

2 AS7928/13 IS BEING STABILIZED BECAUSE THE PROCESSES/PRODUCT IS CONSIDERED MATURE AND THE

> COMMITTEE DOES NOT ANTICIPATE FUTURE TECHNICAL CHANGES. STABILIZATION DOES NOT IMPLY THE

F PROCESS OR PRODUCT IS UNACCEPTABLE FOR APPLICATIONS FOR WHICH IT IS DESIGNED. ANY TECHNICAL

ﬁ CHANGES NOTED BY A SUPPLIER OR USER WHICH RESULTS IN A PRODUCT OR REQUIREMENT CHANGE WILL

'cs: BE ADDRESSED BY A NEW REVISION. A QUALIFIED SUPPLIER IS STILL MAINTAINED.

g STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE AE-8C2 TERMINATING DEVICES AND TOOLING
COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE
RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS.
NEWER TECHNOLOGY MAY EXIST.
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NOTICE

THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS
DOCUMENT AND THE LATEST ISSUE OF AS7928.

H ,062 MIN. FOR WIRE SIZE COLOR RING ORWIDTH OF
[~ LONGITUDINAL STRIPES EXCEPT SIZE 26 AND 24
INSPECTION HOLE LONGITUDINAL STRIPES MAY BE .031 INCH WIDE
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/ 125 FOR 84
BLUE DOT 175 FOR 21
G DIA. .240 FOR 0
1300 FOR 00
B REF. MIN. CABLE INSUL. SUPPORT: .069 FOR 26 AND 24
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FIGURE 1 - AS7928/13 TERMINAL

AEROSPACE STANDARD
TERMINALS, LUG AND SPLICES, CONDUCTOR, CRIMP STYLE, AS7928™/13 REV.
COPPER TERMINAL, LUG, INSULATED, TIN WHISKER SHEET&O
INTERNATIONAL- RESISTANT, RING TONGUE, BELL-MOUTHED, TYPE I, b&&um erﬂs
CLASS 1 (FOR 150 °C TOTAL CONDUCTOR TEMPERATURE) YV
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