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FULL REVISION REQUIRED TO ADDRESS TOOL APPLICATIONS, QUALIFICATION, MINOR TECHNICAL CHANGES,
AND EXTENSIVE EDITORIAL CHANGES FOR REQUIREMENT CLARIFICATION.
™ NOTICE
s
% THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS
q DOCUMENT AND THE LATEST ISSUE OF AS7928.
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This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is

entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

ISSUED 1999-04 REAFFIRMED 2012-08

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.
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TABLE 1 - DIMENSIONS

GDIA NAVY
TERM.
AND
TONGUE | WIRE
J INSUL. | WIRE | SHAPE | SIZE
DASH| WIRE | STUD | A B c E F MIN | L W | SLEEVE | SIZE (REF | (REF
NO. | SIZE | SIZE | MAX | MAX | 010 | D | DIA | DIA | MAX | MIN | DIA | MAX | M | +005 | COLOR | COLOR | ONLY) | ONLY)
1 4(112)| 842 143 122 | 114 125 237 L86P-1
2 4 (112) [ 1.061 195 122 | 114 156 237 L85P-1
3 5(125)| .905 143 137 | 129 125 277 L83P-1
4 | 22 [6(138)]1.061 .156 [ 195 % % % 152 | 142 | .110 [ 156 % 237 | RED | GREEN | L84P-1 | 1-2
5 6 (138) | 1.155 227 |- : ' 152 | 142 250 | 302 L81P-1
6 8 (164) | 1.155 227 178 | .168 250 302 L82P-1
7 8 (164) | 1.405 310 178 | .168 281 390 L80P-1
8 4(112)| 842 143 122 | 114 125 237 L86P-1
9 4 (112) [ 1.061 195 122 | 114 156 237 L85P-1
10 5(125)| .905 143 137 | 129 125 277 L83P-1
11 | 20 [6(138)]1.061 | .156 | .195 % % % 152 | 142 | 130 | 156 % 237 | RED RED | L84P-1 | 12
12 6 (138) | 1.155 227 |- : ' 152 | 142 250 | 302 L81P-1
13 8 (164) [ 1.155 227 178 | .168 250 302 L82P-1
14 8 (164) | 1.405 310 178 | .168 281 390 L80P-1
15 4(112)| 842 143 122 | 114 125 237 L86P-1
16 4 (112) [ 1.061 195 122 | 114 156 237 L85P-1
17 5(125)| .905 143 137 | 129 125 277 L83P-1
18 | 18 [6(138)[1.061 | 156 [ 195 | 0o | 208 | 079 7457 | 142 | 150 [ 456 | 020 [237 | RED | WHITE [ Leap-i | 1-2
19 6 (138) | 1.155 227 | : : 152 | 142 250 | 302 L81P-1
20 8 (164) | 1.155 227 178 | .168 250 302 L82P-1
21 8 (164) | 1.405 310 178 | .168 281 390 L80P-1
22 4(112)| 842 143 122 | 114 125 237 L86P-2
23 4(112) | 1.061 195 122 | 114 156 237 L85P-2
24 5(.125)| .905 143 137 | 129 125 277 L83P-2
25 | 16 [6(138)] 1.061 | .156 | .195 % % % 152 | 142 | 110 | 156 % 237 | BLUE | BLUE | L84P2 [21/2-4
26 6 (.138) | 1.155 227 | ' ' 152 | 142 250 | 302 L81P-2
27 8 (.164) | 1.155 227 178 | .168 250 302 L82P-2
28 8 (164) | 1.405 310 178 | .168 281 390 L80P-2
29 4(112)| 842 143 122 | 114 125 237 L86P-2
30 4 (112) | 1.061 195 122 | 114 156 237 L85P-2
31 5(125)| .905 143 137 | 129 125 277 L83P-2
32 | 14 [6(138)| 1.061 | .156 | .195 % % % 152 | 142 | 130 [ 156 % 237 | BLUE | GREEN | L84P2 [21/2-4
33 6 (138) | 1.155 227 |- : ' 152 | 142 250 | 302 L81P-2
34 8 (164) | 1.155 227 178 | .168 250 302 L82P-2
35 8 (164) | 1.405 310 178 | .168 281 390 L80P-2
36 4 (112) [ 1.062 143 122 | 114 125 237 L86P-3
37 4 (112) [ 1.281 195 122 | 114 156 237 L85P-3
38 5 (125) [ 1.124 143 | as | 300 | 135 137 | 129 A25 | oo | 277 L83P-3
39 | 12 [6(138)[1.281 234 [195 | <22 | 5o | o7 452 | 142 | 150 [ 156 | <052 [ 237 | YELLOW | YELLOW | L84P3 | 6-9
40 6 (138) | 1.359 227 |- : ' 152 | 142 250 | 302 L81P-3
41 8 (164) | 1.359 227 178 | .168 250 302 L82P-3
42 8 (164) | 1.609 310 178 | .168 281 390 L80P-3
43 4 (112) ] 1.062 143 122 | 114 125 237 L86P-3
44 4 (112)] 1.281 195 122 | 114 156 237 L85P-3
45 5 (125) | 1.124 143 | ol a0 | 435 137 1129 25 | |27 L83P-3
46 | 10 [6(138)[1.281] 234 [ 195 | <=0 | <00 | 32 [152 | 142 | 180 [ 156 | <72 [ .237 | YELLOW | BROWN [ L84P-3 | 6-9
47 6 (.138) | 1.359 227 | ' ' 152 | 142 250 | 302 L81P-3
48 8 (164) | 1.359 227 178 | .168 250 302 L82P-3
49 8 (.164) | 1.609 310 178 | .168 281 390 L80P-3
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