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TABLE 1 - DIMENSIONS

STUD SIZE C GDA | J W&H1/ | INSUL. | WIRE
DASH | WIRE DA| A | B |[MN E|F MIN SLEEVE | SIZE
NO. | size [sTub  (N) | MAX [MIN|RAD| D | DIA | DIA |MAX|MIN|DIA| L |[MAX|MIN| COLOR | COLOR

1 2 (086)| .740 133 .098 | .090 210|133
2 4 (112)| 786 A7 122|114 193
3 | 26 6  (.138) 126 % % :8% 152 | 142 | .060 :8% 200 YELLOW | BLACK
4 8 (164)| .886 202 178 | 168 245
5 10 (.190) 227 203 | .193 3%
6 2 (086)| .740 133 .098 | .090 210|133
7 4 (112)| 786 A7 122|114 193
8 | 24 6  (.138) 126 % % :8% 152 | 142 | .070 :8% 200 YELLOW | BLUE
9 8 (164)| .886 202 178 | 168 245
10 10 (.190) 227 203 | .193 3%
70 2 (086)| .790 15 .098 | .090 198
11 4 (112 122 | 114 230
= P—— 801 125 210
13 6  (138)| .911 - 102142 260 | 245
14 8 (164 178 | 168
- 22 " ;1901 956 | 156 o % % % 05| 103 .080 % 320|.305| RED |GREEN
16 14 (.250) 265 275 | 260
17 5116 (.312) 1196 296 338 | .323 473 | 450
18 3/8  (.375) 328 400 | 385 540 | 520
19 112 (.500) 1.966 453 525 | 510 720 | 705
71 2 (086)| .790 15 .098 | .090 198
20 4 (112 122 | 114 230
v P—— 801 125 210
22 6 (.138)| .911 202 1621 142 260 | 245
23 8 (164 178 | 168
” 20 " ;1901 956 | 156 o % % % 03| 103 .090 % 320|.305| RED | RED
25 14 (.250) 265 275 | 260
26 5116 (.312) 119 296 338 | .323 473 | 450
27 3/8  (.375) 328 400 | .385 540 | .520
28 112 (.500) 1.966 453 525 | 510 720 | 705
72 2 (086)| .790 15 .098 | .090 198
29 4 (112 122|114 230
” P—— 801 125 210
31 6  (138)| .911 - 162142 260 | 245
32 8 (164 178 | 168
” 18 " ;‘1901 956 | 156 o % % % 03| 103 100 % 320|.305| RED | WHITE
34 14 (.250) 265 275 | 260
35 5116 (.312) 1,19 296 338 | .323 473 | 450
36 3/8  (.375) 328 400 | .385 540 | 520
37 112 (.500) 1:966 453 525 | 510 720 | 705
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