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REV.
A

RATIONALE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE AE-8A WIRE INSTALLATION COMMITTEE AND
WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE RESPONSIBLE FOR
VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS. THERE IS NO KNOWN
USAGE OR PROCUREMENT OF THIS CABLE ASSEMBLY.

STABILIZED NOTICE

AS7974™/2

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE AE-8A ELEC WIRING AND FIBER OPTIC
INTERCONNECT SYS INSTALL COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR

> .é CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
.g g TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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THE COMPLETE REQUIREMENTS FOR PROCURING CABLE ASSEMBLIES DESCRIBED HEREIN SHALL CONSIST
OF THIS DOCUMENT AND THE ISSUE IN EFFECT OF SPECIFICATION MIL-C-7974.
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