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1. SCOPE
1.1 Purpose

This SAE Aerospace Standard (AS) defines Minimum Performance Standards (MPS), qualification requirements, and
minimum documentation requirements for side-facing seats in civil rotorcraft, transport aircraft, and general aviation
aircraft. The goal is to achieve comfort, durability, and occupant protection under normal operational loads and to define
test and evaluation criteria to demonstrate occupant protection when a side-facing seat/occupant/restraint system is
subjected to statically applied ultimate loads and to dynamic test conditions set forth in Title 14, Code of Federal
Regulations (CFR) Part 23, 25, 27, or 29.

While this document addresses system performance, responsibility for the seating system is divided between the seat
supplier and the installation applicant. The seat supplier's responsibility consists of meeting all the seat system
performance requirements and obtaining and supplying to the installation applicant all the data prescribed by this
document. The installation applicant has the final responsibility in assuring that all requirements for safe seat installation
have been met.

1.2 Applicability

This document addresses the performance criteria for side-facing seat systems requiring dynamic testing to be used in
civil rotorcraft, transport aircraft, and general aviation aircraft. This document applies to seats installed at 90 degrees *
10 degrees from the longitudinal axis of the aircraft (installation angles between 80 to 100 degrees).

1.3 Seat Types

This document covers all passenger and crew seats except pilot and copilot seats for use in aircraft type-certified in the
following categories shown in Table 1:

Table 1 - Seat type categories

Applicable Federal

Seat Type Aircraft Category Regulations
AT Transport Airplane 14 CFR 25
B-N Normal Rotorcraft 14 CFR 27
B-T Transport Rotorcraft 14 CFR 29
C-N General Aviation Aircraft - Normal 14 CFR 23
C-u General Aviation Aircraft - Utility 14 CFR 23
C-A General Aviation Aircraft - Acrobatic 14 CFR 23
c-C General Aviation Aircraft - Commuter 14 CFR 23

1.4  Units
In this document, both U.S. customary units (in-pound) and International System of Units (SI) are provided. In all cases,

the in-pound units take precedence and the Sl (Metric) units provided are approximate and conservative conversions.
Those who routinely use Sl units in practice may make the conversions more precise.
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2. REFERENCES
2.1 Applicable Documents

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications
shall apply, except for AS8049C. The applicable issue of other publications shall be the issue in effect on the date of the
purchase order. In the event of conflict between the text of this document and references cited herein, the text of this
document takes precedence. Nothing in this document, however, supersedes applicable laws and regulations unless a
specific exemption has been obtained.

This document is explicitly linked with and cannot be used without AS8049C. Requirements of each section of AS8049C
apply to this document unless specifically modified by this document. This document utilizes the performance standards
for aircraft seats defined in AS8049C, and the section numbers 1 through 7 directly correspond to those of AS8049C.
Sections 3 through 7 of this document note only differences between the standards of this document and the standards of
AS8049C. Sections 8 and 9 are reserved for future use and material specific to side facing seats begins with Section 10.
Test pulse evaluation shall use the method defined in AS8049C Appendix A.

Future revisions to AS8049 shall not apply to this document unless this document is also revised to match that future
revision of AS8049. In cases where AS8049C states requirements for pilot/copilot seating, such references shall be
ignored as this document does not address side facing pilot/copilot seating.

2.1.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.Sae.org.

SAE J211/1 Instrumentation for Impact Test - Part 1 - Electronic Instrumentation
SAE J211/2 Instrumentation for Impact Test - Part 2: Photographic Instrumentation
SAE J826 Devices for Use in Defining and Measuring Vehicle Seating Accommodation

SAE J1733 Sign Convention for Vehicle Crash Testing

ARP5482 Photometric Data Acquisition Procedures for Impact Test

ARP5526 Aircraft Seat Design Guidance and Clarifications

AS8043 Restraint Systems for Civil Aircraft

AS8049C Performance Standard for Seats in Civil Rotorcraft, Transport Aircraft, and General Aviation Aircraft

Gowdy, V., DeWeese, R., Beebe, M., Wade, B. et al., "A Lumbar Spine Modification to the Hybrid 11l ATD For Aircraft Seat
Tests," SAE Technical Paper 1999-01-1609, 1999, doi:10.4271/1999-01-1609.

2.1.2 Code of Federal Regulations (CFR)

Available from the United States Government Printing Office, 732 North Capitol Street, NW, Washington, DC 20401, Tel:
202-512-1800, www.gpo.gov.

Code of Federal Regulations, Title 14 Part 21 (14 CFR 21) Certification Procedures for Products and Parts

Code of Federal Regulations, Title 14 Part 23 (14 CFR 23) Airworthiness Standards: Normal, Utility, and Acrobatic
Category Airplanes

Code of Federal Regulations, Title 14 Part 25 (14 CFR 25) Airworthiness Standards: Transport Category Airplanes
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Code of Federal Regulations, Title 14 Part 27 (14 CFR 27) Airworthiness Standards: Normal Category Rotorcraft
Code of Federal Regulations, Title 14 Part 29 (14 CFR 29) Airworthiness Standards: Transport Category Rotorcraft

Code of Federal Regulations, Title 14 Part 121 (14 CFR 121) Certification and Operations: Domestic, Flag, and
Supplemental Air Carriers and Commercial Operators of Large Aircraft

Code of Federal Regulations, Title 49 Part 572 (49 CFR 572) Anthropomorphic Test Dummies

Code of Federal Regulations, Title 49 Part 571.214, (14 CFR Part 571) National Highway Traffic Safety Administration
(NHTSA) Federal Motor Vehicle Standard (FMVSS) No. 214; “Side Impact Protection”

ATD Drawing 3703: Available using instructions contained in 49 CFR 572
2.1.3 FAA Publications

Available from Federal Aviation Administration, 800 Independence Avenue, SW, Washington, DC 20591, Tel: 866-835-
5322, www.faa.gov.

FAA Policy Memorandum PS-ANM-25-03-R1, "Technical Criteria for Approving Side-Facing Seats,"” November 20, 2012
2.1.4  Other Publications

Economic Commission for Europe (ECE) Regulation No. 95, Annex 6, "Technical Description of the Side Impact Dummy
(EuroSID)"

Robert D. Huculak & Hamid M. Lankarani (2015), “Methods of evaluating ES-2 leg flail in dynamic evaluation and
certification tests of side-facing aircraft seats,” International Journal of Crashworthiness, DOI:
10.1080/13588265.2015.1076586

2.2 Definitions

2.2.1 Occupant/ATD Characteristics

SAE J211/1 defines ATD coordinate system and provides descriptions of occupant movement. These definitions are
reproduced here for convenience together with additional definitions.

ABDOMINAL: Of or pertaining to the region of the body that contains the internal organs (excluding the respiratory and
cardiac organs). It is bounded by the diaphragm and the pelvis.

CERVICAL: Of or pertaining to the vertebrae in the neck that support the head and link the head to the spine.
NECK EXTENSION: The act of bending the neck backwards.

NECK FLEXION: The act of bending the neck forward such that the chin approaches the sternum.

NIJ: A measure of neck injury calculated in accordance with 49 CFR 571.208 S6.6 (a).

NECK LATERAL BENDING: Neck Lateral Bending is the act of bending the neck such that the ear approaches the
shoulder.

NECK ROTATION: Neck Rotation is the act of moving the chin towards the shoulder.
OCCIPITAL CONDYLE: The points where the skull attaches to the first cervical (neck) vertebra.

PELVIC: Of or pertaining to the pelvis, which is commonly called the hip bone.
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STERNUM: The Sternum is the long flat bone in the upper middle of the front of the chest linking the ribs and the collar
bone. It is also called the breastbone.

THORACIC: Of or pertaining to the thorax, which is the region of the body that includes the ribs and the sternum between
the neck and abdomen. The thorax contains the respiratory and cardiac organs.

2.2.2  General Definitions

AC: Advisory Circular

ARP: Aerospace Recommended Practice
ATD: Anthropomorphic Test Dummy
CFR: Code of Federal Regulations

ECE: Economic Commission for Europe

END CLOSURE: A seat feature or interior component installed adjacent to the seat that is used to limit the movement of
the occupant under dynamic forward load. An end closure is part of the restraint system.

ES-2re SID: Euro SID 2 Side Impact Dummy with Rib Extension.

FLOOR DEFORMATION: A test condition that simulates the deformation of the aircraft floor during an emergency landing
condition. The purpose of introducing floor deformation into a dynamic test is to demonstrate that the seat system will
remain attached to the airframe and protect the occupant even though the aircraft and/or seat may be severely deformed
by the forces associated with a dynamic event.

FR: Federal Register

HIC: Head Injury Criterion

LPA: Lateral Pelvic Acceleration

MONUMENT: Aircraft interior component installed in the aircraft cabin. A monument is not part of the restraint system.

MULTIPLE-OCCUPANT SEAT: An individual seat structure designed for two or more passengers.

OCCUPANT RESTRAINT SYSTEM: Any seat belt, airbag, surrounding structure (bulkhead, armrest, etc.), or any
combination of those items that are required to restrain a seated occupant.

SID: Side Impact Dummy. This includes all types of SIDs.

SIDE FACING SEAT: Seats which are installed at 90 degrees + 10 degrees with respect to the longitudinal axis of
the aircraft.

SINGLE-OCCUPANT SEAT: An individual seat structure designed for one passenger.

3. GENERAL DESIGN

This section outlines the general design requirements for the seat structure and restraint system for side-facing seats. For
the purpose of this document, a side-facing seating system consists of the side facing seat, seat cushions, and restraint
system. Any substitutions to these elements shall be made only on the basis of additional tests and/or rational analysis

based on test.

3.1 Guidance

Paragraph 3.1 in AS8049C is not applicable. Documents
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