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x RATIONALE
AS81044/6A HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.

;3 NOTICE

E

< THE COMPLETE REQUIREMENTS FOR PROCURING THE WIRE DESCRIBED HEREIN SHALL CONSIST OF THIS

S DOCUMENT AND THE ISSUE IN EFFECT OF SPECIFICATION AS81044.
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Jacket - Crosslinked Extruded
Polyvinylidene Fluoride,

Thickness .005 2z .001 Inch

EXCEPT M81044/6-0 THROUGH -2 ARE .010 +/- .002.

Primary Insulation -
Crosslinked Extruded
Polyalkene

NOTE: The jacket thickness for
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§§ ; Conductor -~ Tin Coated Braid - For sizes 2 and
g§ <3 Copper, "General larger only, polyester braid
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ez = WIRE, ELECTRIC, AS81044™/6 REV.
E ° u‘] CROSSLINKED POLYALKENE INSULATED, SHEET 1 OF 4 A
<E < INTERNATIONAL. TIN-COATED COPPER, NORMAL WEIGHT,
26 @ 600 VOLT, 150 °C Documents
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TABLE 1 — CONSTRUCTION DETAILS

DIAMETER OF
STRANDING | conmberon FINISHED WIRE
PARTNO. 1/ |WIRE (ggyfrfgs?f (INCHES)
SIZE | \WG GAGE OF RESISTANCE AT WEIGHT
STow | o 0 | o ey |4ereR | oSt
(MAX) (NOM) 2/| (MAX)
M81044/6-24-* | 24 19X36 | 023 | .026 26.2 057+.002 | 28 3.0
M81044/6-22-* | 22 19X34 | 029 | .033 16.2 069+.003 | 4.1 43
M81044/6-20 | 20 19x32 | .037 | .041 9.88 078+.003 | 58 6.1
M81044/6-18* | 18 19X30 | 046 | .051 6.23 088+.003 | 83 8.7
M81044/6-16* | 16 19X20 | 052 | .058 4.81 097+.004 | 103 | 10.9
M81044/6-14-* | 14 19x27 | 065 | .073 3.06 115+ .004 | 155 | 162
M81044/6-12* | 12 37X28 | .084 | .090 2.02 131+.004 | 230 | 242
M81044/6-10-* | 10 37X26 | 106 | .114 126 161+.005| 353 | 365
M81044/6-8* | 8 133X29 | 158 | A73 701 219+ 006 | 648 | 683
M81044/6-6* | 6 133X27 | 198 | 217 445 260+.007 | 99.2 | 108.0
M81044/6-4* | 4 133X25 | 250 | 274 280 325+ .008 | 1580 | 166.0
M81044/6-2* | 2 665X30 | .320 | .340 183 418+ .013 | 2440 | 265.0
M81044/6-1 | 1 817X30 | .360 | .380 149 460+ .015 | 2950 | 3200
M81044/6-0* | O | 1045X30 | 405 | 425 116 508+.017 | 3700 | 399.0
1/ PART NO.: THE ASTERISKS IN THE PART NUMBER COLUMN, TABLES 1 AND 2, SHALL BE REPLACED BY COLOR CODE
DESIGNATORS IN ACCORDANCE WITH MIL-STD-681. EXAMPLES: SIZE 20, WHITE — M81044/6-20-9; WHITE WITH ORANGE
STRIPE — M81044/6-20-93
2/ NOMINAL VALUES ARE FOR INFORMATION ONLY. NOMINAL VALUES ARE NOT REQUIREMENTS.

3/ BRAID (SIZES 2 AND LARGER): BRIGHT POLYETHYLENE TEREPHTHALATE POLYESTER YARN, 220 DENIER, 34
FILAMENTS MINIMUM, BRAIDED 4 ENDS PER CARRIER; BRAID TO BE TIGHTLY FORMED, UNIFORM IN APPEARANCE,
AND TREATED WITH A CLEAR FINISH COATING. THE FINISHER COATING SHALL BE COMPATIBLE WITH THE
TEMPERATURE RATING AND PERFORMANCE REQUIREMENTS OF THE INSULATED WIRE. BRAID COLORS SHALL BE
LIMITED TO SOLID BROWN, SOLID RED AND SOLID WHITE.
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