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PROCUREMENT SPECIFICATION: AS81582 
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For more information on this standard, visit 
https://www.sae.org/standards/content/AS81582/4A/ 
 

  
 

  

 

 

 

  
RATIONALE 

 
AS81582/4A HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY. 

 

NOTICE 
 
THE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
SPECIFICATION SHEET AND THE LATEST ISSUE OF SAE AS81582. 

FIGURE 1 – ADAPTER CONFIGURATIONS 

INCHES MM INCHES MM INCHES MM INCHES MM INCHES MM 
.002 
.008 
.010 
.014 
.015 
.017 
.018 
.020 
.022 
.025 
.030 
.035 
.036 
.040 
.050 
.070 
.075 
.080 

  .05 
  .20 
  .25 
  .36 
  .38 
  .43 
  .46 
  .51 
  .56 
  .64 
  .76 
  .89 
  .91 
1.02 
1.27 
1.78 
1.91 
2.03 

.085 

.100 

.115 

.135 

.145 

.170 

.180 

.190 

.240 

.260 

.400 

.430 

.440 

.464 

.470 

.490 

.495 

.500 

  2.16 
  2.54 
  2.92 
  3.43 
  3.68 
  4.32 
  4.57 
  4.83 
  6.10 
  6.60 
10.16 
10.92 
11.18 
11.79 
11.94 
12.45 
12.57 
12.70 

  .510 
  .585 
  .595 
  .671 
  .675 
  .683 
  .713 
  .723 
  .750 
  .760 
  .795 
  .800 
  .803 
  .805 
  .813 
  .820 
1.015 
1.025 

12.95 
14.86 
15.11 
17.04 
17.15 
17.35 
18.11 
18.36 
19.05 
19.30 
20.19 
20.32 
20.40 
20.45 
20.65 
20.83 
25.78 
26.04 

1.062 
1.065 
1.067 
1.085 
1.115 
1.118 
1.122 
1.131 
1.134 
1.153 
1.155 
1.163 
1.166 
1.168 
1.172 
1.194 
1.198 
1.245 

26.97 
27.05 
27.10 
27.56 
28.32 
28.40 
28.50 
28.73 
28.80 
29.29 
29.34 
29.54 
29.62 
29.67 
29.77 
30.33 
30.43 
31.62 

1.250 
1.255 
1.261 
1.264 
1.450 
1.454 
1.800 
1.810 
1.910 
1.930 
2.068 
2.098 
2.290 
2.310 
2.465 
2.485 
2.845 
2.865 

31.75 
31.88 
32.03 
32.11 
36.83 
36.93 
45.72 
45.97 
48.51 
49.02 
52.53 
53.29 
58.17 
58.67 
62.61 
63.12 
72.26 
72.77 
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FIGURE 1 - ADAPTER CONFIGURATIONS (CONTINUED) 

 

 

FIGURE 2 – TYPE A TERMINATION                                                                  FIGURE 3 – TYPE B TERMINATION 

TABLE 1 – TERMINATION CONFIGURATIONS/DIMENSIONS 

DASH NUMBER CONFIGURATION TERMINATION TYPE X DIMENSION WEIGHT (LBS) 

-1 STRAIGHT A 2.865/2.845 0.12 MAX. 

-2 STRAIGHT B 2.485/2.465 0.12 MAX. 

-3 105 DEGREES A 2.310/2.290 0.18 MAX. 

-4 105 DEGREES B 1.930/1.910 0.18 MAX. 
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