FEDERAL SUPPLY CLASS
>. 5935
w m
(14
RATIONALE
o REVISION IS REQUIRED TO UPDATE THE CONNECTOR INSERT AND INSTALLING/REMOVAL TOOL REFERENCES.
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SUGGESTED PANEL CUTOUT DIMENSIONS

INCH | MM INCH | MM INCHES | MM INCHES | MM INCHES | MM
.006 .15 .118 | 3.00 521 13.23 1.387 35.23 1.725 43.82
.040 | 1.02 122 | 3.10 541 13.74 1.425 36.20 1.765 44.83
.047 | 1.19 133 | 3.38 .570 14.48 1.427 36.25 1.785 45.34
.050 | 1.27 187 | 4.75 .7185 18.25 1.437 36.50 1.985 50.42
.055 | 1.40 .198 | 5.038 .720 18.29 1.445 36.70 1.997 50.72
.065 | 1.65 281 | 7.14 1.000 25.40 1.447 36.75 2.015 51.18
117 | 2.97 297 | 7.54 1.367 34.72 1.634 41.50 2.027 51.49
2.413 61.29

FIGURE 1 - CONNECTOR SUGGESTED PANEL CUTOUT/RECOMMENDED MATED POSITION
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FIGURE 2 - CONNECTOR CONFIGURATIONS AND DIMENSIONS
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