FEDERAL SUPPLY CLASS
>. 5935
W o|m
14 RATIONALE
THE C1 COMMITTEE HAS RECOMMENDED STABILIZATION OF THIS DOCUMENT BASED ON NO QPL SOURCES.
™ ANY EDITORIAL OR TECHNICAL CHANGES NEEDED TO ALIGN THIS DOCUMENT WITH SIMILAR CURRENTLY
L0 PUBLISHED DETAIL SHEETS SHALL BE MADE AT SUCH TIME A POTENTIAL SOURCE REQUESTS AUTHORIZATION
2\ TO QUALIFY TO THIS DOCUMENT.
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8 STABILIZED NOTICE
-
[e0] THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE AE-8C1 CONNECTORS COMMITTEE AND WILL
(Q NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE RESPONSIBLE FOR
VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY
% MAY EXIST.
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SUGGESTED PANEL
CUT-OUT DIMENSIONS
INCHES MM INCHES MM INCHES MM INCHES MM INCHES MM
.040 1.016 .326 8.280 1.252 31.801 1.450 36.830 2.600 66.040
.060 1.524 717 18.212 1.389 35.281 2.062 52.375 2.604 66.142
.080 2.032 721 18.313 1.395 35.433 2.082 52.883 2.633 66.878
110 2.794 .885 22.479 1.407 35.738 2.235 56.769 3.937 100.000
115 2.921 .897 22.784 1.413 35.890 2.245 57.023 4.226 107.442
120 3.048 1.010 25.654 1.424 36.170 2.250 57.150 4.230 107.442
125 3.175 1.030 26.162 1.428 36.271 2.270 57.658 4.540 115.316
.140 3.556 1.165 29.591 1.435 36.449 2.485 63.119 4.570 116.078
.145 3.683 1.248 31.699 1.439 36.551 2.515 63.881

FIGURE 1 — CONNECTOR SUGGESTED PANEL CUTOUT/RECOMMENDED MATED POSITION
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