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THIRD ANGLE PROJECTION 

CUSTODIAN: AE-8/AE-8C1 
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 SAE values your input. To provide feedback on this 
 Technical Report, please visit  
 HTTP://STANDARDS.SAE.ORG/AS81659/58B  
 

 
 
 
 

RATIONALE 
 
THE C1 COMMITTEE HAS RECOMMENDED STABILIZATION OF THIS DOCUMENT BASED ON NO QPL SOURCES. 
ANY EDITORIAL OR TECHNICAL CHANGES NEEDED TO ALIGN THIS DOCUMENT WITH SIMILAR CURRENTLY 
PUBLISHED DETAIL SHEETS SHALL BE MADE AT SUCH TIME A POTENTIAL SOURCE REQUESTS AUTHORIZATION 
TO QUALIFY TO THIS DOCUMENT. 
 

STABILIZED NOTICE 
 
THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE AE-8C1 CONNECTORS COMMITTEE AND WILL 
NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE RESPONSIBLE FOR 
VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY 
MAY EXIST. 
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FIGURE 1 – CONNECTOR SUGGESTED PANEL CUTOUT/RECOMMENDED MATED POSITION 
 
 
INCHES MM  INCHES MM  INCHES MM  INCHES MM  INCHES MM 

.060 

.110 

.118 

.120 

.125 

.140 

.225 

.235 

1.524 
2.794 
2.997 
3.048 
3.175 
3.556 
5.715 
5.969 

 .885 
.897 

1.010 
1.030 
1.165 
1.200 
1.450 
2.012 

22.479 
22.784 
25.654 
26.162 
29.591 
30.480 
36.830 
51.105 

   2.016 
  2.062 
  2.082 
  2.490 
  2.494 
  2.514 
  2.778 
  2.782 

51.206 
52.375 
52.883 
63.246 
63.348 
63.856 
70.561 
70.663 

   2.786 
  2.788 
  3.095 
  3.125 
  4.023 
  4.033 
  4.850 
  4.875 

70.764 
70.815 
78.613 
79.375 

102.184 
102.438 
123.190 
123.825 

 4.895 
 5.085 
5.105 

124.333 
129.159 
129.667 
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