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For more information on this standard, visit 
https://www.sae.org/standards/content/AS81714/29A/ 

 

 
 

RATIONALE 
 

REVISION IS REQUIRED TO CLARIFY DRAWINGS, UPDATE REFERENCES, UPDATE GOVERNMENT RELATED 
TERMINOLOGY, AND ADDRESS TECHNICAL REQUIREMENTS AS NEEDED. 
 
AS81714/29A HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY. 

NOTICE 

THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS81714. 
 
 

 

FIGURE 1 - AS81714/29 STYLE 1 MOUNTING BRACKET (SEE APPLICATION NOTES)  

  

Full document details: SAE AS81714_29A

http://avadocuments2026.com/doc/sae-as81714-29a
http://avadocuments2026.com/doc/sae-as81714-29a


 

 

AEROSPACE STANDARD 
AS81714™/29 
SHEET 2 OF 3 
 

REV. 
A 

 
(R) TERMINAL JUNCTION SYSTEM, BRACKET, 

BLOCK MOUNTING, SERIES I 

 

 

FIGURE 2 - AS81714/29 STYLE 2 MOUNTING BRACKET (SEE APPLICATION NOTES)  

REQUIREMENTS: ALL REQUIREMENTS SHALL CONSIST OF THIS DOCUMENT AND THE LATEST ISSUE OF AS81714. 
 

CONFIGURATION 
 

1. DIMENSIONS BE SHALL IN INCHES, AS SPECIFIED IN FIGURES 1 AND 2. METRIC EQUIVALENTS (TO THE NEAREST 0.01 MM) IN 
TABLE 1 ARE GIVEN FOR GENERAL INFORMATION ONLY AND ARE BASED UPON 1 INCH = 25.4 MM. 

 
2. CONFIGURATION IS OPTIONAL WITHIN THE DIMENSIONS SPECIFIED. 

 
3. BRACKET SHALL BE FREE OF ALL BURRS AND SHARP EDGES SHALL BE .015R MAXIMUM. 

 
MATERIALS 

 
1. BRACKET SHALL BE ALUMINUM ALLOY 6061, TEMPER T4 IN ACCORDANCE WITH AMSQQ-A-200/9. 

 
2. ALUMINUM FINISH SHALL BE ANODIC COATED IN ACCORDANCE WITH MIL-A-8625, TYPE II, CLASS 2, BLACK.   
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