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For more information on this standard, visit 
https://www.sae.org/standards/content/AS81790/3A/ 
 

 
 
 
 

RATIONALE 
 

CANCELLATION IS REQUIRED BECAUSE THE SUPPLIER DID NOT PRODUCE THE GAGE AND THE MILITARY NO 
LONGER PREFERRED ITS USAGE. 
 

CANCELLATION NOTICE 
 
THIS TECHNICAL REPORT HAS BEEN DECLARED "CANCELLED" AS OF MAY 2026. BY THIS ACTION, THIS 
DOCUMENT WILL REMAIN LISTED IN THE RESPECTIVE INDEX, IF APPLICABLE. CANCELLED TECHNICAL REPORTS 
ARE AVAILABLE FROM SAE. 
 

Full document details: SAE AS81790_3A

https://www.sae.org/standards/content/PRODCODE/
http://www.avadocuments.com/doc/sae-as81790-3a
http://www.avadocuments.com/doc/sae-as81790-3a
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NOTICE 

THE REQUIREMENTS FOR PROCURING THE PIN INSPECTION GAGE DESCRIBED HEREIN SHALL CONSIST OF THIS 
SPECIFICATION AND THE LATEST ISSUE OF:  SAE AS81790 
 

FIGURE 1 – AS81790/3-1 RECEPTACLE PIN INSPECTION GAGE 

REQUIREMENTS 
 
1. DIMENSIONS IN INCHES SHALL BE IN ACCORDANCE WITH FIGURE 1 AFTER PLATING. OUTSIDE DIAMETER 

SHALL BE 1.00 MAXIMUM. INSIDE DIAMETER CONTROL CONTACT GAGE DEPTH SHALL 0.760 MINIMUM AND 
POWER CONTACT GAGE DEPTH SHALL BE 2.000 MINIMUM. INTERIOR ENTRY SHALL BE CHAMFER TO 
.010/.005 X 45 DEGREES. TOWARD THE INTERIOR SURFACE. ALL EDGES SHALL BE BROKEN. 

 
2. MATERIALS 
 

A. BODY SHALL BE STAINLESS STEEL IN ACCORDANCE WITH UNS S31603. 
 

B. FINISH SHALL BE PASSIVATED IN ACCORDANCE WITH ASTM A967 OR AMS2700. 
 

C. INTERIOR DIAMETER SURFACE SHALL BE POLISHED TO 8 MICROINCHES 
 
3. MARKING (LOCATION OPTIONAL) 
 

A. SUPPLIER NAME OR SYMBOL. SYMBOL SHALL BE IN ACCORDANCE AIR1351. 
 

B. SAE PART NUMBER. 

C. SUPPLIER PART NUMBER. 
 

D. OTHER MARKING IS OPTIONAL 
 
4. SAE PART NUMBER 

 
AS81790/3 -1 
 I I 
 I I______ DASH NUMBER 
 I______________ DETAIL SPECIFICATION NUMBER 

 
5. INITIAL QUALIFICATION, PERIODIC QUALIFICATION, AND QUALITY CONFORMANCE REQUIREMENTS SHALL 

CONSIST OF EXAMINATION OF PRODUCT PERFORMED BY THE SUPPLIER IN ACCORDANCE WITH AS81790. 
THE QUALITY CONFORMANCE DATA MAYBE USED FOR QUALIFICATION SUBMISSION. THE SUPPLIER SHALL 
SUBMIT THE RESULTS AS REQUIRED BY THE QUALIFYING ACTIVITY. 

Full document details: SAE AS81790_3A

http://www.avadocuments.com/doc/sae-as81790-3a
http://www.avadocuments.com/doc/sae-as81790-3a

