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THIRD ANGLE PROJECTION 

CUSTODIAN: AE-8C2 
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For more information on this standard, visit 
https://www.sae.org/standards/content/AS81824/10A/ 
 

 
 
 
 

RATIONALE 
 
AS81824/10A IS BEING STABILIZED BECAUSE THE PROCESSES/PRODUCT IS CONSIDERED MATURE AND THE 
COMMITTEE DOES NOT ANTICIPATE FUTURE TECHNICAL CHANGES. STABILIZATION DOES NOT IMPLY THE 
PROCESS OR PRODUCT IS UNACCEPTABLE FOR APPLICATIONS FOR WHICH IT IS DESIGNED. ANY TECHNICAL 
CHANGES NOTED BY A SUPPLIER OR USER WHICH RESULTS IN A PRODUCT OR REQUIREMENT CHANGE WILL 
BE ADDRESSED BY A NEW REVISION. QUALIFIED SUPPLIERS ARE STILL MAINTAINED. 
 

STABILIZED NOTICE 
 
THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE AE-8C2 TERMINATING DEVICES AND TOOLING 
COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE 
RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS. 
NEWER TECHNOLOGY MAY EXIST. 
 

Full document details: SAE AS81824_10A

https://www.sae.org/standards/content/PRODCODE/
http://www.avadocuments.com/doc/sae-as81824-10a
http://www.avadocuments.com/doc/sae-as81824-10a


 

 

AEROSPACE STANDARD 
AS81824™/10 
SHEET 1 OF 4 
 

REV. 
A 
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NOTICE 

 
THE COMPLETE REQUIREMENTS FOR PROCURING SPLICE DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF:  SAE AS81824. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SEALING SLEEVE 

∅B 

C 

D TYPICAL 
.110 
.080 

∅A

INSPECTION WINDOW                          WIRE STOP             STRIPE COLOR CODES IN ACCCORDNACE WITH TABLE 

METAL CRIMP SPLICE 

E 

1.300 ± 0.075 
0.087 MIN 

∅0.200 MIN *

∅0.093 MIN 

∅0.093 MIN

∅0.285 MAX

∅ 0.100 NOM 
THICKNESS

 

SEALING RING 

   1 (2 PL) 

 
TABLE 1 - CONSTRUCTION DETAILS 

 

PART 
NUMBER 

WIRE 
RANGE ∅A ∅B C D 

E 
MAX 

COLOR 
CODE 

WEIGHT 
LB (KG)  

PER 1000  
PCS – MAX 

REF 

M81824/10-1 
SEE 

TABLE 4 
.053 (1.35) 
.045 (1.14) 

.080 (2.03) 

.075 (1.91) 
.510 (12.95) 
.490 (12.45) 

.245 (6.22) 

.225 (5.72) 
.015 

(0.38) 
RED 5.40 (2.5) 

M81824/10-2 
SEE 

TABLE 4 
.070 (1.78) 
.063 (1.60) 

.107 (2.72) 

.100 (2.54) 
.585 (14.86) 
.565 (14.35) 

.280 (7.11) 

.260 (6.60) 
.020 

(0.51) 
BLUE 6.00 (2.7) 

M81824/10-3 
SEE 

TABLE 4 
.103 (2.62) 
.095 (2.41) 

.155 (3.94) 

.146 (3.71) 
.585 (14.86) 
.565 (14.35) 

.280 (7.11) 

.260 (6.60) 
.050 

(1.27) 
YELLO

W 
7.25 (3.9) 

 
*I.D. “AS RECEIVED” 
 
DIMENSIONS ARE IN INCHES 
 
METRIC EQUIVALENTS (TO THE NEAREST 0.01 MM) ARE GIVEN FOR GENERAL INFORMATION ONLY AND ARE  
BASED UPON 1 INCH = 25.4 MM 
 
UNLESS OTHERWISE SPECIFIED, TOLERANCES ARE 
 ± .005 (0.13 MM) FOR THREE PLACE DECIMALS 
 ± .01 (0.25 MM) FOR TWO PLACE DECIMALS 
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