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RATIONALE

AS81824/14C IS BEING STABILIZED BECAUSE THE PROCESSES/PRODUCT IS CONSIDERED MATURE AND THE
COMMITTEE DOES NOT ANTICIPATE FUTURE TECHNICAL CHANGES. STABILIZATION DOES NOT IMPLY THE
PROCESS OR PRODUCT IS UNACCEPTABLE FOR APPLICATIONS FOR WHICH IT IS DESIGNED. ANY TECHNICAL
CHANGES NOTED BY A SUPPLIER OR USER WHICH RESULTS IN A PRODUCT OR REQUIREMENT CHANGE WILL
BE ADDRESSED BY A NEW REVISION. QUALIFIED SUPPLIERS ARE STILL MAINTAINED.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE AE-8C2 TERMINATING DEVICES AND TOOLING
COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE
RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS.
NEWER TECHNOLOGY MAY EXIST.
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SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.
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NOTICE

THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS DOCUMENT AND

THE LATEST ISSUE OF AS81824.
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NOTES:
1.  CONTOURS MAY VARY FROM THAT SHOWN.

AEROSPACE STANDARD

A

INTERNATIONAL»

SPLICE, ELECTRIC, PERMANENT, CRIMP STYLE,
NICKEL-COATED COPPER, INSULATED, ENVIRONMENT
RESISTANT, CLASS 1, 175 °C, HEATLESS SEALING

Full document details: SAE AS81824_14C

AS81824™/14 REV.
SHEET Sfcumefits

“% Document Sharing Hub



http://www.avadocuments.com/doc/sae-as81824-14c
http://www.avadocuments.com/doc/sae-as81824-14c

