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RATIONALE

© LIMITED SCOPE REVISION IS REQUIRED TO CHANGE THE SPECIFIC GRAVITY REQUIREMENT IN TABLE 3 FROM

= 1.70 MAX TO 1.88 MAX AND TO CORRECT MULTIPLE SPELLING ERRORS IN REQUIREMENT PARAGRAPH 3.
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] THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS

b DOCUMENT AND THE LATEST ISSUE OF AS81914.
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FIGURE 1 - DIMENSIONS AND CONFIGURATION

This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is

entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.

<
<
&
o
N
o
L
(2}

. S

= L

& 4

2 -

- 2

a —

3 &

< 0

ﬁ_‘g THIRD ANGLE PROJECTION 8

€ . . . .. ‘ %)

£ For more information on this standard, visit =

§ https://www.sae.org/standards/content/AS81914/6C/ ) ﬁx ) M )

o N

C

% CUSTODIAN: AE-8C2 PROCUREMENT SPECIFICATION: AS81914

[

>

E AEROSPACE STANDARD

3 TUBING, PLASTIC, FLEXIBLE, CONVOLUTED, HELICAL AS81914™/6 REV.

L it el ETHYLENE TETRAFLUOROETHYLENE (ETFE), SHEET 1 OF 4 Cc

%] STANDARD CONVOLUTION Docu ments

Copyright © 2021 SAE International .
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any riieans, electlvnic,B@Eahlm@ﬂQbShm’,l ng Hub
recording, or otherwise, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA)
Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE AS81914_6C


http://www.avadocuments.com/doc/sae-as81914-6c
http://www.avadocuments.com/doc/sae-as81914-6c

NOTES:

TABLE 1 - FIGURE 1 DIMENSIONS

APPROX
WEIGHT
CONVO- LB (KG)
MAX MIN MAX MAX LUTIONS PER
INSIDE INSIDE OUTER WALL PERINCH | 100 FEET MIN
DASH DIA DIA DIA THICKNES (CPI) (30.5 M) BEND
NUMBER (ID) (ID) (OD) s +1 REF RADIUS
01 188 (4.78)| .181 (4.60) | .320 (8.13)| .018(0.46) 8 1.2 (0.54) 50 (12.7)
02 281 (7.14)| 273 (6.93) | 414 (10.52)| .018 (0.46) 8 1.4 (0.64) 75 (19.1)
03 312 (7.92)| 306 (7.77) | .450 (11.43)| .018 (0.46) 8 1.5 (0.68) 75 (19.1)
04 375 (9.53)| .364 (9.25) | .510(12.95)| .018 (0.46) 8 1.8 (0.82) 88 (22.4)
05 437 (11.10) | 427 (10.85) | 571 (14.50)| .018 (0.46) 8 2.5 (1.13) 88 (22.4)
06 500 (12.70) | .485(12.32) | .650 (16.51)| .023 (0.58) 7 32(1.45) | 1.25 (31.8)
07 625 (15.88) | .608 (15.44) | 770 (19.56)| .023 (0.58) 7 3.9(1.77) | 150 (38.1)
08 750 (19.05) | .730 (18.54) | .930 (23.62)| .023 (0.58) 6 49(222) | 1.75 (44.5)
09 875(22.23) | .860 (21.84) | 1.073 (27.25)| .023 (0.58) 5 5.6(2.54) | 2.00 (50.8)
10 1.000 (25.40) | .975 (24.77) | 1.226 (31.14)| .023 (0.58) 5 6.8(3.08) | 2.37 (60.2)
11 1.125 (28.58) | 1.105 (28.07) | 1.390 (35.31)| .023 (0.58) 5 7.5(3.40) | 2.37 (60.2)
12 1.250 (31.75) | 1.210 (30.73) | 1.539 (39.09)| .023 (0.58) 4 8.8(3.99) | 2.75 (69.9)
13 1.500 (38.10) | 1.437 (36.50) | 1.832 (46.53)| .023 (0.58) 4 10.2 (4.63) | 3.38 (85.9)
14 1.750 (44.45) | 1.688 (42.88) | 2.082 (52.88)| .023 (0.58) 4 11.9(5.40) | 3.88 (98.6)
15 2.000 (50.80) | 1.937 (49.20) | 2.332 (59.23)| .023 (0.58) 4 13.5(6.12) | 4.25(108.0)

1. DIMENSIONS ARE IN INCHES.

2. UNLESS OTHERWISE SPECIFIED, TOLERANCES SHALL BE: .XX = +.010 (0.25 MM), .XXX = .005 (0.13 MM).

3. METRIC EQUIVALENTS ARE GIVEN FOR GENERAL INFORMATION ONLY AND ARE BASED ON 25.4 MM = 1 INCH.

REQUIREMENTS:

1. DIMENSIONS AND CONFIGURATION: SEE FIGURE 1 AND TABLE 1.

METRIC DIMENSIONS IN PARENTHESES ARE SHOWN IN MILLIMETERS.

2. CONVOLUTION TYPE: HELICAL, STANDARD CONVOLUTION (CLASS 1).

3. LENGTHS SHALL BE SPECIFIED IN FEET BY THE PROCURING ACTIVITY AND DO NOT FORM A PART OF THE IDENTIFYING PART
NUMBER. MINIMUM ORDER LENGTH SHALL BE 3 FEET (0.914 M) AND THE TUBING ORDER LENGTH TOLERANCES SHALL BE AS
SPECIFIED IN TABLE 2. TUBING SHALL BE PROCURED AS COILS.
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