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THIS DOCUMENT HAS BEEN UPDATED TO INCORPORATE A TYPE “A” PART NUMBER DESIGNATION FOR LINER
SYSTEMS WITH THE SAME WEAR LIMITS BUT FOUR TIMES THE LIFE (100000 CYCLES) COMPARED TO STANDARD
(25000 CYCLES) LINER SYSTEMS. TABULATED LOAD RATINGS. UPDATED FIGURES. CORRECTED BORE SIZE FOR
= M81934/1-18 FROM 1.2250 TO 1.1250. CLARIFIED RUNOUT REQUIREMENT BETWEEN @B AND @D. UPDATED
E PLATING REQUIREMENTS.
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TABLE 1 - DIMENSIONS AND WEIGHTS

B WEIGHT PER LENGTH
(BORE DIA) (LB/IN) (REF)
BASIC PART NO. NOMINAL +.0000 @D 3/

2/ SIZE -.0010 1/ AL CRES
M81934/1-04 2500 2515 3760 .006 016
M81934/1-05 3125 3140 4386 .007 019
M81934/1-06 3750 3765 5012 .008 022
M81934/1-07 4375 14390 5638 .009 025
M81934/1-08 .5000 5015 6265 011 1028
M81934/1-09 5625 5640 6892 012 031
M81934/1-10 6250 6265 8142 021 056
M81934/1-11 6875 6890 8767 022 .060
M81934/1-12 7500 7515 9393 024 .065
M81934/1-14 8750 8765 1.0645 028 075
M81934/1-16 1.0000 1.0015 1.1898 031 084
M81934/1-18 1.1250 1.1265 1.3148 035 1094
M81934/1-20 1.2500 1.2515 1.4398 038 103
M81934/1-22 1.3750 1.3765 1.5648 041 113
M81934/1-24 1.5000 1.5015 1.7523 1062 71
M81934/1-26 1.6250 1.6265 1.8773 067 183
M81934/1-28 1.7500 1.7515 2.0023 071 196
M81934/1-32 2.0000 2.0015 2.2523 081 222

1/ <D TOLERANCE: ALUMINUM +.0005; CORROSION RESISTANT STEEL +.0000, -.0005.

2/ FOR TYPE A BEARINGS, THE CORRESPONDING P/N WILL HAVE AN “A” DESIGNATION
AFTER THE BASIC P/N (E.G., M81934/1A-08C016).

3/ EXAMPLE OF WEIGHT CALCULATION: M81934/1-16A008 SLEEVE WEIGHT = (.031 LB/IN) X
.250 INCH = .008 POUND.
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TABLE 2 - BEARING SLEEVE LENGTH CODES

BORE SIZE NOMINAL LENGTH L +.000/-.010
CODE SIZE .156 187 218 250 281 312 343 375 437 500
04 .2500 005 006 007 008 009 010 011 012 014
05 3125 005 006 007 008 009 010 011 012 014 016
06 .3750 005 006 007 008 009 010 011 012 014 016
07 4375 005 006 007 008 009 010 011 012 014 016
08 .5000 005 006 007 008 009 010 011 012 014 016
09 5625 005 006 007 008 009 010 011 012 014 016
10 .6250 005 006 007 008 009 010 011 012 014 016
11 6875 008 009 010 011 012 014 016
12 7500 008 009 010 011 012 014 016
14 .8750 008 009 010 011 012 014 016
16 1.0000 008 009 010 011 012 014 016
18 1.1250 010 011 012 014 016
20 1.2500 012 014 016
22 1.3750 012 014 016
24 1.5000 012 014 016
26 1.6250 016
28 1.7500 016
32 2.0000 016
BORE SIZE NOMINAL LENGTH L +.000/-.010
CODE SIZE 562 625 687 750 875 1.000 1.125 1.250 1.375 1.500
04 .2500
05 .3125 018
06 .3750 018 020 022
07 4375 018 020 022 024 028
08 .5000 018 020 022 024 028
09 5625 018 020 022 024 028 032 036
10 .6250 018 020 022 024 028 032 036 040 044
11 6875 018 020 022 024 028 032 036 040 044 048
12 .7500 018 020 022 024 028 032 036 040 044 048
14 .8750 018 020 022 024 028 032 036 040 044 048
16 1.0000 018 020 022 024 028 032 036 040 044 048
18 1.1250 018 020 022 024 028 032 036 040 044 048
20 1.2500 018 020 022 024 028 032 036 040 044 048
22 1.3750 018 020 022 024 028 032 036 040 044 048
24 1.5000 018 020 022 024 028 032 036 040 044 048
26 1.6250 018 020 022 024 028 032 036 040 044 048
28 1.7500 018 020 022 024 028 032 036 040 044 048
32 2.0000 018 020 022 024 028 032 036 040 044 048
BORE SIZE NOMINAL LENGTH L +.000/-.010
CODE SIZE 1.625 1.750 1.875 2.000 2.125 2.250 2.375 2.500 2.750 3.000
04 .2500
05 .3125
06 .3750
07 4375
08 .5000
09 5625
10 .6250
11 6875 052
12 .7500 052
14 .8750 052
16 1.0000 052 056 060
18 1.1250 052 056 060
20 1.2500 052 056 060 064 068
22 1.3750 052 056 060 064 068
24 1.5000 052 056 060 064 068 072 076 080 088
26 1.6250 052 056 060 064 068 072 076 080 088 096
28 1.7500 052 056 060 064 068 072 076 080 088 096
32 2.0000 052 056 060 064 068 072 076 080 088 096
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