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AS81935/2 IS BEING REVISED TO CORRECT TABLE 1 TOLERANCE ERROR (WRENCH FLATS —R- DIMENSION ),
REVISED THREADS TO DECIMAL CALLOUT NOT FRACTIONAL, REVISED GENERAL FORMATTING, ADDED
~ PH13-8MO BALL OPTION AND TYPE “A” LINER OPTION TO PART NUMBER SUFFIX.
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(a) FOR -03 THROUGH -06, THE KEYSLOT SHALL BE ORIENTED PERPENDICULAR TO THE PLANE MADE BY THE
FACE OF THE ROD END HOOP (SEE PAGE 3 FOR ADDITIONAL DETAILS).

FIGURE 1 — ROD END ASSEMBLY

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely

voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”
SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.
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FIGURE 2 — OPTIONAL ELLIPTICAL HEAD DESIGN 2
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2 SLOTS -03 THRU -06

4 SLOTS -07 AND -08

KEYSLOT DESIGNATION “K”

SIZES -03 THROUGH -08 (ROUNDED SLOT).

KEYSLOT, WHEN SPECIFIED, IS COMPATIBLE WITH AS81935/3 LOCKING DEVICE.
2 SLOTS SHALL BE ORIENTED PERPENDICULAR TO ROD END HOOP FACE.

4 SL0TS, ALL SIZES

KEYSLOT DESIGNATION “K”

SIZES —-10 THROUGH -16 (SQUARE SLOT).

KEYSLOT, WHEN SPECIFIED, IS COMPATIBLE WITH AS14227, NAS 513 AND NAS 1193.
2 SLOTS SHALL BE ORIENTED PERPENDICULAR TO ROD END HOOP FACE.

ROD END HEARING
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