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RATIONALE

THE AE-8C2 COMMITTEE HAS DETERMINED THE STATUS OF THIS SPECIFICATION SHOULD BE DECLARED
"STABILIZED." THE SPECIFICATION HAS BEEN REVIEWED FOR LEGIBILITY AND ITS CURRENT CONDITION HAS
BEEN DETERMINED TO BE ACCEPTABLE. THE TOOL IS WELL ESTABLISHED. QUALIFIED SUPPLIERS ARE
MAINTAINED.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE AE-8C2 TERMINATING DEVICES AND TOOLING
COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE
RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS.
NEWER TECHNOLOGY MAY EXIST.
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This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
REVISED 2022-12

entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

REAFFIRMED 2017-06

THIRD ANGLE PROJECTION

ISSUED 2012-06

For more information on this standard, visit

https://www.sae.org/standards/content/AS81969/2B/ ) ﬁm /‘
]
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SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.

SAE Executive Standards Committee Rules provide that: “
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NOTICE

THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS
DOCUMENT AND THE LATEST ISSUE OF AS81969.

6.075
5.000
1.200
1.000
I—— E MIN
! ;
I e 1) et =
& MFR IDENTIFICATION (LOCATION OPTIONAL) | l J—
B
* ? L A (sLoT FOR WIRE) f
PROTECTIVE CAP

DESIGN OPTIONAL
HANDLE DESIGN OPTIONAL

MIN
.015 .008
‘ Roto | Moea™e=

.010
R100-D  gec R-G05~ - o

MIN ™ MmN

c

TIP DETAIL SIZE 23,20,16

MIN

R.970 MIN

”ﬂ I“\Z | : R:55 EDGES ‘
‘ :-v},'zﬂ - % —NEe B
.010 -D

I E MIN 003

TIP DETAIL SIZE 12

FIGURE 1 - M81969/2 TOOL CONFIGURATION
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