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THIRD ANGLE PROJECTION 
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For more information on this standard, visit 
https://www.sae.org/standards/content/AS81969/8A/ 
 

   
 
 
 

RATIONALE 
 

REVISION REQUIRED TO CORRECT TABLE 3 AND DO MINOR EDITORIAL CHANGES. 
 

NOTICE 
 
THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS81969. 
 
 

 

 

FIGURE 1 - ANGLE PROBE INSTALLING TOOL CONFIGURATION  
(-01,-03,-05,-07,-09,-11,-13,-15,-205,-207,-209) (SEE TABLE 1) 

Full document details: SAE AS81969_8A

https://www.sae.org/standards/content/AS81969/8A/
http://www.avadocuments.com/doc/sae-as81969-8a
http://www.avadocuments.com/doc/sae-as81969-8a
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FIGURE 2 - ANGLE PROBE REMOVAL TOOL CONFIGURATION  
(-02,-04,-06,-08,-10,-12,-14,-16,-206,-208, AND -210) (SEE TABLE 2) 

 

FIGURE 3 - INLINE PROBE INSTALLING TOOL CONFIGURATION  
(-301,-303,-305,-307,-309,-311, -313, AND -315) (SEE TABLE 1) 

Full document details: SAE AS81969_8A

http://www.avadocuments.com/doc/sae-as81969-8a
http://www.avadocuments.com/doc/sae-as81969-8a
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FIGURE 4 - INLINE PROBE REMOVAL TOOL CONFIGURATION  
(-002-302,-304,-306,-308,-310,-312, -314, AND -316) (SEE TABLE 2) 

DRAWING NOTES (APPLIES TO FIGURES 1, 2, 3, AND 4): 
 
NOTE 1 -  WITH PROBES IN THE FREE STATE POSITION, THE PROBES SHALL END-ALIGN WITHIN .005 INCH. 
 
NOTE 2 -  WITH PROBE CLOSED AROUND “A” DIAMETER PIN, THE PROBE SHALL ALIGN THEMSELVES WITHIN .001 INCH 

THROUGHOUT THE “L” LENGTH AND CLEARANCE BETWEEN PROBE SHALL BE .000 TO .006 INCH FOR THE INSTALLING 
TOOL AND .000 TO .002 FOR REMOVAL TOOL FOR THE ENTIRE LENGTH OF THE PROBE. THIS CLEARANCE SHALL BE 
CENTRAL TO THE CENTER LINE OF THE C DIAMETER WITHIN ±.002 INCHES. 

 
NOTE 3 -  “B” DIAMETER TOLERANCE SHALL BE ±.001 FOR TIP AND +.010/-.001 FOR BALANCE OF PROBE. 

Full document details: SAE AS81969_8A

http://www.avadocuments.com/doc/sae-as81969-8a
http://www.avadocuments.com/doc/sae-as81969-8a

