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THIRD ANGLE PROJECTION 

CUSTODIAN: AE-8/AE-8C1 
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PROCUREMENT SPECIFICATION: AS85028 
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 SAE values your input. To provide feedback 
 on this Technical Report, please visit  
 http://www.sae.org/technical/standards/AS85028/1B 

 
 
 
 

RATIONALE 
 
THE C1 COMMITTEE HAS RECOMMENDED STABILIZATION OF THIS DOCUMENT BASED ON NO QPL SOURCES. 
ANY EDITORIAL OR TECHNICAL CHANGES NEEDED TO ALIGN THIS DOCUMENT WITH SIMILAR CURRENTLY 
PUBLISHED DETAIL SHEETS SHALL BE MADE AT SUCH TIME A POTENTIAL SOURCE REQUESTS AUTHORIZATION 
TO QUALIFY TO THIS DOCUMENT. 

STABILIZED NOTICE 
 
THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE AE-8C1 CONNECTORS COMMITTEE AND WILL 
NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE RESPONSIBLE FOR 
VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY 
MAY EXIST. 

Full document details: SAE AS85028_1B

http://www.sae.org/technical/standards/PRODCODE
http://www.avadocuments.com/doc/sae-as85028-1b
http://www.avadocuments.com/doc/sae-as85028-1b
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NOTICE 
 

THE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
SPECIFICATION SHEET AND THE LATEST ISSUE OF: SAE AS85028/1. 

 

FIGURE 1 – AS85028/1 CONFIGURATION 
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